Low temperature crystallisation of mesoporous TiO$_2$

Peter Kohn,$^a$ Sandeep Pathak,$^a$ Morgan Stefik,$^b$† Caterina Ducati,$^c$ Ulrich Wiesner,$^b$ Ulrich Steiner$^a$ and Stefan Guldin$^{a,c}$‡

Nanoscale, 2013, 5, 10518-10524
DOI: 10.1039/10.1039/C3NR03009A

Received 11th June 2013, Accepted 08th August 2013
First published on the web 12th August 2013

Conducting mesoporous TiO$_2$ is gaining rapidly in importance for the manufacture of green energy applications. To optimise performance, its porosity and crystallinity must be carefully fine-tuned. To this end, we have performed a detailed study on the temperature dependence of TiO$_2$ crystallisation in mesoporous films. Crystal nucleation and growth of initially amorphous TiO$_2$ derived by hydrolytic sol-gel chemistry is compared to the evolution of crystallinity from nanocrystalline building blocks obtained from non-hydrolytic sol-gel chemistry, and mixtures thereof. Our study addresses the question whether the critical temperature for crystal growth can be lowered by the addition of crystalline nucleation seeds.

1 Introduction

Mesoporous, nanocrystalline TiO$_2$ is an interesting and useful material for a wide range of applications, such as dye-sensitised solar cells,$^{1,2}$ photocatalytic reactors,$^{3,4}$ electrochemical capacitors,$^5$ chemical and biochemical sensors,$^6,7$ and electrochromic devices.$^8$ These electrochemical devices require an electron-conducting network with pores on the 10-nm length scale. The nanorarchitecture can be generated by a variety of synthetic routes$^9$, among which the sintering of random packed nanoparticles is most widely used.$^{10}$ An alternative route with higher morphological control is the structure-directing of inorganic material by supramolecular self-assembly. The driving force for the ordered formation of mesoporous TiO$_2$ on the 5 to 50 nm length scale is typically the selective association of TiO$_2$ sol via hydrogen bonding with one block of a phase separating block copolymer (BCP). After solution processing the incorporated inorganic network is usually amorphous. A subsequent high temperature step degrades the organic material and crystallises the TiO$_2$ to result in an inorganic nanocrystalline network of high morphological order. This approach has attracted significant interest$^{11}$ because it allows detailed control over pore size$^{12}$ and porosity$^{13}$ of the resulting inorganic thin films.

Using sufficiently high molecular weight BCPs leads to precursor-sol confinement on length-scales that are large enough to allow TiO$_2$ crystallisation at temperatures up to 700°C$^{14,15}$. The conversion of the carbon-rich polymer into a sturdy carbonaceous support under an inert atmosphere is a powerful method to further raise the crystallisation temperature to 1000°C$^{16}$. Thus, in contrast to the nanoparticle approach$^{10}$, supramolecular co-assembly provides structural stability at extremely high temperatures and therefore leads to the growth of large crystallites and greatly improved charge transport properties$^{15,17}$.

These crystallisation conditions may however not be desirable for a commercial fabrication process. In fact, high processing temperatures are undesired in device fabrication, particularly when using low-cost plastic substrates.$^{18}$ Sintering of prefabricated nanoparticles to form an electron-conducting network may be achieved by chemical or mechanical means, yet temperature-induced crystallisation still proves most effective.$^{19,20}$ One route to address this challenge is the decoupling of TiO$_2$ crystallisation and photoanode fabrication, e.g. by the transfer of pre-sintered porous films$^{21}$ or the preparation of μm-sized mesostructured crystalline building blocks.$^{22}$ The use of titanate-based precursors has recently been presented as a viable route to crystalline TiO$_2$ networks at low temperatures.$^{23}$ Other means of crystallisation that are not temperature-induced include the oriented attachment of nanocrystals$^{24}$ or solution-based growth of TiO$_2$ under non-equilibrium conditions with exposed high-energy {001} facets.$^{25,26}$

In contrast to the conventional hydrolytic sol-gel (HSG) chemistry, non-hydrolytic sol-gel (NHSG) synthesis routes allow the formation of TiO$_2$ nanocrystals in solution at quasi-room temperature$^{27,28}$. This has fostered a variety of studies that aim to manufacture mesoporous, nanocrystalline TiO$_2$ at low processing temperatures$^{29,30}$. Hartmann et al. compared the photocatalytic properties of conventional photoan-
odes that require high temperature crystallisation with photoanodes assembled at low temperature from pre-crystalline building blocks. They found superior performance for the former, which they associated with an improved electronic connectivity within the inorganic network when crystallisation is induced after the morphology built-up.

An appealing strategy to combine both chemical recipes in a “brick and mortar” approach was recently introduced by Bein and coworkers. Here, TiO$_2$ nanocrystals derived from NHSG chemistry are added to a conventional solution of hydrolytic TiO$_2$ sol and structure-directing BCP. The TiO$_2$ nanocrystals (“bricks”) disperse in an amorphous TiO$_2$ matrix (“mortar”) during the self-assembly process. This combination led to a promising performance when used as photoanodes in dye-sensitised solar cells, with conversion efficiencies of up to 6.0 %, for fabrication temperatures as low as 300 °C. They correlated this finding to an enhanced crystallinity of the assembly, induced by the added nanocrystals that act as seeds for the crystallisation of the amorphous material.

In the light of these studies, a further understanding of the crystallisation kinetics in mesoporous TiO$_2$ is of central importance, i.e. it is necessary to understand what are the limiting factors of TiO$_2$ crystal growth at low temperatures. Is this process limited by TiO$_2$ nucleation or growth?

2 Experimental

Structure directing agent - In this study a poly(isoprene)-block-poly(ethylene oxide) (PI-b-PEO) BCP with a molecular weight of $M_n = 34.4$ kg/mol and a PEO block fraction of 28 wt% was used. The BCP was dissolved in an azeotrope solvent mixture of toluene (74.84 wt%) and 1-butanol (27.16 wt%) with a concentration of 10 wt%.

Non-hydrolytic sol-gel (NHSG) crystalline nanoparticle synthesis - Crystalline anatase nanoparticles were synthesised as described in the literature. A dry flask was evacuated and flushed with dry nitrogen several times before 5.75 ml absolute ethanol (Fisher Scientific) was added. Then 1 ml of titanium tetrachloride (TiCl$_4$, Sigma-Aldrich, 99.99% trace metal basis) was injected under continuous stirring. 19.2 ml anhydrous benzyl alcohol (Sigma-Aldrich, 99.9% purity) and 0.23 ml of 1,3-propanediol (Aldrich, 98%) were subsequently added. The solution was then heated to $T = 80$ °C and kept at this temperature for 20 h. TiO$_2$ nanocrystals were precipitated by the addition of 10 ml diethyl ether (Aldrich) to 1 ml of the reaction mixture and subsequent centrifugation for 10 min at 3750 rpm. The wet precipitate was then dried for 1.5 h at ambient conditions and redissolved in a similar azeotrope solvent mixture, followed by sonication for 2 h.

A wide-angle x-ray spectrum of the dried precipitate is shown in the Supporting Information (Fig. S1), demonstrating that anatase crystalline seeds on TiO$_2$ solution was added in a ratio of $m_{TiO_2}/m_{BCP} = 1.15$. Assuming complete conversion of Ti species to TiO$_2$. Films were prepared by drop-casting or spin-coating onto FTO-glass or silicon wafers at ambient conditions.

HSG-nanocrystal mixtures - In order to investigate the effect of crystalline nanocrystals on TiO$_2$ crystal growth, the NHSG and HSG syntheses were combined. Nanocrystals stemming from the NHSG route were added to the HSG hydrolytic sol in an amount to achieve $m_{TiO_2}/m_{BCP} = 0.15$. For BCP-derived mesoporous samples, a BCP solution was subsequently added to this mixture so that the overall ratio was $m_{TiO_2}/m_{BCP} = 1.15$. Solutions were drop-cast onto Si-wafers.

Temperature-induced crystallisation - Unless otherwise stated, the samples were exposed to a temperature protocol consisting of a 10 °C/min heat ramp, followed by a 3 h dwell time at the target temperature and subsequent cooling (Box oven, Cole Parmer EW-33855-35). In situ experiments were carried out in an integrated temperature chamber of a diffractometer (Bruker D8 Advance), which was calibrated following the lattice expansion of silicon and TiO$_2$ rutile.

X-ray scattering - X-ray spectra were obtained on a diffractometer with Bragg-Brentano geometry (Bruker D8) and Cu K$_\alpha$ radiation (step size 0.018°). Correction for the CuK$_\alpha$ radiation was achieved by the instruments software (Bruker Eva). The peak of the 101 reflection was subsequently fitted by a Voigt function to relate peak broadening to the finite size of the anatase crystallites. An approximation of Olivero and Longbothum was used to derive the peak width (full width at half maximum) of the Lorentzian and the Gaussian parts.

Electron Microscopy - Scanning electron microscopy (SEM) was carried on a Leo Ultra 55 with a field emission source at an acceleration voltage of 3 kV. For high resolution transmission electron microscopy (HRTEM) a Jeol 4000EX was used with an acceleration voltage of 400 kV and a point-to-point resolution of 0.18 nm. Unit cell parameters for the crystallographic phase identification of anatase TiO$_2$ were taken from, with $a = b = 0.373$ nm and $c = 0.937$ nm (space group $I41/amd$).

3 Results

Non-templated films - Investigations of films in the absence of a BCP can give valuable information about the underlying processes without the additional complexity of porosity induced by the BCP and the presence of the organic material itself. Figure 1a shows the temperature dependence of
the mean crystallite size as determined by Scherrer analysis of the 101 x-ray reflection. On overview of characteristic XRD pattern is shown in the Supplementary Information. The variability in batch-to-batch results is reflected in the presented error margins. As expected, films prepared by HSG chemistry did not show any crystalline footprint, while a broad peak was observed for films prepared by NHSG chemistry after drying at room temperature (see Fig. SII in the Supplementary Information). Both types of films were subsequently exposed to various temperature protocols for temperature-induced crystallisation of the TiO₂. To analyse the temperature dependence of the crystal grain size $D$ in more detail, the equation

$$D^2(t, T) = D_0^2 + k \cdot t \cdot \exp \left( -\frac{E_a}{RT} \right)$$  \hspace{1cm} (1)$$

was used, where $D_0$ is the initial grain size, $k$ is a temperature-independent constant, $R$ is the gas constant and $E_a$ is the activation energy. All samples have been annealed for a total time of 180 min at the target temperature. Alongside, we have performed in situ investigations on the kinetics of crystal growth, which is shown in the Supporting Information. Fig. 1b and c show the analysis for HSG and NHSG films, respectively. $D_{0,HSG} = 4.2\text{nm}$ (first detectable crystal size at $T = 300^\circ \text{C}$) and $D_{0,NHSG} = 3.1\text{nm}$ (crystal size after synthesis) yield activation energies of $E_{a,HSG} = 73.2 \pm 5.8\text{kJ/mol}$ and $E_{a,NHSG} = 76.5 \pm 4.4\text{kJ/mol}$ for the hydrolytic and non-hydrolytic route, respectively. Within experimental errors both values of $E_a$ are comparable, indicating that anatase grain growth may have occurred via the same mechanism in the two synthesis routes. Indeed, Zhang et al. determined an activation energy of $E_a \approx 78\text{kJ/mol}$ for anatase recrystallisation by Ostwald ripening, which is close to the values determined from Fig. 1b. We want to emphasise that as in our NHSG route the TiO₂ particles were already crystalline after synthesis, i.e. from the beginning of the experiment, the interpretation that the activation energies in Fig. 1b reflect Ostwald ripening of crystalline colloids is highly likely.

In order to identify the role of incorporated seeds on low-temperature crystallisation of TiO₂, amorphous TiO₂ synthesised by HSG was mixed with a solution of NHSG-derived nanocrystals in a ratio of $m_{\text{TiO}_2}^{\text{NHSG}}/m_{\text{TiO}_2}^{\text{HSG}} = 0.15$. High resolution transmission electron microscopy (HRTEM) of the fabricated films in Fig. 2 reveals crystalline seeds that are homogeneously dispersed in the amorphous phase. Complete wetting of the nanocrystals by the surrounding amorphous phase walls can be identified. These are two important prerequisites for seed-induced crystal growth. The lattice fringes for the particle in Fig. 2a correspond to the 011 plane of anatase seen along the [111] zone axis, with a spacing of 0.352 nm.

While TiO₂ nanocrystal synthesis by NHSG typically involves protection by organic ligands, such as 1,3-propanediol, recent chemical routes allow ligand removal and nanocrystal stabilisation in polar solvents by a NOBF₄-mediated phase transfer process. Although HRTEM imaging showed complete wetting of the ligand-decorated nanocrystals (Fig. 2a), temperature-induced crystallisation was studied for nanocrystals with and without organic ligands.

Both sample types showed weak but pronounced reflection peaks in the diffraction patterns after room temperature synthesis which is consistent with the low volume content of seed crystals. Figure 3a shows the Scherrer crystallite sizes upon annealing. The results of Fig. 1a are indicated as dashed lines for comparison. In contrast to the unseeded HSG, crystal-
While our NHSG nanocrystal seeds exhibit anatase terminations, which is decisive for seed-induced growth from a surrounding amorphous phase. These results are in contrast to previous studies by Zhang et al. who observed similar growth kinetics for both seeded and unseeded samples. This may be due to differing surface chemistries of the nanocrystal seeds, which have a ratio of the inorganic components preferentially reside in the PEO phase, the micellar close-packing during solvent evaporation leads to the mesostructuring of the synthesised TiO$_2$.

BCP-derived mesoporous films - The four TiO$_2$ manufacture routes described above were also employed in the synthesis of mesoporous films that use structure-direction by supramolecular co-assembly of the Pluronic BCP. In a suitable solvent, Pl-b-PEO forms micelles with Pl cores. As the inorganic components preferentially reside in the PEO phase, the micellar close-pack during solvent evaporation leads to the mesostructuring of the synthesised TiO$_2$. Figure 4 shows SEM micrographs of fractured cross sections of BCP-derived mesoporous films, stemming from the assembly of (a) NHSG-synthesised crystalline TiO$_2$ nanoparticles, (b) HSG-synthesised amorphous TiO$_2$, and (c) a mixture with a ratio $m_{\text{TiO}_2}/m_{\text{NHSG}}(\text{HSG}) = 0.15$. The mass ratio of TiO$_2$ to BCP was kept constant for all samples at $m_{\text{TiO}_2}/m_{\text{BCP}} = 1.15$. In difference to previously reported results for the Pluronic BCP system, similar mesoporous TiO$_2$ morphologies were obtained after calcination at $T = 400^\circ\text{C}$ irrespective of the preparation route.

The BCP-derived HSG films crystallised at around $T = 350^\circ\text{C}$, which is in agreement with Ref. 3. The influence of...
supramolecular structure formation on crystallisation is evident when comparing Fig. 1 and Fig. 5. Selective dissolution of the amorphous HSG colloids in the PEO phase of the BCP on the length scale of 10 nm, led to a higher temperature at which TiO₂ crystals were first observed. Once the crystal size reached the length scale of the BCP-derived porosity, grain growth was significantly reduced compared to the non-templated samples. This sets in above 500 °C, in agreement with previous studies. The addition of NHSG-prepared TiO₂ nanocrystals to the HSG/BCP mixture resulted in a similar observation as in the non-templated case of Fig. 3: the seeds led to an offset in the critical temperature for crystal growth that can be related to a lowering of the activation energy.

4 Discussion

The findings of the experiments described above can be summarised as follows:

1. Initially amorphous TiO₂ derived from HSG chemistry and pre-crystalline TiO₂ nanoparticles from NHSG chemistry show similar activation energies for temperature-induced grain growth.

2. Both ligand-decorated and ligand-stripped seed crystals embedded in an amorphous TiO₂ matrix led to a significant reduction of the activation energy as well as a lowering of the critical temperature for crystal growth by 50 °C.

3. Non-templated TiO₂ crystallised at lower temperatures compared to templated films that were structure-directed by BCPs.

4. The grain size at the lowest crystallisation temperature was very similar for templates and non-templated HSG films.

Hydrolytic sol-gel synthesis leads to nanometer-sized, amorphous TiO₂-colloids at room temperature, much below the solid-liquid transition temperature of TiO₂, i.e. the colloids are glassy. The homogeneous nucleation rate of crystals depends on the volume and the viscosity of the material. In macroscopic samples crystallisation mainly occurs by heterogeneous nucleation at impurities which lower the free energy of forming a crystal-amorphous interface. In isolated nanometer-sized objects, homogeneous nucleation can be the dominant mechanism. The fact that NHSG synthesis leads to sub-5 nm crystallites, which are stable from ambient conditions to 300 °C, cf. Fig. 5, demonstrates that the critical nucleation size in this temperatures range is well below 5 nm and thus TiO₂ crystallisation is thermodynamically possible in this temperature range. Homogeneous nucleation in a well-defined size distribution of sol particles leads to a characteristic onset time for nucleation, or alternatively for a given heating protocol to a well defined onset temperature, as observed here (i.e. T = 300 °C for the HSG-derived non-templated samples).

In a fully crystalline system, further grain growth occurs by Ostwald ripening, which is subject to an activation energy that does not depend on the sample history (i.e. is comparable in HSG and NHSG-derived samples, Fig. 1b).

The explanation of the above observations requires a process with two different nucleation rates at the same temperature and which is different for the templates and non-templated case. Observations 1. and 2. are readily explained. The nucleation rate in the initially amorphous colloids at low temperatures is slow because of their small size. The amount of crystalline material thus remains low on the time scale of the experiment, leading to the absence of Bragg peaks. With time the amorphous colloids coalesce through Ostwald ripening, increasing their volume. This process is accelerated at increasing temperatures and is hampered in the mesoporous films since there the colloids are surrounded by fewer neighbours, as the colloids are dissolved by the PEO-chain segments and thus diluted. Once they have reached a certain size the increased nucleation rate plus fast crystallisation of the remaining amorphous material within the colloid leads to appreciable amount of crystallites on the time scale of the experiment. The size of the crystallites then is comparable to the size of the amorphous colloids at this stage. This picture of crystallisation in which homogeneous nucleation is the rate determining step is also supported by other publications.

Since the crystallisation in HSG-produced amorphous TiO₂ is dominated by homogeneous nucleation it is reasonable to assume that the crystallisation kinetics can be accelerated by the addition of anatase nanocrystals as seeds. These mixed samples indeed showed substantially reduced activation energies and onset temperatures for crystallisation. The lower onset temperature for otherwise identical experimental conditions is indicative of a lowering of the nucleation barrier, as expected for crystal seeding and in accordance with the above statement of fast crystal growth within the amorphous colloids after homogeneous nucleation has occurred. The lowering of the activation energy and the presence of two growth modes in Fig. 3b reflect an additionally observable mechanism for
anatase crystallite growth at low temperatures that is enabled by the presence of crystalline seeds. This mechanism is possibly the growth of the embedded crystallites by diffusion from the surrounding amorphous phase. The process is replaced by ripening of crystalline colloids at higher temperatures when the samples are fully crystalline, which is identical to the non-seeded HSG and NHSG protocols (Fig. 1b). It is important to note that in the case of mixed HSG + seeds, we were able to resolve the diffractive footprint of 15 w% 2-3 nm-sized nanocrystals within the amorphous matrix. This is in contrast to the non-seeded case, where we have not observed any, even weak, crystalline footprint for samples below $T = 300^\circ$C.

It is well-known that porosity has an influence on the grain growth\(^{38}\) during high temperature sintering: a higher porosity leads to smaller grain sizes at similar temperatures. While sol-gel-derived ceramics are intrinsically porous on the nanometer length scale, these small pores vanish rapidly at temperatures around $T = 350^\circ$C. The larger BCP-derived 10-nm pores are much more temperature stable\(^{46}\), as seen in Fig. 4. The reduced crystal growth kinetics in the mesoporous films is therefore a direct consequence of the local confinement of the crystallites by the pores.

## 5 Conclusion

We have investigated crystal nucleation and growth in mesoporous TiO\(_2\). By comparing samples that are purely amorphous (HSG), purely nanocrystalline (NHSG) and mixtures thereof we were able to resolve the parameters that govern crystallisation in mesoporous networks. Our results demonstrate the importance of the colloidal character of sol-gel derived TiO\(_2\) particles which may depend on the chosen sol-gel synthesis route. This colloidal nature enables complexation with the PEO polymer segments and therefore allows the material to participate the BCP-driven assembly process. It secondly leads to a crystallisation behaviour that is dominated by heterogeneous nucleation. Nucleation and growth are substantially enhanced by the incorporation of crystalline TiO\(_2\) seeds, providing a viable route for the lowering of crystallisation in mesoporous assemblies. Our findings are based on commonly used material platforms and should therefore find widespread implementation for the low temperature fabrication of nanocrystalline electrode architectures, e.g. for dye-sensitised solar cells, photocatalytic reactors or electrochemical capacitors.

### Acknowledgements

This project was partially funded by EPSRC and the European Community Seventh Framework Programme (FP7/2007-2013) under grant agreement no. 246124 of the SANS project. CD acknowledges funding from the ERC under grant number 259619 PHOTO EM. SG is grateful for support by the German Academy of Sciences (Leopoldina).

---

23 M. Rawolle, E. V. Braden, M. A. Niedermeier, D. Magerl,


