Supplementary Material – Part III

Towards a sustainable hydrogen economy: optimisation-based framework for hydrogen infrastructure development

Marta Moreno-Benito\textsuperscript{a}, Paolo Agnolucci\textsuperscript{b}, Lazaros G. Papageorgiou\textsuperscript{a,*}

\textsuperscript{a} Centre for Process Systems Engineering, UCL (University College London)
Torrington Place, London WC1E 7JE, United Kingdom

\textsuperscript{b} UCL Institute for Sustainable Resources, UCL (University College London)
14 Upper Woburn Place, London WC1H 0NN, United Kingdom

*Corresponding author: Tel: +44 (0) 20 7679 2563, fax: +44 (0) 20 7679 7092
Email address: l.papageorgiou@ucl.ac.uk (Lazaros G. Papageorgiou)
S3. Supporting figures

Figure S5: Evolution of the cumulative installed capacity of hydrogen production plants by type and size in the base case with discount rates of 3.5% and 10%.

Figure S6: Evolution of the cumulative constructed length of hydrogen transmission and distribution pipelines in the base case with discount rates of 3.5% and 10%.
Figure S7: Discounted cost contributions over time in the base case with a discount rate of 3.5%.

Figure S8: Discounted cost contributions over time in the base case with a discount rate of 10%.