
ScienceDirect

Available online at www.sciencedirect.comAvailable online at www.sciencedirect.com

ScienceDirect
Energy Procedia 00 (2017) 000–000

www.elsevier.com/locate/procedia

1876-6102 © 2017 The Authors. Published by Elsevier Ltd.
Peer-review under responsibility of the Scientific Committee of The 15th International Symposium on District Heating and Cooling.

The 15th International Symposium on District Heating and Cooling

Assessing the feasibility of using the heat demand-outdoor 
temperature function for a long-term district heat demand forecast

I. Andrića,b,c*, A. Pinaa, P. Ferrãoa, J. Fournierb., B. Lacarrièrec, O. Le Correc

aIN+ Center for Innovation, Technology and Policy Research - Instituto Superior Técnico, Av. Rovisco Pais 1, 1049-001 Lisbon, Portugal
bVeolia Recherche & Innovation, 291 Avenue Dreyfous Daniel, 78520 Limay, France

cDépartement Systèmes Énergétiques et Environnement - IMT Atlantique, 4 rue Alfred Kastler, 44300 Nantes, France

Abstract

District heating networks are commonly addressed in the literature as one of the most effective solutions for decreasing the 
greenhouse gas emissions from the building sector. These systems require high investments which are returned through the heat
sales. Due to the changed climate conditions and building renovation policies, heat demand in the future could decrease, 
prolonging the investment return period. 
The main scope of this paper is to assess the feasibility of using the heat demand – outdoor temperature function for heat demand 
forecast. The district of Alvalade, located in Lisbon (Portugal), was used as a case study. The district is consisted of 665 
buildings that vary in both construction period and typology. Three weather scenarios (low, medium, high) and three district 
renovation scenarios were developed (shallow, intermediate, deep). To estimate the error, obtained heat demand values were 
compared with results from a dynamic heat demand model, previously developed and validated by the authors.
The results showed that when only weather change is considered, the margin of error could be acceptable for some applications
(the error in annual demand was lower than 20% for all weather scenarios considered). However, after introducing renovation 
scenarios, the error value increased up to 59.5% (depending on the weather and renovation scenarios combination considered). 
The value of slope coefficient increased on average within the range of 3.8% up to 8% per decade, that corresponds to the 
decrease in the number of heating hours of 22-139h during the heating season (depending on the combination of weather and 
renovation scenarios considered). On the other hand, function intercept increased for 7.8-12.7% per decade (depending on the 
coupled scenarios). The values suggested could be used to modify the function parameters for the scenarios considered, and 
improve the accuracy of heat demand estimations.
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Abstract 

The UK has pledged to reduce its carbon emissions by 80% by 2050. This translates into improving, among other measures, the 
energy efficiency of solid wall buildings, which requires the use of challenging measures such as internal wall insulation. Internal 
wall insulation can lead to moisture accumulation and mould growth at the interface between the insulation and the existing wall, 
if incorrectly designed and installed. Consequently, a thorough risk assessment is crucial for the design and specification of 
measures such as internal wall insulation. This paper presents the evaluation of mould growth models for the risk assessment of 
woodfibre internal wall insulation. The hygrothermal conditions within internally insulated solid walls were monitored and three 
models compared. The suitability of the models was assessed in relation to the risk of mould growth at the interface. 
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1. Introduction 

Mould is one of the major issues in buildings across Europe, with 86 million people living in dwellings affected by 
dampness or mould [1]. Mould growth in buildings is a physiological and visual hazard causing discoloration of 
building surfaces or weathering of stone; it has also been linked to the development of asthma [2] and upper respiratory 
tract symptoms [3] in building occupants. Dampness (i.e. excessive moisture accumulation) is a prerequisite for mould 
growth; however, it is not the only factor causing it as mould growth is a very complex phenomenon. 
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Apart from the availability of mould spores in air, the nature of mould species and the ability to compete with other 
microorganisms, factors such as temperature, humidity, nutrients, pH, oxygen, carbon dioxide and light have to be 
considered when assessing the development of mould. A number of models have been developed for the evaluation of 
mould growth risk on surfaces, mainly considering relative humidity, temperature, time of exposure and nutrients (i.e. 
substrate); however, none of them have considered the risk of mould growth at the interface between a solid wall and 
an internal wall insulation system. 

The aim of this study was to evaluate the suitability of existing mould growth models in the assessment of mould 
growth risk of internally insulated solid walls, where the critical layer is at the interface between solid wall and 
insulation. Three mould growth models were considered in the study: the bio-hygrothermal model, the VTT model 
and the dose-response model. Results were compared and discussed, considering the critical relative humidity curves, 
the description of mould growth and decline, the pre-processing of environmental data and the failure criteria (i.e. 
thresholds) used in the risk assessment of mould growth. 

2. Methodology 

The suitability of existing models was assessed considering monitored data from three case studies; the case studies 
represent a range of conditions occurring in solid walls that have been internally insulated with woodfibre insulation. 
In-situ monitored temperature and relative humidity within the insulated walls were used in the analysis and the 
likelihood of mould growth risk was estimated applying three existing mould growth models. The three models used 
in the analysis are the bio-hygrothermal, the VTT and the dose-response models; all of them were developed for mould 
growth assessment at surfaces and consider relative humidity, temperature and substrate as main factors for growth: 
 The steady state bio-hygrothermal model stems from the combination of an isopleth system proposed by Sedlbauer 

with the moisture balance of a spore [4]. The critical relative humidity, above which favourable environmental 
conditions for mould germination and growth are found, is described by the Lowest Isopleths for Mould (LIM), 
developed for a number of substrates. The curves were defined as the interpolation of the minimum values of 
relative humidity and temperature of several mould species studied on specific substrates.  

 The VTT model is an empirical model based on Viitanen’s regression analysis of measured data [5], considering 
steady state conditions of temperature and relative humidity, and a number of substrate types [6]. The critical 
relative humidity in the model is an isopleth that describes the lowest humidity for mould growth on wood, as a 
function of temperature. When the RH is below the critical relative humidity curve, there is a delay in mould 
growth, represented in this model by a decline of mould index, a measure for mould growth that describes the 
mould coverage on a surface.  

 The dose-response model is designed for predicting the onset of mould growth on building materials under transient 
conditions [7]. It considers daily mean values of relative humidity and temperature for the calculation of a daily 
dose for mould growth, which represent the time required for mould to reach a mould index of 1 (small amount of 
mould on surfaces, at microscopic level) at constant relative humidity and temperature conditions, and depending 
on a specific substrate. The daily dose for mould growth (and its delay) is based on Viitanen’s regression analysis 
[5]. The model also proposes a critical relative humidity of 75%, independent of temperature.  

Mould growth (in mm) is calculated by the bio-hygrothermal model and converted into the mould index (M) using a 
transfer function [7]. On the other hand, the other models use the mould index directly to describe the extent of mould 
growth. The failure criteria used with the bio-hygrothermal and the VTT models are based on the traffic light 
classification for interfaces described in Table 1; for the dose-response model the failure criterion is M = 1. 

Table 1. Failure criteria for mould growth risk assessment: traffic light classification [8] 

 Green (no risk) Amber (the user decides 
whether to accept this risk)  

Red (unacceptable 
risk) 

Mould index – surface  M < 1 1 ≤ M < 2 M ≥ 2 

Mould index – interfaces and surfaces without direct contact 
with indoor environment  M < 2 2 ≤ M < 3 M ≥ 3 
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2.1. Method of analysis 

The three models for mould growth risk assessment were compared considering the choice of critical relative 
humidity curves, the description of mould growth and delay, the pre-processing of environmental data and the failure 
criteria. The models were used to assess the risk of mould growth at the interface between a woodfibre insulation 
board and the existing wall, bonded to the insulation by means of a lime-based plaster. The assessment considered a 
biological substrate since, of the three materials present in the case studies, the most favourable substrate for mould 
growth is the insulation board, made of spruce and fin fibres from sawmill waste.  

One year of hourly data was used for the analysis, and pre-processed according to the models’ requirements (i.e. 
daily means of temperature and relative humidity in the dose-response model); the year starts in autumn, covering the 
wetting period and the drying period. The insulation was installed using a wet process; the initial drying of the render 
occurs in an alkaline environment, which creates unfavourable conditions for mould growth [8]. Therefore, the initial 
conditions were discarded and the analysis started from the first wetting period (i.e. autumn) after construction. A 
piecewise cubic Hermite interpolation was used in case of missing data. 

2.2. Case studies 

Three case studies were assessed, which present various conditions that can occur with capillary active woodfibre 
insulation, ranging from high exposure to internal vapour pressure to high exposure to external climate. The locations 
of the case studies are characterized by a fairly low exposure to wind driven rain (WDR areas 1-2) and high solar 
radiation.  

Case study 1 has two different woodfibre-based insulation systems on external walls with a south orientation; the 
sensors were located in walls of the living room (sensors L1, L2, L3), the bedroom (sensor B) and the staircase (sensors 
SC1, SC2, SC3, SC4). In case study 2, two walls of the same room were assessed: a north oriented wall (sensors N1, 
N2) and a south oriented wall (sensors S1, S2) [9]. In case study 3, walls in the kitchen, south oriented (sensor K) and 
the entrance, north oriented (sensor E), were assessed.  

3. Results and discussion 

3.1. Critical relative humidity curves  

The critical relative humidity curves defined by each model identify levels of relative humidity and temperature 
that constitute favourable conditions for mould growth. Fig. 1 shows the critical relative humidity curves for the three 
models, alongside the recorded hourly relative humidity (RH) and temperature (T) at the wall-insulation interface for 
the three case studies.  The recorded relative humidity varied considerably between 45% and 95%. In many cases the 
recorded relative humidity exceeded the critical curves (especially in Fig. 1a, 1c, 1d), meaning that mould growth was 
likely to occur in all case studies.  

The bio-hygrothermal and VTT models use critical relative humidity curves that were constructed considering 
temperature as a key parameter in the development of mould, also reflecting the fact that mould growth is unlikely to 
occur under lower temperatures. On the other hand, the dose-response model uses a constant critical relative humidity 
of 75%, without considering temperature as critical parameter. In all case studies, temperatures at the interface were 
as low as 2 oC, considerably lower than the ones usually found at surfaces. Therefore, critical curves must consider 
temperature alongside relative humidity for the mould growth risk assessment at interfaces; a constant critical relative 
humidity should not be accepted for the assessment, as it would not consider that mould growth is inhibited at the 
lower end of the temperature range found at the interface. 
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3.2. Mould growth risk assessment: mould growth and delay 

 The risk of mould growth also depends on the time of exposure to favourable conditions (above any of the critical 
curves); models that consider the time of exposure to such conditions are required to quantify the mould growth risk. 
The mould growth risk assessment was performed with the three models; two decline rates for the mould index were 
used for the VTT model: the original decline rate, based on short term experiments on pine, and a more conservative 
rate that considers almost no decline.  

 
In Fig 2a, the maximum mould index was calculated for the bio-hygrothermal and the VTT model, and the results 
were evaluated against failure criteria for interfaces (see the traffic light classification in Fig 2a); the dose-response 
model is presented separately, because the output of the model, relative dose, is different to the mould index.  Fig. 2a 
shows that models performed similarly in the cases with low mould index; however, for higher mould indices, the 
bio-hygrothermal model showed much higher values than the VTT model. Among the differences between the two 

Fig. 1. Hourly data points against the critical relative humidity curves defined for each model, case study 1 (a, b), 2 (c) and 3 (d) 

Fig. 2. Mould index (a) according to bio-hygrothermal and VTT models. 
Comparison of mould index as function of time for CS3-K (b). 
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models, the VTT model considers a lower growth rate for mould indices higher than 1 and considers mould index 
decline (Fig. 2b), causing a decrease of mould index under unfavourable conditions. On the other hand, the mould 
index from the bio-hygrothermal model is monotonic ascendant, and the conversion from mould growth to mould 
index does not consider the decline of mould index.  

Fig. 3a shows the relative dose according to the dose-response model. A relative dose of 1 means that the 
cumulative sum of the daily dose has reached the number of days required for a mould index of 1 (with spruce as a 
substrate, the reference number of days to reach M=1 is Nref = 38 d), according to Viitanen’s regression function.  
The dose-response model considers a mould index decline rate based on the VTT model with decline; therefore, as in 
the VTT model, the cumulative sum of the dose can be lower than the maximum dose reached during the year of 
monitoring (see Fig. 3b). Using a cumulative sum rather than the maximum value leads to an underestimate of mould 
growth risk; for example, CS3-E reached a relative dose of 1.04 which then declined to the final relative dose of 0.16. 
Evaluating the cumulative dose against the threshold for the relative dose, CS2-N2 and CS3-K exceeded a mould 
index of 1; if the maximum dose was evaluated against the threshold, also CS3-E would have exceeded M=1.  

The three models describe mould growth and its delay in different ways; although mould growth has been 
extensively investigated for steady state and transient conditions, there is a lack of information on the delay of mould 
growth in unfavourable conditions. Therefore, a conservative mould index decline rate is preferred for the analysis. 
Also, there is a positive relationship between a delay in mould growth and convection at the surface assessed [10]; no 

research has considered materials interfaces, where convection does not occur. Therefore, a conservative decline rate 
would be more appropriate for the risk assessment at interfaces.  

3.3. Remarks on critical relative humidity curves 

Fig. 3a shows positive values for the relative dose in CS1-L1 and CS2-N1; in the other models, which use a non-
constant critical relative humidity curve, there was no mould growth at these locations. Also, a comparison between 
the results of the dose-response model and the results in Fig. 2b, where M=1 is represented with the dashed red line, 
shows that CS2-N2 exceed M=1 only in the dose-response model. Most data points of CS2-N2 fell between the critical 
relative humidity curve for the dose-response model and the LIM I (see Fig. 1c); this discrepancy could be caused by 
the choice of the critical relative humidity curve. These results proved that the selection of critical relative humidity 
curve can significantly affect the assessment. 

3.4. Consideration of transient conditions 

The bio-hygrothermal and VTT model were developed as steady-state models and require hourly data for the 
analysis, even when transient conditions are used; however, mould requires a fairly stable favourable environment to 
grow. On the other hand, the dose-response model requires pre-processed data of daily averages of temperature and 
relative humidity. In transient conditions, it has been shown that moving averages would describe better the growth 
behaviour [11] than hourly data. 

Fig. 3. Cumulative sum of relative dose (a), and relative dose as function of time (b)  
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4. Conclusion  

This paper described the evaluation of the suitability of using existing mould growth models for the assessment of 
mould growth risk at the interface between a solid masonry wall and woodfibre internal wall insulation systems. Three 
models were assessed; the type of substrate representing woodfibre, spruce, was considered in the analysis.  

It was found that the choice of critical relative humidity curves had an influence on the number of hours at 
favourable conditions for mould growth. Since mould growth is inhibited at low temperatures, common at interfaces, 
acceptable critical curves should consider temperature as well as relative humidity. The assessed models describe 
mould growth and its delay in different ways; currently there is no information on mould delay at interfaces, therefore 
the risk assessment should consider a conservative mould index decline (e.g. almost no decline) or no decline. If 
decline is considered, the use of maximum values for the mould index or relative dose should be preferred over the 
use of cumulative sum. Failure criteria related to interfaces [8] should be used; models such as the bio-hygrothermal 
and VTT can adapt to represent failure, whereas the dose-response model only considers a more conservative threshold 
of M=1. Regarding the consideration of transient conditions, using moving averages of temperature and relative 
humidity would allow a better description of growth under transient conditions.  

Models were developed to predict mould growth at surfaces; however, a combination of the assessed models, 
considering their advantages and disadvantages with regards to the particular conditions at interfaces, can be useful 
for the mould growth risk assessment at the interface between solid masonry walls and woodfibre internal wall 
insulation systems.  

Acknowledgements 

The research is carried out within an EngD project funded by the EPSRC and Natural Building Technologies. The 
authors would like to thank Dr Zaid Chalabi for the theoretical support he gave in the research. 

References 

[1] S. Urlaub and G. Grün, “Mould and dampness in European homes and their impact on health,” 2016. 
[2] R. Quansah, M. S. Jaakkola, T. T. Hugg, S. A. M. Heikkinen, and J. J. K. Jaakkola, “Residential Dampness and Molds and the Risk of 

Developing Asthma: A Systematic Review and Meta-Analysis,” PLoS One, vol. 7, no. 11, 2012. 
[3] W. J. Fisk, E. a Eliseeva, and M. J. Mendell, “Association of residential dampness and mold with respiratory tract infections and 

bronchitis: a meta-analysis.,” Environ. Health, vol. 9, no. 1, p. 72, 2010. 
[4] K. Sedlbauer, “Prediction of mould fungus formation on the surface of and inside building components,” Franuhofer Institute for Building 

Physics, 2001. 
[5] H. A. Viitanen, “Modelling the Time Factor in the Development of Mould Fungi - the Effect of Critical Humidity and Temperature 

Conditions on Pine and Spruce Sapwood,” Holzforschung, vol. 51, no. 1, pp. 6–14, 1997. 
[6] H. Viitanen and T. Ojanen, “Improved Model to Predict Mold Growth in Building Materials,” in Thermal Performance of the Exterior 

Envelopes of Whole Buildings X, 2007. 
[7] M. Krus, M. Seidler, and K. Sedlbauer, “Comparative evaluation of the predictions of two established mold growth models,” in Buildings 

XI, 2010. 
[8] H. Viitanen, M. Krus, T. Ojanen, V. Eitner, and D. Zirkelbach, “Mold Risk Classification Based on Comparative Evaluation of Two 

Established Growth Models,” Energy Procedia, vol. 78, pp. 1425–1430, 2015. 
[9] V. Marincioni and H. Altamirano-Medina, “Effect of orientation on the hygrothermal behaviour of a capillary active internal wall 

insulation system,” in 10th Nordic Symposium on Building Physics, 2014, pp. 1238–1243. 
[10] H. Viitanen, J. Vinha, R. Peuhkuri, T. Ojanen, K. Lähdesmäki, and K. Salminen, “Development of an improved model for mould growth : 

Modelling,” in 8th Nordic Symposium on Building Physics, 2008. 
[11] H. Altamirano-Medina, M. Davies, I. Ridley, D. Mumovic, and T. Oreszczyn, “Guidelines to Avoid Mould Growth in Buildings,” Adv. 

Build. Energy Res., vol. 3, no. 1, pp. 221–235, Jan. 2009. 
 


