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ABSTRACT 

Recent major droughts in Brazil have given rise to discussions about water availability 
and security in relation to energy production. The relationship of the two resources, the 
water-energy nexus, is recognised as being of importance in literature and metrics for its 
estimation and understanding are sought after. One important aspect in understanding the 
water-energy nexus of hydroelectricity is estimating its water consumption and also its 
water footprint. In order to do this, this study uses a modified Penman-Monteith method 
to estimate evaporation from Brazil’s reservoirs for the period 2010-2016 and 
subsequently calculates the water footprint of hydroelectricity reservoirs. The results 
show the evaporation variation in space and time in the reservoirs and the differences of 
water consumed per unit of energy in Brazil. The discussion provides insight as to how 
the results can be valuable for future management and planning purposes. 
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INTRODUCTION 

Firstly, the issues Brazil has recently faced due to droughts are explored, together 
with the recognition of the scientific community on the burden of electricity generation 
on water resources. The current knowledge and research gaps of hydroelectricity are then 
identified, finally followed by a focus on the water consumption of electricity generation, 
narrowing down to hydroelectricity.  

Brazil and hydroelectricity 

A major drought hit the Southeast of Brazil in 2014 affecting millions of people in the 
Sao Paulo, Rio de Janeiro and Minas Gerais states. The prolonged drought caused severe
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water shortages, with reservoirs falling below 5% of their capacity. These states are home 
to the largest cities in Brazil and the drought put the states in competition over access to 
the shared Rio Jaguari river basin. Furthermore, this also caused trade-offs between 
different water uses (e.g., hydro power generation, wastewater treatment, urban supply). 
The dispute almost reached Brazil’s Supreme Court, before the National Water Agency 
intervened and mediated an agreement between states [1]. This “water-war” revealed 
deficiencies in water governance and infrastructure, which led back to the importance of 
research on basic water resources management, and the need for better planning to help 
towards the prevention of similar future situations. The 2014 drought was the last of a 
series of droughts affecting the country in the last decade. For example, another major 
one affected the Northeast in 2010. Furthermore, Brazil plans to meet growing electricity 
demand with new hydropower plants with a total capacity of 29 GW from 2014 to 2024, 
mainly located in the Amazon basin, which accounts for 41% of the overall expansion 
planned [2]. These new tropical forest plants might even cause significant greenhouse gas 
emissions [3], among other effects like inundation of agricultural land, loss of vegetation 
and fauna, and relocation of populations. 

The burden of electricity generation on water resources has been recognized 
internationally, often in the context of the water-energy nexus, and it has been discussed 
in various publications. Examples of such work include Cooley et al. [4] where water for 
energy in the intermountain West of the USA is investigated, the seminal excerpt “Water 
for Energy” from the World Energy Outlook 2012 by the International Energy Agency 
[5], and also the World Bank’s “Thirsty Energy” by Rodriguez et al. [6] which tackles the 
water demands of power generation and management of the Nexus. It was not until 2012 
and the “Special Report on Renewable Energy Sources and Climate Change Mitigation” 
by the Intergovernmental Panel on Climate Change (IPCC) [7] that the impact of 
hydroelectricity on water resources started receiving more attention. This was due to the 
wide range of estimates on water consumption per unit of energy generated by 
hydropower plants, but also because some of these values were much higher than power 
sources like thermal, nuclear and biomass, as shown in Table 1. 

 
Table 1. Water consumption values of different fuels [8] 

 
Fuels Median water consumption [m3/MWh] 

Biopower tower steam 2.1 
Nuclear tower 2.54 

Natural gas tower combined cycle 0.78 
Natural gas tower steam 3.13 

Coal tower generic 2.6 
Hydro 17 

 
Despite IPCC’s and others’ reports, water use from dams for energy generation has 

traditionally been considered a non-consumptive use in Brazil [9]. Although the Brazilian 
Electric System National Operator (ONS) did a report on evaporative losses from 
hydroelectric reservoirs in 2004 [10], these are not considered in water resources 
planning and management on a river basin level, nor has any extensive research been 
done since then [11]. In recent years, due to the multiple drought events, the debate has 
started to slowly resurface as becomes clear from Bueno et al. [11] in their work on 
evaporation and water footprint for the Camargos hydropower plant reservoir, and also 
Fischmann and Chaffe’s [12] work on the water footprint of hydroelectricity in Santa 
Catarina State, Brazil. 

Current knowledge and research gaps 

It is a challenge for governments to embrace the multiple aspects, roles and benefits 
of water, and to place water at the heart of decision-making in all sectors that depend on 
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it. Water resources and the improvement of water-related services have historically been 
more of a public health and welfare issue, also being considered as a public good, with 
access to fresh water and sanitation falling into the human rights category. Neither of 
these concepts applies to energy, which is reflected in economic, social and political 
aspects [13]. Due to these and other reasons, there is a lack of data on water resources 
management, which puts water at a political disadvantage in terms of priority 
decision-making. To prevent future unwanted situations, more work is needed on water 
resources, and a clear linkage needs to be made with other water demanding sectors. 

One important aspect of lack of water resources management work is in water 
consumption caused by hydroelectricity generation, which may exacerbate regional 
water scarcity problems as is argued by Fthenakis and Kim [14] in their paper on 
life-cycle uses of water in U.S. electricity generation, and also by Gerbens-Leenes et al. 
[15] in their paper on the water footprint of energy from biomass. This gap was first 
recognized by Gleick [16] in his highly influential work “Water and Energy”. 
Consequently, it becomes a matter of great importance to accurately assess the water 
consumption of hydroelectric power. The uncertainty in the water consumption from 
hydroelectricity is very high though. It was estimated by Torcellini et al. [17] to range 
from 0 to 18,000 gallons per MWh (68.14 m3/MWh). This uncertainty is an indication of 
the difficulty to estimate water use factors for different electric power generation types 
and studies that extrapolate the aggregate water demands for energy scenarios based on 
those factors. The two main issues include the estimation of evaporative losses at 
reservoirs, and allocations of those losses to power generation relative to the various uses 
of the reservoir (e.g., agriculture, municipal uses, etc.) [18]. 

Many reservoirs have multiple uses (e.g., agricultural, industrial, domestic) in 
addition to generation of hydroelectricity [19], so water losses cannot always be 
attributed to power generation purposes alone [20]. There is no commonly accepted 
methodology for determining how much reservoir evaporation should be attributed to 
hydroelectricity or other uses as is recognized in the seminal paper on consumptive water 
use of the U.S. power production by Torcellini et al. [17], but also by Bakken et al. [21] 
in their review of published estimates of water consumption from hydropower plants. 
This issue was once again recognized by Gleick [22] a decade earlier, in 1992, in his 
paper on environmental consequences of hydroelectric development. Although 
reservoirs usually have different uses, the vast majority of reservoirs in Brazil that are 
used for hydroelectricity are solely used for that purpose, which is recognized by Lehner 
et al. [23] in their “high-resolution mapping of the world’s reservoirs and dams for 
sustainable river-flow management” paper, and clearly seen in AQUASTAT’s 
geo-referenced database on dams [24]. Therefore, for the purpose of this paper, all 
evaporative losses are attributed to hydroelectricity production. There has been some 
work done by Pasqualetti and Kelley [25] and Zhao and Liu [26] that proposed allocating 
evaporative water losses to the various uses of the reservoir on the economic value of 
those different uses, but this possible solution needs additional research done. 

Evaporation is the most obvious consumptive use of water, but its estimation is 
difficult. Evaporation is part of the normal hydrological cycle, however, since these large 
reservoir areas would not exist if it were not for the dams built there, evaporation 
stemming from there is considered to be a consumptive use and it is attributed to the 
hydroelectric plants. To avoid confusion, it is important to make a clear distinction 
between important terms. According to the Food and Agriculture Organization of the 
United Nations (FAO), evaporation is: “The process whereby liquid water is converted to 
water vapour and removed from the evaporating surface”. Evaporating surfaces include 
lakes, rivers, pavements, soils, and wet vegetation. On the other hand, transpiration 
“Consists of the vaporization of liquid water contained in plant tissues and the vapour 
removal to the atmosphere”. Crops lose most of the water that they consume through their 
stomata (small openings on the plant’s leafs). 
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Recent studies by Maestre-Valero et al. [27] and Martinez-Granados et al. [28] on 
economic impacts of evaporative losses in the Segura Basin in Spain, but also by 
Gallego-Elvira et al. [29] on their work on the “Impact of micrometeorological 
conditions on the efficiency of artificial monolayers in reducing evaporation”, show that 
a large amount of water is lost due to evaporation from lakes and reservoirs leading to 
huge waste of resources. There are major hydrologic and economic impacts because of 
this, and evaporation losses for water management should be taken into account in future 
projections. Estimating evaporation from lakes and reservoirs though is not a simple task 
because of the many factors affecting evaporation rate, especially the climate and 
physiography of the water body and its surroundings [30]. 

The water consumption of electricity generation gap 

There have been articles in recent years providing consolidated estimates of water 
withdrawal and consumption for the full life cycle of selected electricity generating 
technologies, with water used for cooling of thermoelectric power plants dominating 
these publications. These estimates are gathered through a broad search of publicly 
available sources of data. The two most common sources are the United States 
Geological Survey (USGS) [31] and the Energy Information Administration (EIA) [32]. 
Past work includes Gleick [16], Fthenakis and Kim [14], Mielke et al. [33], Cooley et al. 
[4], Averyt et al. [34], Macknick et al. [8] and Meldrum et al. [35], which all address 
water use across varying degrees of the life cycle. It is important to notice that most of 
these publications follow the USGS’s [36] classification of water use, into water 
withdrawals referring to ‘water removed from the ground or diverted from a 
surface-water source for use’ (p 49), and water consumption referring to the portion of 
withdrawn water not returned to the ‘immediate water environment’ (p 47). 

Despite extensive collection, screening and harmonization efforts of these 
publications, the gathered estimates for most generation technologies and life cycle 
stages remain few in number and wide in range as is evident by both Averyt’s et al. [34] 
work on freshwater use by U.S. power plants, and Meldrum’s et al. [35] paper on the life 
cycle water use for electricity generation. Nevertheless, these estimates are still used very 
widely in energy and water modelling.  

An important problem is that the estimates of water consumption and withdrawal are 
displayed irrespective of geographic location, but the location of a plant and the 
corresponding climatic conditions may affect the overall efficiency and water use rate. 
This important realization was acknowledged by Dziegielewski and Bik [37] in their 
work on water use in thermoelectric power plants, Yang and Dziegielewski [38] on the 
continuous work on water use of thermoelectric power plants in the U.S., and Rutberg  
et al. [39] on similar research on the presentation of a model of water use at power plants. 
Even more specific to hydroelectricity, reservoir evaporation, which is considered a 
complicated issue, is in all these publications based on Gleick’s work [16] and the paper 
from Torcellini et al. [17], which gave estimates ranging from 0 to 68.14 m3/MWh.  
Macknick et al. [8], again based on the same two papers, gave a minimum of 5.4, a 
maximum of 68.14, and a median value of 17 m3/MWh. 

Regardless of the norm in data used in energy and water modelling, there have been 
studies that compare and assess evapotranspiration methods for land surfaces or 
estimating required parameters in limited data conditions around the world, and also 
Brazil. Examples include work done by Carvalho et al. [40] using the Penman-Monteith 
equation for missing data, Mendonca et al. [41] estimating evapotranspiration in North 
Fluminense in Rio de Janeiro, Brazil, and da Cunha et al. [42] estimating 
evapotranspiration in Paranaiba city, Brazil. At the same time, studies that estimate lake 
or reservoir evaporation in the conditions that long term data required are not available 
are a rare occurrence, and therefore there is no clear consensus as to which methodology 
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is the best one when there is a lack of important long-term measured data like temperature 
profiles, radiation and heat fluxes [43]. 

ONS published a study in 2004 that estimated average monthly evaporation values for 
all major Brazilian hydropower plants, based on average climate data for several 
locations for the years 1931 to 1990 [10]. To our knowledge, this has been the only such 
study that has taken place considering all hydropower reservoirs in the country.  

In 2016, Fischmann and Chaffe [12] published a study that estimated the water 
footprint of hydroelectricity in Santa Catarina State in Southern Brazil. They 
incorporated algorithms proposed by Morton [44] in order to avoid a large amount of 
required input data and to have the possibility to apply the method to varying contexts 
without the need for locally optimized coefficients. They used time series data of weather 
parameters retrieved from the website of the Brazilian National Institute of Meteorology 
(INMET) [45]. The scope of this study was constrained by the lack of data availability 
regarding reservoir properties and electricity generation, especially that of smaller 
facilities [12]. Also in 2016, Bueno et al. [11] published a study that used the water 
footprint definition by Mekonnen and Hoekstra [46] and calculated the monthly water 
footprint of the Camargos reservoir. They calculated evaporation for the period between 
2010 and 2014 using four methods: Linacre, Penman, Penman-Monteith and the ONS 
method. The results indicated an average 1,329 mm/year evaporation and showed that in 
2014 the evaporation values were higher due to the severe dry season that affected the 
region. This also shows the importance of calculating evaporation from hydroelectric 
reservoirs [11]. Finally, Mekonnen and Hoekstra [46] estimated the water footprint of 
electricity from hydropower for 35 power stations around the world, including 8 from 
Brazil. They used the modified Penman-Monteith equation for the estimation of 
evaporation that is also used in the present study. 

This study will add to the current research by providing estimates of water 
evaporation and water footprint from hydropower reservoirs/plants in Brazil for the 
period 2010-2016. 

METHODS 

The methodology consists of the following steps:  
• Finding the nearest meteorological stations to the reservoirs; 
• Calculating the evaporation for each reservoir; 
• Calculating the water footprint of the hydropower plants. 

Spatial analysis of meteorological stations’ locations 

To find the nearest meteorological stations to the reservoirs, the spherical law of 
cosines was used, which is described by the following equation: 

 � = acos�sin
�  ×  sin
� + cos
�  ×  cos
�  ×  cosΔ�� ×  � (1)
 

where ϕ is latitude, λ is longitude and R is the earth’s radius (mean radius = 6,371 km). 
Through a data cleaning process, we ended up with the weather stations that provided 

accurate data for each reservoir starting from the 1st of January 2010. We also carried out 
a check on altitudes of the reservoirs and the weather stations in order for them to not 
have a significant difference. Distances between the reservoirs and the weather stations 
vary from a minimum of 3 km to a maximum of 223 km. Only 8 reservoirs were further 
than 100 km (7 between 101 and 161 km and 1 which was 223 km) from a weather 
station. The average distance of the rest was about 40 km. Though these few large 
distances are significant, the climate in these areas (the Amazon region) does not vary 
significantly, therefore making the assumption logical.  
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Calculation of evaporation 

The rate of evaporation is calculated, which is mainly controlled by the available 
energy and the ease with which water vapour diffuses into the atmosphere. The available 
energy refers to the combination of the net radiation at the lake’s surface and the amount 
of heat stored in the water [30]. Generally, the rate of evaporation from any wet surface is 
determined by three factors: the physical state of the surrounding air, the net available 
heat, and the wetness of the evaporating surface [47]. More specifically, evaporation rate 
is the difference between the vaporization rate (function of temperature) and the 
condensation rate (function of vapour pressure) [48]. In the case of deep lakes and 
reservoirs, like in Brazil, heat storage of the water body affects the surface energy flux 
and needs to be taken into account. Similarly, the effects of salinity, which reduces 
evaporation, and water advected energy, need to be addressed as well, if applicable [49]. 

Several evaporation methods were comprehensively reviewed by de Bruin and 
Stricker [50], Lenters et al. [51], Rosenberry et al. [52], Stephen et al. [53], Shakir et al. 
[54], and McJannet et al. [55]. There have been many studies for comparing and 
assessing evapotranspiration methods for land surfaces, but the same does not hold true 
for methods for estimating lake evaporation in the conditions that long term data required 
are not available. Therefore, there is no consensus as to which methods are the best ones 
to use [43]. There are various methods for estimating open water evaporation, but 
generally they can be categorized into a few major types: pan evaporation, mass balance, 
energy budget, bulk transfer, and combination methods [30]. Each of them has 
advantages and disadvantages, and there are studies that review them in detail like 
Gallego-Elvira et al. [29], Stephen et al. [53], Shakir et al. [54], and McJannet et al. [55]. 

Combination methods integrate bulk transfer and energy budget in a single equation. 
The most commonly used (also suggested by FAO) is the Penman-Monteithone [56]. 
This requires inputs of net radiation, air temperature, vapour pressure, and wind speed. 
The Penman-Monteith approach allows adjustment to the amount of energy available for 
evaporation based on changes in heat storage within the water body. The loss of heat 
through evaporation is an important part of the energy calculation used to calculate 
temperature [57]. McMahon et al. [49] conclude that the Penman-Monteith model that 
incorporates a seasonal heat storage component and a water advection component, and 
the Morton CRLE model are the most suitable ones to estimate evaporation from deep 
lakes and large voids. Since the Penman-Monteith method has not been used to estimate 
evaporation for the whole country before (unlike the Morton method, which ONS used in 
2004), and since it is the method suggested by FAO, it was deemed suitable to use the 
Penman-Monteith equation [eq. (2)], adjusted by McJannet et al. [57] to account for deep 
lakes: 

 

� =  1�  �Δ��� − �� + 86,400  !"! �#� − #!�$!Δ� + %  & (2)

 
where E is evaporation [mm/d], λ is latent heat of vaporization [MJ/kg], Δw is the slope of 
the temperature saturation water vapour curve at water temperature [kPa/°C], Q is net 
radiation [MJ/m2 d], N is change in heat storage in the water body [MJ/m2 d], ρa is density 
of air (1.2 kg/m3), Ca is specific heat of air (0.001013 MJ/kg °K), ew is saturation vapour 
pressure at water temperature [kPa], ea is daily vapour pressure (taken at 9:00 AM) [kPa], 
ra is aerodynamic resistance [s/m], and γ is psychometric constant [kPa/°C]. 

Using the adjusted Penman-Monteith equation requires hourly data, which were not 
collected in Brazil since relatively recently (about 2006). To the best of our knowledge, 
there is no nationwide network for monitoring reservoir evaporation in Brazil, so it is 
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important to have actual values of the aforementioned inputs for this equation  
(net radiation, air temperature, vapour pressure, and wind speed). It is recommended that 
evaporation estimates are based on data from a nearby weather station that is considered 
to have a similar climate to the site in question [49]. In recent years with the introduction 
of a number of new weather stations, it has become feasible to have a good proximity of 
weather stations and reservoirs, making in turn calculations feasible and more reliable. 

Eq. (2) needs eight different inputs, which are separated into site characteristics and 
time series inputs. Table 2 presents these inputs and the source for the data required. 

 
Table 2. Inputs for the modified Penman-Monteith equation for calculation of evaporation 

 
Site characteristics Time series 

Input Source Input Source 

A = water body area [km2] 

The Brazilian Electricity 
Regulatory Agency 

(ANEEL) and power 
station websites 

Ta = mean daily air 
temperature [°C] 

Provided by INMET 
after personal 

communication 

Z = water depth [m] 

Calculated using 
reservoir capacity data 

from ONS and 
AQUASTAT 

Ea = daily vapour 
pressure (taken at  
9:00 AM) [kPa] 

Calculated by knowing 
the air temperature at 
09:00 AM of each day 

ψ = water body altitude [m] 
Google Earth Pro and 
power station websites 

K = total daily 
incoming short-wave 
radiation [MJ/m2d] 

Provided by INMET 
after personal 

communication 

φ = latitude [radians] 
Google Earth Pro and 
power station websites 

U10 = average daily 
wind speed at 10 m 

[m/s] 

Provided by INMET 
after personal 

communication 

Calculation of the water footprint 

Our approach to calculate the water consumption of a reservoir is based on Gleick 
[22] and Mekonnen and Hoekstra [46] by using gross water evaporation. Mekonnen and 
Hoekstra [46] calculate the water footprint of hydropower electricity (WF) [m3/GJ] by 
dividing the amount of water evaporated from the reservoir annually (WE) [m3/year] by 
the amount of energy generated (EG) [GJ/yr]: 

 '( =  '��)  (3)

 
The total volume of evaporated water (WE) [m3/year] from the hydropower reservoir 

over the year is calculated by: 
 

'� = * × + �,-.
/0�  (4)

 
where E is the daily evaporation [mm/day] and A is the area of the reservoir [km2]. 

RESULTS 

The first map in Figure 1 shows all the existing hydroelectric plants in Brazil (as of 
end of 2016), including the ones that do not have a reservoir. It is evident that the plants 
are heavily concentrated in the Southeast, South and Midwest regions, with a few also 
existing in the Northeast and the North (Amazon region). The second map is showing the 
population density in Brazil as a reference point.  
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Figure 1. Maps of hydroelectric plants in Brazil in 2016 (own map), and density of population in 
2010 [58] 

 
Initially all 220 reservoirs used for hydroelectricity in Brazil, according to ANEEL, 

were considered. After analysing existing data and information for all reservoirs, we 
focused on 163 of them, taking out the ones that did not have a reservoir 
(run-of-the-river), those that had a very low electricity capacity and a small size reservoir 
(1-2 km2), and those that had no information on area, volume, and coordinates. The hydro 
plants/reservoirs that were not taken into account would not change the overall results by 
much, as they account for less than 20 km2 of area in total. Furthermore, some reservoirs 
belonged in more than one region. The percentages as to where these belong were taken 
from ANEEL and evaporation from each of those reservoirs belonging in more than one 
region was attributed percentagewise in each of those regions.  

As is shown in Figure 2, evaporation does not change drastically through the years at 
first glance, although it is enough to show the impact of higher temperatures and drought 
periods. The Northeast is the region with the most evaporation. In the 7-year period, the 
Northeastern reservoirs never had an average evaporation less than 1,618 mm per year  
(in 2014), reaching the highest average in 2012 with 1,732 mm per year, when severe 
drought problems affected the region. The Midwest is the region with the second highest 
evaporation overall, with a minimum of 1,500 mm in 2011, and a maximum of 1,590 mm 
in 2012. The North is third when it comes to average evaporation with a minimum of 
1,412 mm in 2011, and a maximum of 1,486 mm in 2010. The Southeast is the region 
with the most reservoirs in the country (about 74), so its evaporation heavily affects the 
overall Brazilian results. Its minimum overall evaporation occurred in 2013 with  
1,345 mm, and its maximum in 2014 with 1,459 mm, which was the highest in the 7-year 
analysis period, and also when the region suffered its worst drought in many years.  
The South is the region with the lowest overall average evaporation with a minimum of 
1,133 mm in 2015, and maximum 1,301 mm in 2012, when they had some drought issues 
as well. The Brazilian minimum evaporation was in 2013 with 1,377 mm, and the 
maximum came in 2012 with 1,447 mm. 

Brazil has different kinds of climate since it has such a large area, which is also shown 
in Figure 3. The North has the most uniform evaporation with a minimum of 106 mm in 
February and a maximum of 142 mm in September. In contrast, the South is the one that 
has the most change through the seasons, with a minimum evaporation in June with  
37 mm and a maximum in January with 158 mm. The Northeast and the Midwest also 
have high minimums with 97 and 89 mm respectively in June and high maximums of 142 
and 157 mm in September and October, respectively. The Southeast is the region with the 
second lowest evaporation overall and has a minimum of 63 mm in June and a maximum 
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of 154 mm in December. The Southeast heavily affects the Brazilian overall values, 
which has a minimum of 69 mm in June and a maximum of 151 mm of evaporation in 
December.  

 

 
 

Figure 2. Average annual evaporation per region and country for the period 2010-2016 
 

 
 

Figure 3. Average monthly evaporation per region and country for the period 2010-2016 
 

Table 3 shows the estimations of this study in comparison with results from ONS [10] 
for selected hydroelectric plants across the country. One important difference between 
this analysis and the one by ONS, apart from the different methods employed, is the 
difference data used for the calculation of evaporation. The ONS study estimated average 
monthly evaporation values based on average climate data for several locations for the 
years 1931 to 1990, from a limited number of meteorological stations. At present, 
through INMET, Brazil has a much better nationwide network of weather stations for 
collecting actual data from several places, in close proximity to reservoirs, which was not 
the case in 2004. Consequently, calculations of this sort have become more feasible and 
reliable than before. This study uses actual data from the past 7 years, from 
meteorological stations that are relatively new (most coming into operation in the period 
2006-2010). 

Some examples in Table 3 were chosen because they had the highest difference 
amongst all (e.g. Tucuruí and Lajeado), and some because they had almost the same 
results (e.g. Serra da Mesa, Luiz Gonzaga, and Três Marias). Although this is not a direct 
comparison, it nevertheless serves as an example that hints towards the dynamic nature of 
evaporation through time, making it thus clear that it should receive more attention and 
treated as such. 
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Table 3. Comparison between estimations of this study (2010-2016) and ONS [10] 
 

Hydroelectric power plant State Region 
ONS ‒ Average 

evaporation [mm/year]  
1931-1990 

This study ‒ Average 
evaporation [mm/year] 

 2010-2016 

Tucuruí I e II PA North 1,652 1,319 
Luís Eduardo Magalhães (Lajeado) TO North 1,751 1,475 

Luiz Gonzaga (Itaparica) BA Northeast 1,862 1,878 
Sobradinho PE Northeast 1,909 1,795 
Emborcação GO Midwest 1,556 1,445 

Serra da Mesa GO Midwest 1,660 1,660 
TrêsIrmãos MS Midwest 1,577 1,429 
Três Marias MG Southeast 1,526 1,511 

ÁguaVermelha  
(Antiga José Ermírio de Moraes) 

SP Southeast 1,579 1,580 

Marimbondo SP Southeast 1,536 1,446 
Itaipu PR South 1,305 1,400 

Porto Primavera (Eng° Sérgio Motta) PR South 1,461 1,385 

 
Table 4 shows some extreme and some average examples of water footprints of 

hydroelectric power plants. Installed capacity was used for the calculations, so the water 
footprint showed is the minimum possible, since power plants rarely deliver their full 
potential. The less electricity these plants produce per year, the higher their water 
footprint will be. The most extreme example of water footprint is that of the 
Balbinapower plant with 2,613.79 m3/MWh. Balbina is the largest reservoir in Brazil 
with an area of 4,437.72 km2 and the installed capacity of the plant is relatively small,  
250 MW. The evaporation from such a reservoir is just shy of 6 km3 per year, so the water 
footprint is extremely large. Sobradinho and Porto Primavera also have very large 
reservoirs, but because of their installed capacity, their water footprint is not as big.  
On the other hand, power plants like Xingó and Ilha dos Pombos have a relatively high 
installed capacity and a relatively small reservoir, so their water footprints are very small. 
ÁguaVermelha and Emborcação belong somewhere in the average. The overall average 
water footprint for all 163 power plants is 103.7 m3/MWh, but Balbina and a few more 
power plants singlehandedly raise the average significantly. Without considering the top 
8 water footprints (Balbina, Batalha, Curuá-Una, Jurumirim, Pedra, Samuel, Sobradinho, 
and Três Marias) that have a minimum water footprint of 472.03 m3/MWh, the average 
drops to 65.08 m3/MWh, which is very close to the value (68.14 m3/MWh) found by 
Torcellini et al. [17]. 

 
Table 4. Water footprint of selected hydroelectric power plants 

 

Power plant 
Reservoir area 

[km2] 
Installed capacity 

[MW] 
Evaporation 
[mm/year] 

Water footprint 
[m3/MWh] 

ÁguaVermelha  
(Antiga José Ermírio de Moraes) 

673.63 1,396.2 1,579.8 87.01 

Itaipu 1,049.56 7,000 1,399.56 23.96 
Porto Primavera  

(Eng° Sérgio Motta) 
2,976.98 1,540 1,384.83 305.6 

Emborcação 485.08 1,192 1,444.59 67.19 
Balbina 4,437.72 250 1,289.89 2,613.79 

Barra dos Coqueiros 25.3 90 1,607.93 51.6 
Castro Alves 6.21 130 1,185.05 6.46 

Ilha dos Pombos 3.71 187 1,472.22 3.33 
Sobradinho 4,380.79 1,050.3 1,795.31 854.82 

Xingó 58.94 3,162 1,789.99 3.81 
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DISCUSSION 

There is a concentration of hydropower plants/reservoirs in the Southeast and South 
of Brazil, which by definition can cause problems in case of a drought in these regions, 
especially since most of the population of the country is concentrated in the Southeast. 
The Northeast on the other hand, does not have a lot of hydroelectricity, but the 
hydropower plants they have are heavily susceptible to droughts. Careful planning of 
future energy capacity and also management of the existing hydroelectricity capacity are 
in order, so that vulnerability of the whole electricity system can be preserved. 

It is vital to know how much water gets consumed because of the production of 
hydroelectricity, and therefore it is important to be able to calculate evaporation from the 
reservoirs in the country. To be able to do that, it is important to have good estimates of 
the reservoir areas through time, which might be the biggest problem in the calculation of 
evaporation at the moment. Such data does not currently exist, so a fixed reservoir area 
was used in this study, which is the maximum area possible, since this is the one usually 
reported in official documents. This has implications in the final results of evaporation 
presented, by overestimating values. 

Furthermore, meteorological stations near the reservoirs are important to get the 
actual conditions in the area at any given point in time. The past 10 years, there has been 
a large number of new meteorological stations installed in the country, yet there is scope 
for more to be installed. Also, some data is missing (sometimes months at a time), so it 
would be of use to keep the existing meteorological stations in as good a condition as 
possible. In this study, the missing meteorological data was replaced by averages of the 
given days/months from the equivalent days/months in the rest of the 7-year period, 
which is similar to what Mekonnen and Hoekstra [46] did in their study. It was attempted 
to use data from nearby stations to compensate for the missing data at the weather stations 
used, but either these nearby stations were too far away (sometimes hundreds of 
kilometres), or they too had missing data for the same periods of time. In order to 
alleviate this problem and improve on the Mekonnen and Hoekstra [46] method, a 
somewhat different route was taken. After the data was checked for inconsistencies and 
possible negative or zero values as part of the quality control, the weighted arithmetic 
mean method was used. This way, the variations at specific times of the year were 
accounted for, making the data represent reality better than before. Although this part of 
the analysis could be improved with the provision of better data, the gaps were filled to a 
satisfactory degree in order to allow for some valuable estimations of evaporation in all 
reservoirs of the country. 

The only study found in literature that estimates evaporation rates of reservoirs for the 
whole of Brazil is that of ONS [10]. The results of the present study are closely related to 
the results by ONS, although in some instances, there is a difference, which is attributed 
to the different method used and also the different weather data inputs. Although the ONS 
study is very valuable, evaporation is a dynamic process and it needs to be treated as 
such. It is important to estimate evaporation for every given year, since climatic 
conditions could change the amount of water lost significantly. To avoid problems in 
times of low water availability, it is important to anticipate when and where the problems 
will occur, and having the evaporation estimates is the first step in doing so, since it is 
vital to have these estimates for the sake of a water budget analysis. 

The results presented above show the difference of evaporation through the seasons, 
which is mostly obvious in the Southeast and South of the country, where most of the 
reservoirs are concentrated. This knowledge could help in taking advantage of 
opportunities, like for example storing water in times of little evaporation and using it in 
times of high evaporation. Taking into account that the amount of water evaporated each 
year from these 163 reservoirs analysed in this study is a little over 60 km3 of water 
shows how important better management is. Surely, it can be argued that evaporation 
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cannot be stopped, but most of it would not take place if it weren’t for the hydroelectric 
reservoirs, therefore trying to save as much of this 60 km3 of water seems of great value.  

Another interesting aspect of this analysis is the water footprint estimations. They can 
vary from as little as 0.1 to as much as 2,613.8 m3/MWh. It could be argued that no 
valuable conclusions could come from such wide-ranging estimates. Nevertheless, this 
wide difference and extremes do actually provide a valuable metric. It becomes apparent 
that the less the installed capacity of a power plant is in relation to an increased reservoir 
area, the larger the water footprint is going to be. The vast majority of reservoirs in Brazil 
are listed as being solely used for the production of hydroelectricity. But, if the installed 
capacity of a given power plant is small and the reservoir holds a lot of water, it does not 
make sense to use the water solely for the production of electricity, therefore the water 
should also be used for other purposes. Depending on the area where the reservoir is 
located, a number of solutions could be applicable. For example, energy storage through 
uprating of older dams with additional generators could increase their peak power output 
capacity, thereby increasing its capacity to act as a virtual grid energy storage unit.  
In addition, thanks to the development of the electric vehicle, electrochemical grid 
storage is possible at a lower price than in the past, especially since batteries for 
stationary storage do not suffer from mass or volume constraints, although this solution 
depends a lot on whether the battery storage efficiency is high enough to justify storage of 
energy in a different way than reservoir storage. Also, excess water could irrigate 
sugarcane crops and be used in the production process of biofuels if facilities exist 
nearby. Furthermore, although such solutions are possible for the existing reservoirs, 
planning future hydroelectric plants should be done having their future water footprint in 
mind, so that as little water as possible is lost. 

In this study, the water footprint per reservoir was calculated by using the total 
evaporation from the reservoir. One could argue though that before the creation of a 
given reservoir, a river was flowing through this area (although the evaporation from the 
river would be insignificant compared to the evaporation from the reservoir), and also 
evapotranspiration from land and vegetation would take place. However, as noted in 
Mekonnen and Hoekstra [46], the water footprint is not meant to refer to additional 
evaporation compared to a reference situation, rather quantifying the volume of water 
consumption that can be associated with a specific human purpose. Taking this into 
account, it is logical to consider the full reservoir evaporation for the purpose of the 
reservoir (electricity production in this case). 

It needs to be noted that seepage losses are not considered water consumption, since 
the water can become available downstream or recharge ground water resources as 
suggested by Gleick [16], and Healy et al. [19]. Also, water being used during the 
construction of the dam, but also decommissioning is not taken into account, since this 
study is only about the operation of the hydropower plants. Finally, it is recognised that 
reservoirs and consequently hydroelectricity, can have many direct and indirect effects, 
like inundation of agricultural land, impairing of fish migration, loss of terrestrial 
vegetation and fauna, interference in sediment transport, loss of cultural/historical 
heritage, relocation of populations, etc. However, this work was not done in regards to 
ecological impacts or the human value of the reservoirs, but merely providing a method 
for evaluating the water evaporated off the reservoirs as a function of energy produced.  

CONCLUSION 

This paper offers an understanding and estimation of the water consumption of 
hydroelectricity in Brazil. The recent droughts in the country, but also the rise of interest 
towards the water-energy nexus have given the opportunity for a new perspective 
towards dealing with problems of availability and security of water and energy.  
For understanding and evaluating the water-energy nexus, it is firstly important to 
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estimate evaporation from the reservoirs in Brazil. This study used a modified 
Penman-Monteith equation to estimate evaporation from hydroelectric reservoirs for the 
whole country, and subsequently used this information to also estimate the water 
footprint of hydroelectric power stations for the whole country as well, for the period 
2010-2016. The results showed that evaporation rose in 2012 in the Northeast due to a 
drought in the region, and also in the Southeast during 2014. Additionally, the results 
show the great difference of evaporation throughout the year by region. By knowing how 
much water is lost (about 60 km3 per year in the country) in space and time, it is possible 
to use the information for a water budget analysis of each area, and to have an idea as to 
which areas are in more immediate danger of availability of resources. Also, water 
footprint results show within their wide range of results (0.1 to 2,613.8 m3/MWh), that 
there are great opportunities to start managing water much more prudently, and also offer 
an opportunity to think carefully about future planning of the energy sector. 
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