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Abstract: Smart cities are required to engage with local
communities by promoting a user-centred approach to
deal with urban life issues and ultimately enhance peo-
ple’s quality of life. Soundscape promotes a similar ap-
proach, based on individuals’ perception of acoustic en-
vironments. This paper aims to establish a model to im-
plement soundscape maps for the monitoring and man-
agement of the acoustic environment and to demonstrate
its feasibility. The final objective of the model is to gen-
erate visual maps related to perceptual attributes (e.g.
‘calm’, ‘pleasant’), starting from audio recordings of ev-
eryday acoustic environments. The proposed model relies
on three main stages: (1) sound sources recognition and
profiling, (2) prediction of the soundscape’s perceptual at-
tributes and (3) implementation of soundscapemaps. This
research particularly explores the two latter phases, for
which a set of sub-processes andmethods is proposed and
discussed. An accuracy analysis was performedwith satis-
factory results: the prediction models of the second stage
explained up to the 57.5% of the attributes’ variance; the
cross-validation errors of the model were close to zero.
These findings show that the proposed model is likely to
produce representative maps of an individual’s sonic per-
ception in a given environment.
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1 Introduction
The process of increasing urbanisation over the last few
decades has led to the spread of highly complex urban ag-
glomerations all around the world. Such a densification of
cities meant a cumulative need of management resources
and prompted urban policies’ responses to community de-
mands, in which information and communication tech-
nology (ICT) played a key role. Nowadays, with ICT sup-
port, it is possible to cope in real time with a number of
functions across the physical and social structures of the
cities, to improve the efficiency of single buildings or more
complex urban systems [1, 2]. The so-called ‘smart’ cities
are indeed capable of collecting, processing and providing
feedback on data coming frommultiple networks at differ-
ent scales, in order to promote sustainability and improve
people’s quality of life [3]. This has been shown to be a cru-
cial aspect in environmental management and for sustain-
able development strategies [4]. Furthermore, it has also
been noted that the concept of smart cities is not only fo-
cused on technological aspects, and is gradually evolving
into a broader idea including components strongly con-
nected to people and community [5]. The sonic environ-
ment has often been disregarded within this framework,
although it is one of the main components of the human
experience in urban contexts and it is directly related to
human health and well-being. Therefore, in recent years
it has attracted more and more attention, both from the
computational [6] and the perceptual viewpoint, with the
soundscape approach (e.g., [7, 8]).

How are, in general, acousticians and soundscape re-
searchers trying to make cities ‘smarter’? It is generally
acknowledged that static noise mapping, as stipulated by
the Environmental Noise Directive [9], provides a limited
rangeof information regarding the actual perceptionof the
sound environment, as it only takes into account a given
set of noise sources (e.g. traffic, industry) and is far from
representing real-time noise conditions. Researchers are
trying to overcome this approach by investigating more
dynamic ways of representing information, such as noise
monitoring networks [10–12], or participatory sensing [13–
16]. However, noise mapping is meant to provide insights
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on noise exposures for aggregated groups of population
from principal noise sources. From the smart cities per-
spective, the “quality” of the acoustic environment for the
listener is more relevant [17]. Thus, methods to provide in-
formation about how acoustic environments are actually
perceived at a local scale and individual level are being ex-
plored and researchers are gradually shifting their atten-
tion from ‘noise’ to ‘sound’ [18–23].

In smart cities, a strong governance-oriented ap-
proach is required in order to emphasise the role of so-
cial assets and human relations in the urban context [24].
The challenge for smart cities is to engage with citizens
and promote a user-centred approach to the urban realm,
in order to inspire the desired changes. Considering this
issue from the perspective of acoustics, the centrality of
the individuals –or rather the users– is definitely within
the scope of soundscape, defined as: “the acoustic environ-
ment as perceived or experienced and/or understood by a
person or people, in context” [25]. Therefore, it is appropri-
ate to define amodel for implementing the soundscape ap-
proach in smart cities, both for the ‘smart’ concept and the
soundscape focus on how individuals perceive and expe-
rience the (sound) environments. To achieve such a goal,
it is necessary tomake the perception of the sonic environ-
ment (i.e. the soundscape) ‘viewable’ and ‘communicable’
on a city-scale.

There are several studies that are seeking to engage
with more qualitative aspects of the sound environment
and the way it is perceived [26–29]. Most of them are
crowd-sourced and consist of georeferenced audio sam-
ples, usually combinedwith individual assessments of the
acoustic environment. While acknowledging the high po-
tential of such initiatives in terms of community aware-
ness, it is worth noting that this approach raises at least
two significant issues: (1) crowd-sourced perceptual as-
sessments could be biased by the lack of instructions that
are usually provided to the participants by experts, during
controlled individual data collection sessions (e.g. sound-
walks), and (2) data are collected in a highly fragmented
and discrete way (punctual samples), making the corpus
of recordings less relevant from themanagement andplan-
ning perspective.

This paper therefore proposes amodel for a systematic
characterisation of soundscape in urban contexts. The fo-
cus of the research is the development of a protocol for pre-
dicting and mapping emotional dimensions and qualita-
tive aspects of urban environments from recorded sounds.
The final soundscape mapping is achieved through a con-
tinuous process based on: (1) the sound sources recog-
nition and profiling, (2) the prediction of the sonic per-
ceptual attributes according to the sound source profiles

and (3) the generation of soundscapemaps based onmea-
sured values. Such a three-step process is likely to lead to a
simple input-output model based on audio recordings (in-
put) providing soundscape maps (output). The rationale
for this research is that in the future it shouldbepossible to
mapwith anacceptable level of reliability someperceptual
attributes of the acoustic environment,without theneed to
involve humanparticipants. Therefore, the accuracy of the
above-mentioned process is explored and discussed.

2 The model
The proposed model aims at mapping perceptual at-
tributes of the sonic environment. The rationale for de-
veloping such a model is its potential to represent with
an acceptable level of plausibility how the sonic environ-
ment would be perceived, starting from some of its mea-
surable features. This researchacknowledges that this pro-
cess originates in the acoustic environment (i.e. the mix
of all sounds from all sound sources as modified by the
environment), whose geographical information should be
recorded. The subsequent processing aims to extract from
the recordeddata a soundscape ‘profile’,which ismeant as
the dominance of a number of sound sources. Afterwards,
a linear regression model is used to predict the score of
a set of perceptual attributes according to the detected
soundscape profiles. Eventually data related to the pre-
dicted soundscape perceptual attributes can be imported
into a Geographical Information Systems (GIS) platform,
in order to produce soundscape maps. Therefore, the pro-
posed procedure is based on three main stages:

• Sound sources recognition and profiling
• Prediction of the soundscape’s perceptual attributes
• Soundscape maps implementation

The first stage is related to the identification of sound
sources in recorded sound data, to provide the input
data for the predictive model. Recognition techniques for
identifying sound sources/events in soundscapes were re-
searched by a number of studies over the past decade.
Earlier techniques related to environmental sound sources
mainly included those typically used in speech and mu-
sical instrument recognition, whereas more algorithms
specifically aiming at soundscapes have now been devel-
oped. The recognition accuracy ranged from ~ 40% to
above 90%, varying among studies based on different sit-
uations, sound samples and statistical methods of accu-
racy calculation [30–34]. This paper describes the recent
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methods of automatic recognition of environmental sound
sources.

The second stage aims to establish a predictive model
using as input data the sound source profiles from the
previous stage to determine some perceptual attributes
of the investigated sonic environment. Lavandier and De-
fréville [35] previously defined an unpleasantness model
based on the profiling of audio recordings according to
their sound sources’ characterisation. Their perceptive de-
scriptor was based on the level and the identification of
sound sources for the assessment of the ‘unpleasantness
of sound’. The descriptor was analytically defined through
a linear regression where the variables were the global
level and the relative time of appearance of the categories
of sound sources. This research has a similar focus, but
aims to explore what other perceptual attributes are likely
to be predicted, depending on the context.

The third stage of the model deals with how to make
the results of the perceptual prediction visible and for this
purpose a GIS-based procedure is implemented. The use
of GIS has already been proposed in soundscape stud-
ies. Liu et al. [36] used a GIS tool to map the spatial and
temporal variability of different types of sound sources
(i.e.anthrophony, biophonyandgeophony) in amultifunc-
tional urban area in Rostock (Germany). Similarly, Hong
and Jeon [37] used GIS techniques to map the perceived
loudness of traffic noise together with human and natural
sounds, and looked for correlations between those rates
and acoustic as well as landscape indices.

Each stage of the above mentioned process includes
a number of sub-processes as shown in Figure 1. Sound
recognition and profiling is a broad topic per se. Over-
all, previous research has shown that it is possible to
identify sound sources in the context of general urban
sound environments. The recognition algorithms, which
are computationally inexpensive, showed their potential
and feasibility for large-scale practical applications [38,
39]. While acknowledging that the first stage of this model
is propaedeutic to provide input data for the proposed
model, this paper will particularly focus on Stages 2 and 3,
with corresponding methods and accuracy analysis of the
results, with an overall description and discussion about
Stage 1 on general approach and procedure for sound
source recognition and profiling. The sections below aim
to prove the methodological feasibility of the model in
principle and to offer insights onhow to implement sound-
scape maps for the visualization of perceptual attributes
about the acoustic environments in urban contexts.

3 Sound sources recognition and
profiling

3.1 General approach

Sound sources need to be identified from recorded sounds
through sound recognition models. This is because sound
sources profiles will form the input of the predictivemodel
proposed in Section 4. Sound source recognition tech-
niques in general involve two stages: (1) the feature extrac-
tion (or parameterisation) stage, which produces a set of
characteristic features for sound to reduce the complexity
of the data usingmeasures such as theMel Frequency Cep-
stral Coefficients (MFCCs) [40] that have often been used
for speech and music recognition, spectral contributions,
and psychoacoustic features [41]; and then (2) classifica-
tion stage, which recognises the sound based on the ex-
tracted features, using the techniques of learning vector
quantization, k nearest neighbours, hidden Markov mod-
els, Gaussian mixture models, and artificial neural net-
work (ANN). Also, a preliminary source separation algo-
rithm to the feature extraction and classification stages
is often involved in the case of multiple sound sources
presenting simultaneously as in real-world environments,
which is usually implemented by the successive frame
decomposition in time domain, calculation of source lo-
calization through inter-aural phase/intensity/time differ-
ence, or signal extraction from the spectro-temporal gram.

In previous research of Yang [45] psychoacoustic and
music-relatedmetrics were used for feature extraction [38,
42], like loudness, pitch, timbre, rhythm, and 1/f noise in-
dicators [43, 44], according to the corresponding charac-
teristics of various environmental sounds. Such metrics
considered both spectral and temporal auditory percep-
tions that are critical in human abilities in distinguish-
ing acoustic events of everyday environments [46]. Using
ANNs for classification led to a recognition accuracy of
98% (cases correctly identified) for the category of a set of
natural and urban sound sources (water, wind, birdsong,
human voice, traffic, etc.), with sound recordings (dura-
tion of 30s and sample rate of 44.1 kHz) in which a single
sound source was predominantly present [45]. Focusing
particularly on the simplicity of recognition algorithms to
meet the requirement for large-scale practical applications
in the real environment, Yang and Kang [39] used only
a small number of specific indicators (such as peak fre-
quency/amplitude in spectrum, and peak/peaks in spec-
tral flux [47] for the sources to be recognised) to charac-
terise the different sound sources, simple evaluation ac-
cording to given indicators classification thresholds, and
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Figure 1: Flowchart of the proposed model for implementing soundscape mapping in smart cities

frame decomposition for the prior source separation. Us-
ing this computationally inexpensive algorithm, the recog-
nition accuracy achieved 78-94%, depending on the differ-
ent sources, in the studied case of recognition of various
construction noise sources in overall soundscape, even
though the quality of sound recordings used was not high
(frequency responses from ~10 Hz to 2.8 kHz and sample
rate of 22.05 kHz). These previous studies showed that it is
possible to achieve very high levels of accuracy for auto-
matic recognition of sound sources in soundscape.

3.2 Procedure

Sound recordings should be acquired at single spots. For
the sake of the mapping process, several recording points
will be needed to interpolate data. The number, locations
and relative distances between points would highly de-
pend on the spatial configuration of the investigated en-
vironment, as well as on the detail needed and purpose
of the specific study. Can et al. [11] used a 20-meter grid
for a similar application, but this study will show that
lower spatial resolution (i.e., >100 m) can still be suitable.
While environmental noise monitoring systems terminals
are usually located several meters above the ground, it is
expected that for soundscape applications sound record-
ing spots would be located at average human height (e.g.,
1.6 m off the ground) to better represent the acoustic envi-
ronment as experienced by human listeners.

Within the framework of implementing such meth-
ods into smart cities, the sound data could be collected
through a grid of small sensors, such as low-cost wireless
sensing units, which has already been proved feasible for
noise and other environmental data (e.g. [12, 48, 49]).

Once data is stored, ideally on remote servers, it can be
processed. Indicators such as those described in Section
3.1 can be computed via calculation programs or software
packages [50–53]. Trained ANNmodels are conventionally
used for classification.

To form the input of the predictive model proposed in
Section 4, data should be in the format of sound sources
categories (e.g. traffic sound, natural sounds, sounds of in-
dividuals) associated to a ‘prominence’ scale. The concept
of prominencemight varydependingonwhat is needed for
the area of interest. A conventional interpretation of this
dimension is that of prominence of a sound source over
time,which is computed through the intensities andoccur-
rences of frames where a specific sound source is present,
normalising data between 0 and 10. The previous recogni-
tion algorithms described in Section 3.1 could be further
extended for identifying other sound sources in urban en-
vironment, and involvemore indicators and/or articulated
classification methods, in case of more complex environ-
mental conditions. Even if these processes have not been
presented in this work (they are beyond of the scope of the
paper), they could easily be applied if needed.
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4 Prediction of the perceptual
attributes of soundscape

4.1 The rationale and procedure of the
prediction model

It is acknowledged that it is necessary to measure the rela-
tionship between the soundscape assessment and the ob-
jective parameters. This relationship has been thoroughly
investigated over the years. Nevertheless, despite several
attempts to identify a relationship between perceptual fac-
tors and acoustic indices e.g. [51, 54, 55], the traditional
approach in acoustics, investigating the statistical corre-
lations between the perceptual measurements and sets of
predefined acoustic indices, does not always lead to re-
sults that are likely to be generalised, because the quality
and the ‘meaning’ of sounds are mostly important.

The assumption of the model proposed in this re-
search is that it is possible to predict some of the percep-
tual attributes of the sonic environment, according to the
prominence of the sound sources composing the sonic en-
vironment itself. For the purpose of this study, the promi-
nence of a sound source is conceived as a characteristic
involving both the intensity and the duration over time of
the specific sound source (or sound sources’ type), with re-
spect to the other sound sources.

In order to establish such a prediction model, an
on-site campaign was carried out, using the soundwalk
method [56]. Data collected from individual responses
were then used as input variables for a set of linear regres-
sion models.

4.2 The study area

The case study area where the model was applied is lo-
cated in the Valley Gardens area of Brighton and Hove
(UK). It stretches for 1.5 km from the Level (North) to King’s
Road (South), adjacent to the Old Steine roundabout on
the seaside (Figure 2). This part of the city is highly con-
gested by road traffic, including private cars and public
transportation. The green infrastructure in the area re-
mains unexploited with the park serving mostly as a tran-
sition corridor in the city and not as an inclusive place
for the residents. In total eight key points were chosen to
be explored in this area [57], with a view to account for
the spatial and acoustic variability in a representativeway.
Figure 2 presents the exact locations, namely: the Seafront
(1), the Old Steine (2), the Royal Pavilion (3), the area next
to the statue in Victoria Gardens South (4), the Mazda

Fountain in Victoria Gardens South (5), Victoria Gardens
North (6), St. Peter’s Church (7) and the Level (8).

4.3 Soundwalk and binaural recordings

Five women and sixteen men (Mage = 38.7 years, SD = 11.5)
comprised the group of 21 people who participated in the
soundwalk. This took place on a Monday of October 2014
from 09:30 to 10:30 am. All participants were led through
the study area and made consecutive stops at the eight
selected points starting from the Sea Front (1) and end-
ing up at the Level (8). Following the conventional sound-
walk methods, participants were required to listen to the
acoustic environment for two minutes and fill in a struc-
tured questionnaire divided in two sections. The question
in the first section (Q1) was relevant to sound sources and
precisely: “To what extent do you presently hear the fol-
lowing five types of sounds?” with five different options for
the potential sound sources [58]. These included: a) traf-
fic noise (e.g. cars, buses, trains, airplanes), b) other noise
(e.g. sirens, construction, industry, loading of goods), c)
sounds of individuals (e.g. conversation, laughter, chil-
dren at play), d) crowds of people (e.g. passers, restau-
rants, sport events, festivals) and e) natural sounds (e.g.
singing birds, flowing water, wind in vegetation). Partic-
ipants had to put a mark on a ten-centimetre continu-
ous scale ranging from ‘do not hear at all’ (0) to ‘domi-
nates completely’ (10). For the second Section (Q2) par-
ticipants were required to assess eight attributes [59] –
namely: pleasant, chaotic, vibrant, uneventful, calm, an-
noying, eventful and monotonous – by putting again a
mark on a ten-centimetre continuous scale ranging from
‘strongly disagree’ (0) to ‘strongly agree’ (10).

During the soundwalk, anon-participant operator car-
ried out some binaural recordings bymeans of two 1/8” in-
ear microphones (DPA, frequency range 20 Hz – 20 kHz)
connected to a portable high-resolution audio recorder
(722 SoundDevices). Theoperator attended the soundwalk
together with the other participants and recorded a two-
minute audio sample at each of the eight selected loca-
tions. The eight audio samples were afterwards collected
and the main statistical sound levels were calculated.

4.4 Sound levels

For descriptive purposes, the main statistical noise lev-
els (LAeq, Lmin, Lmax, L10, L50, and L90) were calculated
from the binaural recordings and are reported in Table 1.
Furthermore, Figure 3 shows the frequency spectra of the
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Figure 2: The eight locations selected for the soundwalk and the binaural recordings

eight selected locations on average over the two-minute
period of recording.

4.5 Individual responses

The individual responses provided by the 21 participants
for Q1 and Q2 were averaged into single values for each
of the eight locations. Considering all the variables, vi-
sual inspection of their histograms and normal Q-Q plots
showed that the scores across the eight locations were ap-
proximately normally distributed [60]. Figure 4 shows that
‘traffic noise’ was by far the most dominant sound source
during the soundwalk, except in locations (3) and the (8)
where the contribution from ‘natural sounds’ and ‘sounds
of individuals’ was more relevant. These two locations in-
deed were not directly exposed to the traffic flows circulat-
ing across the study area. In particular, they correspond to
the entrance of the historical site (Royal Pavilion) facing a

green area and a small urban park close to a children play-
ground (the Level).

Likewise, considering the assessment of the emo-
tional components, Figure 5 shows that the locations (3)
and the (8) are found in the “Pleasant-Calm-Uneventful”
area of the model depicted by Axelsson et al. [59], while
the rest of the locations tend to converge towards the
“Eventful-Chaotic-Annoying” region.

4.6 Establishment of the predictive model

The focus of the proposed model is on predicting percep-
tual features of the soundscape itself, rather than the per-
ceived loudness of a given set of sound sources. Previous
research has thoroughly investigated the perceptual di-
mensions underlying the soundscape appraisal, e.g. [59,
61]. For the purpose of predicting the affective qualities
of soundscape, the eight perceptual attributes reported in
the “circumplex” model, as defined by Axelsson et al. [59]
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Table 1: Statistical noise levels for the eight selected locations (average of left and right channel)

SPL (dB)
Site LAeq LAmin LAmax LA10 LA50 LA90
(1) SEAFRONT 75.7 67 81.5 78.6 74.7 70.7
(2) THE OLD STEINE 62.8 58 71.5 64.6 61.7 59.5
(3) ROYAL PAVILION 58.5 53.4 67.4 60.5 57.4 55.2
(4) VIC GD S - STATUE 66.8 59 83.7 69.7 65.6 61.8
(5) VIC GD S - MAZDA FOUNTAIN 68.9 64.8 72.6 70.8 68.3 66.1
(6) VICTORIA GARDENS NORTH 70.6 61.3 78.4 74.3 68.2 63.6
(7) ST PETER’S CHURCH 67.2 58.6 77.9 69 65.6 61.4
(8) THE LEVEL 60.5 54.8 71.9 61.7 58.9 57.6

Figure 3: Frequency spectra for the eight selected locations and mean spectrum (average of left and right channel)

were used, namely, pleasant (PL), annoying (AN), event-
ful (EV), uneventful (UN), calm (CM), monotonous (MN),
vibrant (VB), and chaotic (CH).

Eight stepwise multiple linear regression analyses
were conducted, using PL, AN, EV, UN, CM, MN, VB and
CH as dependant variables and the complete set of sound
sources as independent variables (SPSS 22 for Windows),
considering all the 168 records (i.e., 21 participants * 8 lo-
cations) for each model. The sound sources types were:
traffic noise (TR*), other noise (OT*), sounds of individu-
als (IN*), crowdsof people (CR*) andnatural sounds (NS*).
Out of the eight stepwise multiple linear regressions, only
four models explained at least 30% of the variance in the
investigated variables; these were: PL, AN, CM and CH.
Table 2 presents the best predictors, the standardised re-
gression coefficients (β) and the explained variance for

these four models. In order to test the potential presence
of highly inter-correlated predictor variables in the regres-
sionmodels, a collinearity diagnosticswasperformed. The
Variance Inflation Factor (VIF) for all independent vari-
ables resulted to be smaller than 10, therefore severe mul-
ticollinearity was discarded [62].

The 54.6% of the variance in PL was explained by TR*
andNS*. Thenegative relationship between ‘pleasant’ and
‘traffic noise’ shows that there was a better assessment of
the acoustic environments associated to a smaller promi-
nence of traffic sounds. In general, this suggests that the
traffic noise source was considered inappropriate for the
acoustic environment of the place, which is in line with
the concept that natural sounds should prevail in urban
parks [63, 64]. The AN model explained a similar amount
of variance (52.4%) using the same predictors as the PL
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Figure 4:Mean values and 95% CI of the individual responses for Q1

Table 2:Multiple linear regression models for the eight considered
variables

Model Predictor t Sig. β R2

PL TR* −9.428 p < 0.001 −0.577 0.499
NS* 4.117 p < 0.001 0.252 0.047

AN TR* 10.219 p < 0.001 0.64 0.509
NS* −2.304 p = 0.022 −0.144 0.015

CM TR* −9.519 p < 0.001 −0.582 0.527
NS* 3.989 p < 0.001 0.24 0.036
OT* −2.112 p = 0.036 −0.111 0.012

CH TR* 5.853 p < 0.001 0.437 0.309
OT* 3.482 p = 0.001 0.223 0.04
NS* −2.068 p = 0.04 −0.152 0.017

model: this was expected since ‘pleasant’ and ‘annoying’
represent the two extremes of the ‘pleasantness’ dimen-
sion according to the circumplex model by Axelsson et
al. [59]. Interestingly, TR*, NS* and OT* explained 57.5%
of the variance in CM. The negative relationships between
‘traffic noise’, ‘other noises’ and ‘calm’ show that calmer
sound environments are associated with a lesser promi-
nence of both traffic noise and eventful sounds (e.g. sirens,
construction, industry, loading of goods). Othermodels for
calmness perceptionwere proposed in the literaturewhich
included sound level as predictor, e.g. [65, 66]. However,
such models compensate the lack of ‘qualitative’ informa-
tion on the sound component (i.e. semantic contribution
of the sound sources) by taking into account the effects of
other non-acoustical factors (e.g. visual cues).

The remaining four models (i.e. EV, UN, VB, MN) ex-
plained limited amounts of variance (from 3% to 9%). A
possible explanation for this is that not all perceptual di-

mensions are always likely to emerge at a given place,
since soundscapeappreciationwill stronglydependon the
sound sources composition of the acoustic environment.
Thus, it is worth observing that the linear regression mod-
els defined within the present study are only valid for the
investigated test site. However, the proposed method can
be easily adapted for different cases and more generic re-
lations can be established. It is expected that the appli-
cability of the possible linear regression models will be
context-dependent; that is, for example: it is more likely
that a ‘calm’ regressionmodel will be considered for an ur-
ban park or a residential area, rather than a context highly
exposed to road traffic, while a ‘vibrant’ regression model
might be considered for commercial districts or pedestrian
areas.

5 Soundscape map implementation
The main aim of the present model is to provide the user
with visual maps depicting the spatial variation of the se-
lected perceptual attributes across the study area. For this
purpose, a GIS-based methodology was used.

5.1 Soundscape mapping method using GIS

Several interpolationmethods are currently available [67];
however, all of them are applied under two main condi-
tions: (a) the mean value of the examined variable is the
same throughout the entire area and (b) the correlation be-
tween two variables solely depends on the distance that
separates them, signifying that nearby elements tend to be
more similar than others that are far. Some interpolation
methods such as ‘Kriging’ and ‘Inverse Distance Weight-
ing’ (IDW) have previously been used for noise mapping
purposes [11]. In the current study, in order to capture the
general surface trend, an ordinary kriging interpolation
method (spherical semivariogram) was applied. This kind
of geostatistical technique is using the statistical proper-
ties of the sample points quantifying the spatial autocor-
relation among them [68].

The input data for the current implementation were
based on themean values of the individual responses pro-
vided by the 21 people during the soundwalk described
above, who assessed the perceptual attributes and sound
sources’ profiles throughout the area. Specifically, the
mean values of the attributes pleasant, calm, unevent-
ful, monotonous, annoying, chaotic, eventful and vibrant
were used as input variables for the kriging algorithm, in
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Figure 5:Mean values of the individual responses for Q2, represented according to Ref. [59]

order to produce the corresponding predictionmaps using
the Spatial Analyst tool.

Perceptual maps in Figure 6 cover an interpolation
surface of 0.375 km2. The borders of the interpolation (con-
vex hull region) are always defined based on the coordi-
nates of the marginal points. The colour scale ranges from
1 to 8 (maximum spread of the original 0–10 scale for the
average values of the perceptual attributes). For graphi-
cal purposes the colour ramp was divided in 14 equal seg-
ments, corresponding to 14 colours (i.e., two colours for
each step of the 1–8 scale). In that way all the maps were
rendered comparable to each other with graphically visi-
ble variations.

Interpolation techniques and in general stochastic
processes can only offer predictions and error assessments
based on a group of control points. In this case, the aim
was simply visualising the perceptual variability of the
acoustic environment. For this reason interpolation tech-
niques should not be confused with the physics of sound
propagation or any kind of acoustic filtering. Similar ap-
proaches can be retrieved in the literature [36, 37, 72].

5.2 Soundscape maps of the study area

Out of the eight perceptual attributes, two were excluded
from further analysis (“vibrant”, “uneventful”) as not spa-
tially autocorrelated [73]. From the remaining six - pre-
sented in Figure 6 - the highest variability was detected in
“pleasant”, “calm” and “annoying” ranging between 1.0
and 7.8. Points in themiddle of the study area followed the
same pattern in terms of the first two variables being char-
acterised as poorly “pleasant” or “calm”. Amongpoints (4)
and (7) (Figure 6a, 6b) none of these two variables man-
aged to score above 3.3 with minPleasant = 1.6 and minCalm
= 1.0. On the contrary, points (3) and (8) were unanimously
voted as the most pleasant and calm with average values
over 6.8 for point (3) and over 5.7 for point (8). The sur-
rounding greenery in both locations possibly enhanced
the overall assessment.

Following the previous outcomes, “annoying” pre-
sented an opposing pattern towards “pleasantness” and
“calmness”. As shown in Fig.6d points (1), (5) and (6) pre-
sented the highest values between 7.2 and 7.8 character-
ising an environment highly aggravated by traffic noise.
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Figure 6:Measurment points and soundscape maps within the study area in Brighton according to the selected perceptual attributes: a)
Pleasant, b) Calm c) Eventful, d) Annoying, e) Chaotic, f) Monotonous. The colour ramp ranges between 1 and 8.

The sea front occasionally suffers from strongwindswhich
couldmake the sound environment unpleasant. This is the
reason why “chaotic” (Figure 6e) recorded its maximum
value (6.6) in the same place, with the second highest (6.4)
at point (5). In all cases, participants assessed “chaotic”
lower than “unpleasant”; however both of them followed
the same spatial variations in the eight points. Another
way to visualise the incessant activity of the study area
is to examine Figure 6c, which represents the extent of
“eventfulness”. As expected the tranquillity in places (3)
and (8) reduced the level of eventfulness compared to the
other points, where it presented average values between
4.2 and 5.7 with a bull’s-eye effect around points (4) and
(5). Finally, “monotonous” presented a very good correla-
tion with “chaotic” and “annoying” (R2 = 0.77) showing
once more that traffic dominates in the area. On the other
hand, the average variability of this parameter was an evi-
dence of the diverse nature of the sound environment cou-
pled with the activities that take place in the area.

To sum up, the overall values from the six percep-
tual parameters show that themajority of the points in the
study area were heavily exposed to the surrounding traf-
fic with just two places to constitute the pleasant outliers.
A future policy for a local regeneration plan should there-
fore aim at decreasing the noise levels and use additional
masking techniques to mitigate traffic noise at points (1,2)
and (4–7).

5.3 Accuracy of the GIS implementation of
soundscape maps

The accuracy of the kriging model was validated using the
cross-validation process [69, 70]. A data point is omitted
consecutively and the the predicted values at the location
of the omitted point are compared with the actual values
using the remaining points. For all points, cross-validation
compares the known and predicted values. For the qual-
ity assessmentweused the following error parameters and
their optimal values as shown in Table 3.

Based on the results presented on Table 3 the aver-
age difference in absolute values between the measured
and the predicted values (MPE) was between 0.01 and 0.27.
However, it is already known [70] that MPE is a weak diag-
nostic for kriging, scale-dependent and insensitive to the
variogram changes. For this reason additional indicators
to validate themodel are needed. The bias assessmentwas
further checkedwith theMSE,whichwas very close to zero
in all the six perceptual attributes. However, the main in-
dicator to assess the model accuracy is the RMSPE, which
should be as close to zero as possible.

The kriging model presented values ranging between
0.77 and 2.61. A better understanding of this error’s extent
canbedrawn if combinedwith the standarddeviation (SD)
of the respective perceptual parameters mentioned in Ta-
ble 4 as well. For example, “pleasantness” varies almost
up to twodegrees from themeasured values in the 1-8 scale
used in this study. Differences above two degrees in the
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Table 3: Error types used in the cross-validation model

Error type (ideal values) Description Mathematical type
Mean Prediction (MPE) (≈ 0) Averaged difference between the measured

and the predicted values
∑︀n

i=1(Ź(si)−z(si))
n

Mean Standardised Error
(MSE) (≈ 0) The average of the standardized errors

∑︀n
i=1(Ź(si)−z(si))/σ(si)

n

The Root Mean Squared Prediction Error Specifies how closely the model predicts √︁∑︀n
i=1

(Ź(si)−z(si))2
n(RMSPE) (≈ 0) the measured values

Average Standard Error (ASE) Average of the prediction standard errors √︁∑︀n
i=1 σ2(si)
n(≈ RMSPE)

Root Mean Square Standardized Error RMSSE < 1→ overestimation √︁∑︀n
i=1 Ź((si)−z(si))/σ(si)

2

n(RMSSE) (≈ 1) RMSSE > 1→ underestimation

RMSPE can be found when assessing the level of “annoy-
ance” or “calmness” which had the highest variability in
the study area. Nevertheless, this variability was slightly
“overestimated” (RMSSE<1) when assessing, apart from
“annoyance”, how “pleasant” or “eventful” was the place.
A close examination of the RMSPE showed that the high-
est errors were detected in the outlier points, which were
very calm or quiet in the study area. Therefore, it comes as
a natural conclusion that the effectiveness of group sound-
walks - when collecting data for mapping purposes - can
be maximised based on both a priori and on-site selection
of the sampling points. The main disadvantage of group
soundwalks is the limited duration [71], which inevitably
will affect the number of measurement points. Therefore,
preliminary knowledge of the study area can help to ad-
dress this challenge.

6 Discussion and conclusions
The proposed model relies on three main stages, namely:
(1) sound sources recognition and profiling, (2) prediction
of the soundscape’s perceptual attributes, and (3) imple-
mentation of soundscape maps. Ideally, each stage pro-
vides the input data for the following one. This work fo-
cused on the last two stages, showing that the model can
be applied in everyday life situations, and described what
kind of data would be needed in the first stage and how to
gather them.

For the second stage of the model, the sound source
profiles proved tobe valuable input data for predictingper-
ceptual attributes of the acoustic environment. Within the

framework of this research, the individual responses re-
lated to the sound source profiles and the perceptual at-
tributes were collected in a test site in Brighton & Hove
and used to establish a set of linear regressionmodels. The
source types ‘traffic noise’ and ‘natural sounds’ explained
54.6% of the variance for the sonic environment attribute
‘pleasant’. Likewise, ‘traffic noise’, ‘natural sounds’ and
‘other sounds’ source types explained 57.5% of the vari-
ance for the attribute ‘calm’. These results are not likely to
be generalised to any situation, due to the limited number
of participants and the specific features of the investigated
site. However, they show that it is possible to use sound-
scape profiles to predict perceptual attributes of the acous-
tic environment. Specific models might be defined in the
future, according to the different urban contexts (e.g. ur-
ban parks, commercial districts) and the predictive sound
source types shall consequently vary.

The third stage of the proposed model showed how
to represent the predicted perceptual attributes with a GIS
technique, offering a suitable process to visualise the out-
comes of the soundscape mapping process. The accuracy
of the proposed methodology was shown to be adequate
according to the various errors reported in Table 4, even
with an average intra-point distance of 175 m for the eight
points. However the RMSPE and the individual errors sug-
gest that for certain points (e.g. point (3) having an error
of −3.56 for ‘pleasant’) a higher grid resolution might be
more appropriate. The grid size in this study (i.e. 175 m) is
greater than those conventionally used for physical noise
indicators. For instance, Can et al. [11], used a 20-meter
grid. A possible explanation for the model still having a
reasonable accuracy is that perceptual attributes in a rel-
atively homogenous urban context present smaller varia-
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Table 4: Cross-validation process: analysis of all the error descriptors (mean values) and the standard deviation (SD) for all perceptual at-
tributes

Errors Pleasant Annoying Calm Chaotic Eventful Monotonous
MPE −0.27 0.22 −0.23 0.16 0.13 0.01
MSE −0.08 0.07 −0.07 0.06 0.1 −0.01

RMSPE 1.92 (1.99) 2.26 (2.07) 2.61 (2.28) 1.93 (1.69) 0.96 (0.86) 0.77 (0.72)
ASE 2.02 2.24 2.47 1.80 0.97 0.75

RMSSE 0.9 0.98 1.03 1.05 0.99 1

tions compared to noise levels, which are significantly af-
fected by the physics of soundpropagation. As a result, the
current sample size can be considered adequate for such
urban contexts.

Taken together, the three stages of the proposedmodel
define a process for which it is possible to associate a
predicted value of a perceptual attribute to a given audio
recording of an acoustic environment. When this process
is replicated in a systematic way and applied to a number
of points that are spatially connected within a reasonable
distance, it is possible to generate soundscape maps.

The proposed tool is mostly relevant from the plan-
ning viewpoint, since it offers new insights into the indi-
vidual’s perception and understanding of the sonic envi-
ronment and provides the basis for the implementation
of perceptual sound maps; these can be further combined
with classic outputs derived from noise control engineer-
ing techniques. Research is currently oriented to such an
approach, which is highly desirable as a complementary
qualitative description of urban sound environments [74,
75].

Cities are really ‘smart’ when they are able to evolve
continuously according to the citizens’ needs, enhancing
their participation and engagement. The soundscape phi-
losophy has its focus on the community perception of the
acoustic environment: such perception in urban contexts
is extremely volatile and it is evolving over space and time;
therefore it is essential that smart cities adopt the sound-
scape approach to provide qualitative data about the
acoustic environment. This research suggests that there is
room for implementing new dynamic tools in smart cities
for soundscape purposes.

Acknowledgement: This research received funding
through the People Programme (Marie Curie Actions)
of the European Union’s 7th Framework Programme
FP7/2007-2013 under REA grant agreement n∘ 290110,
SONORUS “Urban Sound Planner” and the ERC Advanced
Grant (no 740696) on SSID “Soundscape Indices”. The au-
thors are grateful to the participants of the soundwalk,

the members of the SONORUS project, as well as Matthew
Easteal and Simon Bannister from Brighton & Hove City
Council and Lisa Lavia from Noise Abatement Society for
the useful discussion.

References
[1] Allwinkle, S.; & Cruickshank, P. Creating Smart-er Cities:

An Overview. J. Urban Technol. 2011, 18, 1-16, http://dx.doi.
org/10.1080/10630732.2011.601103

[2] Unsworth, K.; Forte, A.; Dilworth, R. Urban Informatics: The Role
of Citizen Participation in Policy Making. J. Urban Technol. 2014
21, 1-5, http://dx.doi.org/10.1080/10630732.2014.971527

[3] Batty, M.; Axhausen, K. W.; Giannotti, F.; Pozdnoukhov, A.;
Bazzani, A.; Wachowicz, M.; Ouzounis, G.; Portugali, Y. Smart
cities of the future. Eur. Phys. J. Spec. Top. 2012, 214, 481-518,
https://doi.org/10.1140/epjst/e2012-01703-3

[4] Wang, X. Editorial: Environmental Informatics for Environmen-
tal Planning and Management. J. Environ. Inform. 2007, 9, 1-3,
doi:10.3808/jei.200700082

[5] Albino, V.; Berardi, U.; Zangelico, R. M. Smart Cities: Defini-
tions, Dimensions, Performance, and Initiatives. J. Urban Tech-
nol. 2015, http://dx.doi.org/10.1080/10630732.2014.942092

[6] Kang, J. Guest editorial - Urban Acoustics. Appl. Acoust. 2005,
66, 121-122, https://doi.org/10.1016/j.apacoust.2004.07.006

[7] Schulte-Fortkamp, B.; Kang, J. Introduction to the special is-
sue on soundscapes. J. Acoust. Soc. Am. 2013, 134, 765-766,
https://doi.org/10.1121/1.4810760

[8] Davies, W. J. Editorial to the Special issue: Applied sound-
scapes. Appl.Acoust. 2013, 74, 223, https://doi.org/10.1016/
S0003-682X(12)00285-X

[9] European Parliament and Council. Directive 2002/49/EC
relating to the assessment and management of environ-
mental noise. Brussels: Publications Oflce of the European
Union. Available online: http://eur-lex.europa.eu/legal-cont
ent/EN/TXT/?uri=celex%3A32002L0049 (accessed on 5 May
2016).

[10] Wimmer, J.; Towsey, M.; Planitz, B.; Williamson, I.; Roe, P.
Analysing environmental acoustic data through collaboration
and automation. Future Gener. Comp. Sy. 2013, 29, 560-568,
https://doi.org/10.1016/j.future.2012.03.004

[11] Can, A.; Dekoninck, L.; Botteldooren, D. Measurement net-
work for urban noise assessment: Comparison of mobile
measurements and spatial interpolation approaches. Appl.

Unauthenticated
Download Date | 4/4/18 10:16 AM

http://dx.doi.org/10.1080/10630732.2011.601103
http://dx.doi.org/10.1080/10630732.2011.601103
http://dx.doi.org/10.1080/10630732.2014.971527
https://doi.org/10.1140/epjst/e2012-01703-3
http://www.jeionline.org/index.php?journal=mys&page=article&op=view&path%5B%5D=200700082
http://dx.doi.org/10.1080/10630732.2014.942092
https://doi.org/10.1016/j.apacoust.2004.07.006
https://doi.org/10.1121/1.4810760
https://doi.org/10.1016/S0003-682X(12)00285-X
https://doi.org/10.1016/S0003-682X(12)00285-X
http://eur-lex.europa.eu/legal-content/EN/TXT/?uri=celex%3A32002L0049
http://eur-lex.europa.eu/legal-content/EN/TXT/?uri=celex%3A32002L0049
https://doi.org/10.1016/j.future.2012.03.004


58 | J. Kang et al.

Acoust. 2014, 83, 32-39, https://doi.org/10.1016/j.apacoust.
2014.03.012

[12] Domínguez, F.; Dauwe, S.; Cuong, N. T.; Cariolaro, D.; Touhafi,
A.; Dhoedt, B.; Botteldooren, D.; Steenhaut, K. Towards
an Environmental Measurement Cloud: Delivering Pollu-
tion Awareness to the Public. Int. J.Distrib. Sens. N. 2014,
http://dx.doi.org/10.1155/2014/541360

[13] Maisonneuve, N., Stevens, M., & Ochab, B. Participatory noise
pollution monitoring using mobile phones. Inform. Polity 2010,
15, 51-71.

[14] Kanjo, E. NoiseSPY: A Real-Time Mobile Phone Platform for Ur-
ban Noise Monitoring and Mapping. Mobile Netw. Appl. 2010,
15(4), 562-574.

[15] D’Hondt, E., Stevens, M., & Jacobs, A. Participatory noise map-
ping works! An evaluation of participatory sensing as an al-
ternative to standard techniques for environmental monitoring.
Pervasive Mob. Comput. 2013, 9, 681-694.

[16] Rana, R., Chou, C. T., Bulusu, N., Kanhere, S., & Hu,
W. Ear-Phone: A context-aware noise mapping using
smart phones. Pervasive Mob. Comput. 2014, 17, 1-22,
doi:10.1016/j.pmcj.2014.02.001.

[17] Memoli, G., & Licitra, G. (2012). From noise to annoyance map-
ping: A soundscape approach. In G. Licitra (Ed.), NoiseMapping
in the EU: Models and Procedures (pp. 371-392). Boca Raton:
CRC Press.

[18] Brown, A. L., & Muhar, A. An approach to the acoustic design of
outdoor space. J. Environ. Plann. Man. 2004, 47(6), 827-842.

[19] Yang, W., & Kang, J. Acoustic comfort evaluation in urban open
public spaces. Appl. Acoust. 2005, 66, 211–229.

[20] Vogiatzis, K., & Remy, N. From environmental noise abate-
ment to soundscape creation through strategic noise
mapping in medium urban agglomerations in South
Europe. Sci. Total Environ. 2013, 482-483, 420-431,
http://dx.doi.org/10.1016/j.scitotenv.2013.07.098.

[21] Alves, S., Altreuther, B., & Scheuren, J. (2014). Holistic concept
for urban sound planning applied to real sites. Proceedings of
the Forum Acusticum 2014 Conference. Krakow.

[22] Botteldooren, D., Andringa, T., Aspuru, I., Brown, A. L., Dubois,
D., Guastavino, C., et al. (2015). From Sonic Environment to
Soundscape. In J. Kang, & B. Schulte-Fortkamp (Eds.), Sound-
scape and the Built Environment. Boca Raton: CRC Press.

[23] Alves, S., Estévez-Mauriz, L., Aletta, F., Echevarria-Sanchez, G.
M., &PuyanaRomero, V. Towards the integration of urban sound
planning in urban development processes: the study of four test
siteswithin theSONORUSproject. NoiseMapping2015, 2(1), 57-
85.

[24] Hatzelhoffer, L., Humboldt, K., Lobeck, M., & Wiegandt, C.
(2012). Smart City in Practice: Converting Innovative Ideas into
Reality. Berlin: Jovis.

[25] International Organization for Standardization. (2014). ISO
12913-1:2014 Acoustics — Soundscape — Part 1: Definition and
conceptual framework. Geneve: ISO.

[26] University of Salford. (2009). Retrieved 2014, from
SoundAroundYou: http://www.soundaroundyou.com/

[27] Stein, M., & Stein, J. (2009). About. Retrieved 2014, from Mon-
treal Sound Map: http://www.montrealsoundmap.com/?lang=
en

[28] The New York Society for Acoustic Ecology. (2014). People.
Retrieved 2014, from NYSoundmap: http://www.nysoundmap.
org/

[29] Aiello, L. M., Schifanella, R., Quercia, D., & Aletta, F. Chatty
Maps: Constructing sound maps of urban areas from social me-
dia data. Royal Soc. Open Sci. 2016, 3, 150690.

[30] Cowling, M., & Sitte, R. Comparison of techniques for environ-
mental sound recognition. Pattern Recognit. Lett. 2003, 24(15),
2895-2907.

[31] Defréville, B., Roy, P., Rosin, C., & Pachet, F. (2006). Automatic
recognition of urban sound sources. Proceedings of the Audio
Engineering Society 120th Convention. Paris.

[32] Bunting, O., Stammers, J., Chesmore, D., Bouzid, O., Tian, G. Y.,
Karastovis, C., et al. (2009). Instrument for soundscape recogni-
tion, identification and evaluation (ISRIE): Technology and prac-
tical uses. Proceedings of the Euronoise 2009 Conference. Ed-
inburgh.

[33] Krijnders, J. D., Niessen, M. E., & Andringa, T. C. Sound event
recognition through expectancy-based evaluation of signal-
driven hypotheses. Pattern Recognit. Lett. 2010, 31(12), 1552-
1559.

[34] Heittola, T.,Mesaros, A., Virtanen, T., & Eronen, A. (2011). Sound
event detection in multisource environments using source sep-
aration. Proceedings of the CHiME 2011 Workshop on Machine
Listening in Multisource Environments. Florence.

[35] Lavandier, C., & Defréville, B. The contribution of sound source
characteristics in the assessment of urban soundscapes. Acta
Acust. united Ac. 2006, 92(6), 912-921.

[36] Liu, J., Kang, J., Luo, T., Behm, H., & Coppack, T. Spatiotemporal
variability of soundscapes in a multiple functional urban area.
Landsc. Urban Plan. 2013, 115, 1-9.

[37] Hong, J. Y., & Jeon, J. Y. (2014). Soundscape mapping in urban
contexts using GIS techniques. Proceedings of the Internoise
2014 Conference. Melbourne.

[38] Yang, M., & Kang, J. (2013a). Automatic identification of envi-
ronmental sounds in soundscape. Proceedings of the Internoise
2013 Conference. Innsbruck.

[39] Yang,M., & Kang, J. (2014). Sound source recognition technique
for construction noise control. Proceedings of the 40th Anniver-
say Conference of the Institute of Acoustics. Birmingham.

[40] Bogert, B. P., Healy, M. J., & Tukey, J. W. (1963). The fre-
quency analysis of time series for echoes: Cepstrum, pseudo-
autocovariance, cross-cepstrum and saphe cracking. Proceed-
ings of the Symposium on time Series Anlysis (pp. 209-243).
New York: Jon Wiley & Sons, Inc.

[41] Fastl, H., & Zwicker, E. (1990). Psychoacoustics - Facts andMod-
els. Berlin, Germany: Springer Verlag.

[42] Yang, M., & Kang, J. Psychoacoustical evaluation of natural and
urban sounds in soundscapes. J. Acoust. Soc. Am. 2013b, 134(1),
840-851.

[43] Yang, M.; De Coensel, B.; Kang, J. Presence of 1/f noise in
the temporal structure of psychoacoustic parameters of natural
and urban sounds. J. Acoust. Soc. Am. 2015, 138, 916-27, doi:
10.1121/1.4927033

[44] Yang, M.; & Kang, J. Pitch features of environmental sounds.
J. Sound Vib. 2016, 374, 312-328, http://dx.doi.org/10.1016/
j.jsv.2016.03.040

[45] Yang, M. (2013). Natural and urban sounds in soundscapes.
School of Architecture. Shefleld: The University of Shefleld.

[46] Mcadams, S. (1993). Recognition of auditory sound sources and
events. In S. Mcadams, & E. Bigand (Eds.), Thinking in sound:
The cognitive psychology of human audition. Oxford: Oxford
University Press.

Unauthenticated
Download Date | 4/4/18 10:16 AM

https://doi.org/10.1016/j.apacoust.2014.03.012
https://doi.org/10.1016/j.apacoust.2014.03.012
http://dx.doi.org/10.1155/2014/541360
http://dx.doi.org/10.1016/j.scitotenv.2013.07.098
http://www.soundaroundyou.com/
http://www.montrealsoundmap.com/?lang=en
http://www.montrealsoundmap.com/?lang=en
http://www.nysoundmap.org/
http://www.nysoundmap.org/
https://www.ncbi.nlm.nih.gov/pubmed/26328707
https://www.ncbi.nlm.nih.gov/pubmed/26328707
http://dx.doi.org/10.1016/j.jsv.2016.03.040
http://dx.doi.org/10.1016/j.jsv.2016.03.040


A model for implementing soundscape maps in smart cities | 59

[47] Laroche, J. Eflcient tempo and beat tracking in audio record-
ings. J. Audio Eng. Soc. 2004, 51(4), 226-233.

[48] Can, A., Van Renterghem, T., & Botteldooren, D. (2012). Explor-
ing the use of mobile sensors for noise and black carbon mea-
surements in an urban environment. Proceedings of the Acous-
tics 2012 Conference, (pp. 1549-1554). Nantes.

[49] Reis, S., Seto, E., Northcross, A., Quinn, N. W., Convertino, M.,
Jones, R. L., et al. Integrating modelling and smart sensors for
environmental and human health. Environ. Model. Softw. 2015,
74, 238-246.

[50] Genuit, K., & Bray, W. (2006). Dynamic acoustic measurement
techniques considering human perception. Proceedings of the
ASME International Mechanical Engineering Congress and Exhi-
bition. Chicago.

[51] Genuit, K., & Fiebig, A. Psychoacoustics and its Benefits for the
Soundscape Approach. Acta Acust. united Ac. 2006, 92(1-1), 1-7.

[52] Latrillot, O., & Toiviainen, P. (2007). Amatlab toolbox formusical
feature extraction from audio. Proceedings of the 10th Interna-
tional Conference on Digital Audio Effects. Bordeaux.

[53] HEAD Acoustics. (2011). Artemis. Retrieved July 2013, from http:
//www.head-acoustics.de/eng/nvh_artemis.htm

[54] Brambilla, G., Gallo, V., Asdrubali, F., & D’Alessandro, F. The per-
ceived quality of soundscape in three urban parks in Rome. J.
Acoust. Soc. Am. 2013, 134(1), 832-839.

[55] Rychtáriková, M., & Vermeir, G. Soundscape categorization on
the basis of objective acoustical parameters. Appl. Acoust.
2013, 240-247.

[56] Hong, J. Y., Lee, P. J., & Jeon, J. Y. (2010). Evaluation of urban
soundscape using soundwalking. Proceedings of the 20th Inter-
national Congress on Acoustics. Sydney.

[57] Aletta, F., & Kang, J. Soundscape approach integrating noise
mapping techniques: a case study in Brighton, UK. Noise Map-
ping 2015, 2(1), 1-12.

[58] Axelsson, Ö., Nilsson, M. E., & Berglund, B. (2009). A Swedish
instrument for measuring soundscape quality. Proceedings of
the Euronoise 2009 Conference. Edinburgh.

[59] Axelsson, Ö., Nilsson, M., & Berglund, B. A principal compo-
nents model of soundscape perception. J. Acoust. Soc. Am.
2010, 128(5), 2836-2846.

[60] Loy, A., Follett, L., & Hofmann, H. Variations of Q-Q
Plots – the Power of our Eyes! Am. Stat. 2015, 202-214,
http://dx.doi.org/10.1080/00031305.2015.1077728.

[61] Cain, R., Jennings, P., & Poxon, J. The development and ap-
plication of the emotional dimensions of a soundscape. Appl.
Acoust. 2013, 74, 232-239.

[62] Kutner, M. H., Nachtsheim, J., & Neter, J. (2004). Applied Linear
Regression Models. New York: McGraw-Hill/Irwin.

[63] Axelsson, Ö. (2015). How to measure soundscape quality. Pro-
ceedings of the Euronoise 2015 Conference, (pp. 1477-1481).
Maastricht.

[64] Aletta, F., Kang, J., Astolfi, A., & Fuda, S. Differences in sound-
scape appreciation of walking sounds from different footpath
materials in urbanparks. Sustain. Cities Soc. 2016, 27, 367-376.

[65] Pheasant, R. J., Horoshenkov, K., Watts, G., & Barret, B. T. The
acoustic and visual factors influencing the construction of tran-
quil space in urban andrural environments tranquil spaces-
quiet places? J. Acoust. Soc. Am. 2008, 123(3), 1446-1457.

[66] Pheasant, R. J., Horoshenkov, K. V., & Watts, G. R. (2009). The
role of audio-visual interaction on the perception of tranquility.
Proceedings of the Euronoise Conference. Edinburgh.

[67] Li, J., & Heap, A. D. (2008). A Review of Spatial Interpolation
Methods for Environmental Scientists. Canberra: Geoscience
Australia.

[68] Adhikary, P. P., & Dash, C. J. Comparison of deterministic and
stochastic methods to predict spatial variation of groundwater
depth. Appl. Water Sci. 2017, 7, 339-348.

[69] Yang, Y., Zhu, J., Zhao, C., Liu, S., & Tong, X. The spatial continu-
ity study of NDVI based on Kriging and BPNN algorithm. Math.
Comput. Model. 2011, 54, 1138-1144.

[70] Robinson, T. P., & Metternicht, G. Testing the performance of
spatial interpolation techniques for mapping soil properties.
Comput. Electron. Agric. 2006, 50, 97-108.

[71] Semidor, C. Listening to a city with the soundwalk method. Acta
Acust. united Ac. 2006, 92, 959-964.

[72] Liu, J., Kang, J., & Behm, H. Birdsong As an Element of the Ur-
ban Sound Environment: A Case Study Concerning the Area of
Warnemünde in Germany. Acta Acust. united Ac. 2014, 100, 458-
466.

[73] ESRI. (2013). Essential vocabulary for Geostatistical Analyst.
Retrieved October 2015, from ArcGIS-Hilfe 10.1: http://resour
ces.arcgis.com/de/help/main/10.1/index.html#//0031000000
9w000000

[74] Can, A., & Gauvreau, B. Describing and classifying urban sound
environments with a relevant set of physical indicators. J.
Acoust. Soc. Am. 2015, 137(1), 208-218.

[75] Margaritis, E., & Kang, J. Soundscapemapping in environmental
noise management and urban planning: case studies in two UK
cities. Noise Mapping 2017, 4(1), 87-103.

Unauthenticated
Download Date | 4/4/18 10:16 AM

http://www.head-acoustics.de/eng/nvh_artemis.htm
http://www.head-acoustics.de/eng/nvh_artemis.htm
http://dx.doi.org/10.1080/00031305.2015.1077728
http://resources.arcgis.com/de/help/main/10.1/index.html#//00310000009w000000
http://resources.arcgis.com/de/help/main/10.1/index.html#//00310000009w000000
http://resources.arcgis.com/de/help/main/10.1/index.html#//00310000009w000000

	1 Introduction
	2 The model
	3 Sound sources recognition and profiling
	3.1 General approach
	3.2 Procedure

	4 Prediction of the perceptual attributes of soundscape 
	4.1 The rationale and procedure of the prediction model
	4.2 The study area
	4.3 Soundwalk and binaural recordings
	4.4 Sound levels
	4.5 Individual responses
	4.6 Establishment of the predictive model

	5 Soundscape map implementation
	5.1 Soundscape mapping method using GIS
	5.2 Soundscape maps of the study area
	5.3 Accuracy of the GIS implementation of soundscape maps 

	6 Discussion and conclusions

