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Abstract

This thesis describes a theoretical and experimental investigation of 
electromagnetic methods for the detection and measurement of metal fatigue cracks. 
The available methods are reviewed, with particular attention being paid to 
mathematical models, and a new model of the electromagnetic field near a metal 
fatigue crack for small skin-depths is presented which uses a surface impedance 
boundary condition with the addition of a line source to represent the crack. This 
leads to a coupled system of two magnetic scalar potentials, one on the crack face 
which obeys the two-dimensional Laplace equation and one outside the test-piece 
which obeys the three-dimensional Laplace equation. The behaviour of the field is 
governed by a parameter m = //(|ir8), where / is the size of the field perturbation, \ir 
is the relative permeability and 8 is the skin-depth. When m is small, almost all the 
flux is concentrated inside the metal and the exterior potential also obeys the 
two-dimensional Laplace equation, on the test-piece surface. When m is large, the 
perturbation part of the exterior field has a negligible effect on the field inside the 
crack so that the crack-face potential may be found by the Bom approximation. The 
general m problem is solved for rectangular and semi-elliptical cracks in flat plates, 
interrogated by uniform fields, and the solution is verified experimentally. A method 
for calculating the crack depth from the magnetic field is given, with descriptions 
of industrial applications. The theory is further developed to find the impedance 
change in an air-cored circular coil caused by a crack, to find the field near 
overlapping cracks and to find the field near a crack in an interior comer. Finally, a 
semi-empirical analysis is presented for a ferrite-cored measuring coil.
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1 Introduction
When a metal object is subject to a cyclic load it is possible for a crack to grow 

and eventually cause fracture even if the stress in the uncracked region is well below 
the yield point. This process, known as metal fatigue, is one of the commonest reasons 
for the failure of engineering components and structures and can be the cause of 
much loss of life, expense and environmental damage. Fatigue is a ubiquitous 
problem but it is of particular importance in the oil, gas, aerospace, nuclear and 
electricity industries. When fatigue is expected, it is often the practice to replace the 
vulnerable parts at regular intervals, but adequate protection can then only be 
achieved if many sound components are discarded as well as the flawed ones. 
Moreover, this approach may be unpractical if fatigue is expected in a major 
structural member. Consequently, much effort is devoted to testing components and 
structures to see if they have suffered fatigue damage and need to be replaced or 
repaired. This process is called non-destructive testing (NDT). Inspection may be 
formally defined as non-destructive if the performance of the test-piece is not 
permanently degraded by the test procedure itself. It may, in addition, be desirable 
for inspection to be non-destructive in the broader sense of allowing normal 
operations to continue. The component may even remain in service while it is tested; 
a form of inspection called condition monitoring. In order to assess the danger 
presented by a crack, it is necessary to know its size and location and to predict how 
quickly it will grow under service conditions. Quantitative NDT, with a criterion to 
determine if a component is fit for its purpose, is termed non-destructive evaluation 
(NDE).

There are several ways of inspecting for fatigue cracks, some of the best known 
of which are the visual, ultrasonic, radiographic and dye-penetrant methods. 
However, this thesis is concerned only with electromagnetic NDT methods, which 
offer a potential for quantitative work that has not, as yet, been fully exploited. The 
first chapter is a review of electromagnetic NDT methods currently in use, with the 
emphasis on mathematical modelling techniques. A distinction is drawn between 
purely magnetic methods that rely on the crack being a break in the magnetic 
permeability of the metal, and eddy-current and potential difference methods that 
rely on the crack being a break in the electric conductivity.
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The remainder of the thesis describes a new model of eddy-current and potential 
difference NDT, based on the surface impedance boundary condition, and valid

scale of -{Vig
when the skin-depth is small compared with the length of thcoraek andinterrogatmg 
■ficfth Detailed calculations of the field inside the metal are avoided by making use 
of the fact that the exponential decay profile is unaffected by the presence of the 
crack except at points immediately adjacent to the crack. It is shown in chapter three 
how one may allow for the presence of a surface-breaking crack by adding a 
line-source term to the boundary condition. The field in the exterior space and the 
field on the faces of the crack are described by two magnetic scalar potentials coupled 
together by the boundary conditions. The behaviour of the fields is shown to be 
governed by a dimensionles s parameter m which depends on the operating frequency, 
the electromagnetic properties of the metal and the length-scale of the problem under 
consideration. This parameter is a measure of the ratio of the magnetic flux in the 
exterior space in the region of the flaw to the magnetic flux inside the metal in the 
region of the flaw.

The limiting cases of small and large m are shown to correspond to two existing 
theories. When m is small, the magnetic flux is concentrated into a thin layer just 
inside the metal and the potential obeys the two-dimensional Laplace equation both 
outside the crack and inside it, with continuity of potential and normal derivative on 
the crack mouth. This behaviour corresponds to the "unfolding" model previously 
developed at UCL. In contrast, when m is large, the perturbation of the exterior field 
has no effect on the field inside the crack, which may therefore be found using the 
Bom approximation, as assumed by Auld and his co-workers at Stanford University. 
Explicit calculations for general m are presented for rectangular and semi-elliptical 
cracks in flat plates under interrogation by a uniform field. The predicted change in 
the fields has been confirmed experimentally by measuring the field near a 
rectangular notch over a range of frequencies.

Some practical applications of the model are given, including examples of 
fatigue crack length and depth measurements. The new model is used to calculate 
the impedance change for an air-cored eddy-current coil inspecting a fatigue crack 
of uniform depth. It is explained briefly how the theory can also be used to find the 
field when the flaw is a pair of overlapping cracks and when the crack is situated in 
an interior comer. Finally, the response of a ferrite-cored probe is discussed using 
a semi-empirical approach.
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2 Review of Methods of Electromagnetic NDT
2.1 General Principles

All metals are good electrical conductors in three senses relevant to NDT. 
Firstly, their charge relaxation times [1] are much smaller than the periods of the 
signals that are used. Any charges existing in the bulk of the metal decay to zero 
instantaneously and the internal charge density may therefore be neglected in any 
calculations. Secondly, conduction currents in metals always dominate 
displacement currents so that the latter may also be neglected. Thirdly, the 
conductivity of a metal is much larger than that of air or any other likely 
surrounding medium. Even sea-water typically has a conductivity about a million 
times smaller than, for example, carbon steel [2]. An interesting exception to the 
third rule occurs in some nuclear reactors where a liquid metal coolant surrounds 
the components to be inspected. Iron and steel are, of course, the most important 
industrial metals of all and many of the components that require inspection for 
fatigue are ferromagnetic, having relative permeabilities as high as 103. A fatigue 
crack, therefore, not only constitutes a very large break in conductivity but 
sometimes also a large break in permeability. Electromagnetic NDT for fatigue 
crack damage may attempt to detect either of these features. For example, if an 
electric current is established in the metal, it will be diverted by the crack and the 
consequent changes in the electromagnetic field may be measured with contacting 
electrodes or a suitable magnetometer. If a magnetic field is established in a 
ferromagnetic metal, there may also be a detectable leakage of flux from the crack 
which can be shown up with magnetic ink or measured with a magnetometer.

Mathematical modelling of the signal obtained from a crack of a particular 
size and shape is referred to as solving theforward problem. However, the ultimate 
aim of theory is to reveal as much information as possible about the crack’s size, 
shape and position from the signals, which is referred to as solving the inverse 
problem.

The discipline of fracture mechanics is concerned with the prediction of 
crack growth and remaining service life by analysing the stresses in the 
neighbourhood of a crack [3]. Information obtained from NDT is used in fracture
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mechanics assessments of cracks. The crack depth is an especially important 
quantity to know because it is needed to determine the stress field and also to 
determine how much uncracked material remains.

Time-varying electromagnetic fields inside metals exhibit the classical 
skin-effect [1]. As the frequency is increased, the fields are confined to a thin 
layer near the surface of the metal. For a uniform field in an infinite half-space 
the profile in the thin layer is an exponential decay

where z is the coordinate normal to the metal surface. The decay length 5 is 
referred to as the skin-depth and is given by

where co is the (angular) frequency, 11 is the permeability and a  is the conductivity. 
For example, the skin-depth in aluminium [4] is 0.84mm at 10kHz. At the same 
frequency in another non-magnetic metal, which had a lower conductivity than 
aluminium, it would be a little higher and in a magnetic metal it might be 
substantially lower. In mild steel, for example, the skin-depth is about 0.1mm at 
10kHz. For more complex shapes of test-piece, the formula 2.1.1 is a reasonable 
approximation if the depth of metal is much greater than 8 and the surface is flat 
on a length scale comparable with 8.

E = E0exp[(i + l)z/8l, (2.1.1)

(2.1.2)
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Fig. 2.1 Current flow near a fatigue crack at various frequencies,
5 0 %  c o n to u r s .

When the test-piece is cracked, the fields are changed significantly from the 
usual exponential decay pattern, as shown in fig.2.1. If the crack is very small 
and the frequencies are kept low, the skin-depth may be much larger than the 
crack depth, this is referred to as the thick-skin case. A surface-breaking fatigue 
crack then perturbs only a small part of the field. At higher frequencies the 
skin-depth may be much smaller than the crack depth: the thin-skin case. Such 
fields are particularly sensitive to surface breaking defects; they are, however, 
insensitive to buried defects. Therefore, the best strategy for inspection is to use 
more than one frequency. In some alloys the permeability is very sensitive to the 
chemical composition and it may be difficult to distinguish a dangerous flaw 
from a harmless minor local variation. This problem can be overcome by applying 
a large d.c. magnetic field which magnetically saturates the material [5]. The 
metal then behaves like a non-magnetic material in response to the small 
superimposed a.c. inspection signal. This technique can also be used to increase 
the skin-depth in order to detect buried flaws.

a i r

metal
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The skin-depth equation 2.1.1 can also be thought of as describing waves 
propagating into the material at different speeds. Note that the speeds 8co can be 
quite slow, for example 53 m s'1 for aluminium at 10kHz. For a uniform plane 
wave, as above, the electric field E and the magnetic field H are related by

where x  and y  are the coordinates tangential to the surface and Zsis called the 
characteristic impedance [6] of the metal.

So far it has been implied that the field is sinusoidal. Most commercial 
equipment is of this type, but it is also possible to excite the test-piece with a 
pulsed signal, which contains a spectrum of frequencies. The lower frequency 
components of the pulse travel at slower speeds and penetrate to larger depths.

2.2 Available Electromagnetic NDT Techniques
Perhaps the most widely used electromagnetic NDT method is the eddy 

current method, in which the probe is inductively coupled to the test-piece. 
Pioneering experiments were undertaken as early as 1879 by Hughes [7] who 
demonstrated a device which could distinguish between different metal samples 
and suggested using it to detect counterfeit coins. The technique then developed 
slowly until the introduction of electronic measurement circuits, such as that 
described by Vigness, Dinger and Gunn in 1942 [8]. Their electronics relied, of 
course, on vacuum tube technology. Development then became much more rapid 
with extensive research conducted for example, by Forster et al. [9]. A thorough 
description of eddy-current NDT methods was given in a book by Libby [10] in 
1971, by which time techniques such as multi-frequency and pulsed excitation 
had become well established.

Ex = ZsHy,

Ey = ~ZsHx,

cr 5

(2.1.3)

(2.1.4)

(2.1.5)
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Fig. 2.2 Eddy-current non-destructive testing

In the usual modem variant, shown in fig.2.2, a coil is passed over the test 
piece and its complex impedance monitored using an a.c. bridge circuit. If a 
current flows in the coil it induces eddy-currents in the metal which are perturbed 
by the presence of a flaw. The flux through the coil, the induced voltage across 
the coil and the measured impedance are also changed. Coils are manufactured 
for specific applications, for example: they may be wound around the outside of 
a tubular test-piece, or on a bobbin to go inside a tube, or in the form of a pencil 
probe to inspect surfaces in general. Ferrite cores may be used to increase the 
flux coupling with the coil and the probes may also be shielded to concentrate 
the field in the region immediately beneath the probe. It is conventional to display 
the complex impedance plane on a storage oscilloscope and to rely on the 
operator’s skill to distinguish the signature of a flaw from spurious signals such 
as a change caused by a pencil probe being lifted off the surface.

Although the use of one coil has the merit of simplicity, more complex 
arrangements can improve the sensitivity. For example, two balanced coils, 
wound in opposite senses, can be connected in series to make a differential coil 
eddy current probe. Separate exciter and receiver coils can be used, each one 
optimized for its purpose. For this type of probe, the impedance measured is the
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mutual inductive reactance. One arrangement, referred to as an eddy current 
reflection probe [11] employs a large exciter coil and a small differential pair of 
receiver coils.

Eddy current probes are usually placed as close as possible to the region to 
be inspected and it is generally true that the signals depend only weakly on objects 
further away. This is a consequence of the fact that the fields are quasistatic rather 
than radiative. Another way of looking at this is to say that the flaws and probes 
are much too small to act as efficient antennae at the frequencies used. However, 
the small signal detected by a receiver coil placed far from an exciter coil may 
still contain useful information about the region between them. This remote field 
eddy current technique was originally devised by Schmidt [ 12] to inspect oil-well 
casings for corrosion and has also been applied to large diameter pipelines [13]. 
Low frequencies and d.c. magnetic saturation are used so that eddy currents 
generated on the inside of a piece of tubing penetrate to the outer surface as well.

In some circumstances it is possible to make electrical contact with the 
test-piece and fatigue cracks can then be measured by potential difference crack 
sizing. An electric current is injected into the metal or induced in it and the 
potential difference between two points on the surface is monitored. If a crack 
cuts the surface in the region between the two contacts the p.d. is increased: the 
deeper the crack the bigger the increase. Both direct current potential difference 
(DCPD) and alternating current potential difference (ACPD) variants exist

The idea of using DCPD measurements for crack detection and sizing arose 
out of work by B M Thornton and W M Thornton [14] on the problem of section 
thickness measurement, reported in 1938. Another early system was described 
by Trost [15] six years later. When used on small laboratory samples [16], DCPD 
can detect incremental crack growth to within 50jim under favourable conditions 
and often requires only simple electronics. Unfortunately, it is not well-suited for 
large objects because the current that needs to be supplied to obtain a measurable 
potential difference is very large. Even a sample of a few centimetres in size 
might require 50A. Thermal emf 's can cause errors in d.c. systems if precautions 
are not taken to maintain constant temperature [17] which is especially
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inconvenient for experiments investigating fatigue over a range of temperatures. 
Another problem is that the d.c. itself can cause unwanted electrochemical 
phenomena [18] in corrosion-fatigue experiments.

At high frequencies, the skin-effect causes the effective resistance of a piece 
of metal to be much higher than its d.c. value. Therefore, the p.d. obtained from 
a given current is also much higher. Moreover, thermal e.m.f.’s and 
electrochemical problems are eliminated and it is possible to use frequency and 
phase discrimination to improve the signal to noise ratio. A number of authors 
[18],[19],[20] described ACPD systems designed to take advantage of some of 
these ideas and by 1980 Dover et al. [21],[22],[23] had developed a successful 
instrument that measured the ACPD with a filtered amplifier and synchronous 
rectifier, phase-locked to a current source. Recent versions of this device employ 
a 2A current at 6kHz and have been used for large scale laboratory fatigue tests 
and also to inspect off-shore structures, pressure vessels and a variety of other 
industrial plant. The main problems arise from the fact that the potential 
differences that are measured are still very small, perhaps lOpV. Large common 
mode interference signals are often encountered but phase discrimination helps 
to overcome this difficulty because the interference is usually out of phase with 
the desired voltage. Unwanted signals can also be induced in the probe leads, this 
problem being especially troublesome with non-magnetic materials. 
Nevertheless, measurements of crack depth can be found with a precision of about 
100p.m. Potential difference methods have the advantage of not requiring any 
measurement of the height of the probe above the surface and often need only 
relatively simple modelling, as will be discussed in section 2.4.

One of the most important industrial crack detection techniques is magnetic 
particle inspection (MPI), which is a purely magnetic method and suitable only 
for ferromagnetic metals [4],[24]. A large magnetic field, approaching saturation 
strength, is applied to the test-piece, which is then sprayed with magnetic ink. 
Flux leaking from a surface-breaking crack creates a region with a strong local 
magnetic field which polarises and attracts the ink particles, causing them to 
accumulate at the crack mouth so that it is revealed as a bright line. Refinements 
include the use of ink that fluoresces under ultra-violet light to improve contrast,
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and the use of Hall probes to measure the applied field to make sure that it is 
strong enough. No information is obtained about crack depth by the usual MPI 
test methods but a technique for estimating depth was proposed by Adhikari [25]. 
He masked the crack with increasing thicknesses of cellulose adhesive tape until 
no indication remained and took the final tape thickness as his estimate of depth. 
No justification has been given for the underlying assumption that the leakage 
field from the crack extends vertically into space to a distance of one crack depth 
and the technique can also be criticised because the point where the crack 
indication vanishes is subjective. However, Adhikari obtained some surprisingly 
good experimental results on shallow cracks.

Hall probe or fluxgate magnetometers can also be used to measure the field 
near a flaw in a ferromagnetic metal. This technique is used, for example, in the 
British Gas "pig", an inspection vehicle that travels along the inside of gas 
pipelines, driven by the pressure of gas [26]. Magnetic particle inspection would 
be very difficult to apply to such a test-site, because of its inaccessibility.

An unusual magnetic flaw detection system was described by Owston [27] 
in which an eddy-current coil and d.c. bias coil were used to find changes in 
incremental permeability of a magnetised tube. Superficially, this resembles an 
ordinary eddy-current test, but because the d.c. component does not exhibit the 
skin-effect, deeply buried flaws can be detected.

2.3 Modelling of Eddy Current Systems
Classical electromagnetic fields are described, of course, by the famous set 

of partial differential equations which were presented by J C Maxwell [28] in 
1864, some years before Hughes’ experiments on his "induction balance" 
eddy-current instrument. However, adequate experimental testing of theoretical 
predictions of probe response only became possible after the introduction of 
electronic measurement. A review of theoretical models of eddy-current NDT 
was presented by Lord and Palanisamy [29] in 1981. Early papers gave solutions 
for probe responses to unflawed samples only. Lord and Palanisamy attributed 
to Forster and Stambke [30] the calculation of the impedance of a cylindrical coil
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concentrically wound around a cylindrical rod and to Waidelich and Renken [31] 
the equivalent solution for a circular coil over a conducting plane. These axially 
symmetric problems were solved using analytic methods.

A model of flaw detection was produced by Burrows [32] in which the flaw 
was approximated as a dipole. He restricted his analysis to low frequencies such 
that the skin-depth was much greater than the flaw size. As explained above, this 
is not an appropriate mode in which to inspect for surface-breaking fatigue cracks. 
Burrows used the Lorentz reciprocity theorem [1] to show that, in two coil 
systems, it is immaterial which coil is used as the exciter and which as the receiver.

With the advent of high-speed digital computers, evaluation of more 
complex theories became feasible. Dodd and Deeds [33] generalised the axially 
symmetric solutions to cover the problem of a coil encircling a conductor with a 
concentric layer of a different conductor and also the problem of a coil over a 
two-layer conducting plane. They included a term taken from Burrows * theory 
to model the effect of a flaw. Kahn, Spal and Feldman [34] found solutions for 
eddy currents near the lip and tip of a long fatigue crack and by joining these 
solutions constructed an approximate theory valid for situations where the crack 
depth was as small as four times the skin-depth. Spal and Kahn [35] produced 
the first model of the eddy-currents near a fatigue crack which was valid for all 
skin-depths. In this paper, they considered the case of a tight radial crack in a 
circular cylinder and found solutions using eigenfunction expansions. In a later 
paper they used the boundary integral equation method (BIE) [36] to generalise 
their model to cylinders of arbitrary cross-section and opened up the prospect of 
BIE solutions for a much wider range of geometries.

The BIE method can be most easily understood from the example of its use 
in solving Laplace’s equation

V V  = 0. (2.3.1)

The Green’s function for this equation obeys

V1G(x,x') = U .x-x'), (2.3.2)
A/ A/ #*✓ <V

where 8 here denotes the Dirac delta function. Application of the symmetric form 
of Green’s theorem to \\f and G over a volume V, bounded by a surface 5, gives
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J(yV2G-GVV)dV= J  y ^ - G ^ j d S ,  (2.3.3)
V S' -  'V S

where the derivatives with respect to n denote spatial derivatives in the 
direction normal to S.
Substitution of 2.3.1 and 2.3.2 in 2.3.3, followed by integration over the delta 
function, gives the boundary integral equation

The BIE method is implemented numerically by dividing the boundary into 
elements and approximating the potential within each element by a parametric 
equation so that the field is characterized by a set of unknown parameters. When 
the BIE, expression 2.3.4, is applied at all points on S, subject to the relevant 
boundary conditions, a matrix equation for these unknowns is obtained, which 
is then solved to find the boundary field. This method is referred to as the boundary 
element method (BEM). BIE methods can be applied to other problems, providing 
that a suitable Green’s function is known. The BIE does not give the field at all 
points inside the volume V but this is not needed to find the probe response in 
NDT problems.

In ultrasonics it is often the practice to employ the Bom approximation of 
wave scattering theory [37], which involves neglecting the back-scattered wave 
when calculating the field on the flaw surface. Auld et al. applied this concept to 
eddy-current modelling of thin-skin fields near surface breaking fatigue cracks 
[38],[39]. They began by finding a series solution for a rectangular shape and 
went on to model semi-elliptical cracks using a finite difference method. In this 
work, the Lorentz reciprocity relationship was used to infer the impedance change 
directly from the flaw field, without first calculating the flux coupling with the 
receiver coil. Moulder et al. [40] verified these models experimentally for two 
cylindrical air-cored probes (quantitatively) and for a ferrite-cored probe 
(qualitatively). This was the first time that the effect of the two-dimensional shape 
of a crack on an eddy current system had been taken into account. The Lorentz 
reciprocity relationship is an exact theorem which can be derived rigorously from

(2.3.4)
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Maxwell’s equations and is therefore applicable to all electromagnetic fields 
whether radiative or not. The Bom approximation, however, is a wave scattering 
result that, at first sight, would not be expected to apply to quasistatic fields such 
as those encountered in NDT. In chapter 3 it is explained how a general thin-skin 
model can provide a criterion to determine when the Bom approximation is 
applicable. Auld’s model is simplest to evaluate when the eddy-current probe 
gives a uniform field in the unflawed region. Moulder et al. [41] constructed such 
a device and were able to invert to find the depth of both electric-discharge 
machined (EDM) notches and fatigue cracks in titanium alloys.

Palanisamy and Lord [42] first applied the finite element method (FEM) to 
eddy current NDT analysis, solving a problem similar to one treated analytically 
by Dodd and Deeds. Essentially, FEM is a numerical technique based on the 
calculus of variations. The region of interest is divided into cells and the fields 
or potentials are approximated with simple parametric equations within each cell. 
The governing partial differential equations are then solved by minimizing some 
suitable functional, such as the energy, with respect to the parameters. Although 
requiring intensive computation, FEM has the advantage of being able to deal 
with ferrite-cored probes and, in principle, with inhomogeneous and anisotropic 
materials. Atherton et al. [43] and Lord [44] et al. have used FEM to model the 
remote field effect, confirming that it can be understood as a quasistatic 
phenomenon rather than a radiative one. French and Bond [45] have calculated 
the eddy currents near slots 0.5,1 and 2 skin-depths deep using a FEM model of 
the field inside the metal. However, if the same technique was applied to a 
thin-skin problem, a prohibitively large number of elements would be needed.

With the exception of the general skin-depth models of Kahn et al., it has 
also proved difficult to apply the boundary integral equation method to thin-skin 
problems with cracks. A BIE model of a cuboidal cavity was published by 
Beissner [46], but, in this work, he restricted his calculations to the thick-skin 
case. S K Burke [47] used the BIE to calculate the impedance change of an eddy 
current probe brought near to the edge of a metal block and compared his results 
with an analytic solution [48] in the thin-skin limit. Very good agreement with 
experiment was obtained.
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Electromagnetic fields are usually described by partial differential equations 
and boundary conditions. An alternative and equivalent formulation uses the 
concept of action at a distance. In this description, contributions from all of the 
charges, currents and electric and magnetic dipoles of media are summed to find 
the electromagnetic field at each point. For example, the magnetic field due to 
the currents is given by the Biot-Savart law [1]. In the volume integral method 
of electromagnetic modelling the entire region of interest is discretized and the 
relationships between the fields, currents, conductivities, permeabilities, charges 
and dipoles expressed as large matrix equations which are then solved, usually 
on a supercomputer. A solution to the inverse problem can therefore be found a 
priori, at least in principle. The size of the set of linear equations and, therefore, 
the time needed to solve them is reduced in certain special cases, for example 
quasistatic problems and problems not involving magnetic media.

Prompted by its success in modelling geophysical problems, H A Sabbagh 
andLD Sabbagh [49] applied the volume integral method to flaw shape inversion. 
Fair agreement was found when their algorithm was used to find the shape of 
circumferential notches on the interior of a stainless steel pipe [50]. The comers 
of rectangular notches were poorly reconstructed. Dunbar [51] rederived 
Burrows* formula for a spherical flaw by the volume integral method and 
suggested pure volume integral and hybrid finite element/volume integral 
methods for NDE forward problems, again drawing on previous work in 
geophysics. McKirdy [52] refined Dunbar’s pure volume integral model to give 
excellent agreement with the experimental measurements of S K Burke [53] for 
a coil over a cuboidal notch in aluminium. Whilst Dunbar pointed out that the 
method is sufficiently general to be applied to ferromagnetic test-pieces, all these 
calculations were restricted to non-magnetic ones. In common with FEM, the 
volume integral method is computationally intensive but very flexible. Volume 
integral calculations for advanced problems involving ferrite-cored probes 
[54],[55] and anisotropic media [56] have been performed more recently by H A 
Sabbagh, L D Sabbagh and Bowler. Jenkins and Bowler have also used volume 
integrals to model an air-cored reflection probe [57].
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In the thin-skin limit, the tangential variation of the fields takes place on a 
length scale much greater than the normal variation due to the skin-effect, except 
at the crack itself. Locally, therefore, the fields resemble uniform plane waves 
and E and H are related by equations 2.1.3,2.1.4 and 2.1.5. Senior[58] attributed 
to M A Leontovich the idea of using this set of relationships as a boundary 
condition on the fields outside the conductor. It is usually known as the surface 
impedance boundary condition (SIBC) and is a highly appropriate approximation 
for NDT calculations because it enables the effort of computation to be put into 
calculating the fields that couple with the receiver rather than into the irrelevant 
calculation of the detailed behaviour inside the metal. Fawzi, Ahmed and P E 
Burke [59] have compared eddy current boundary integral calculations with and 
without the SIBC and their calculations were refined in a later paper by Ahmed, 
Lavers and P E Burke [60]. The use of a BIE/SIBC formulation in NDT was 
proposed by Nicolas [61], and Davey and Turner [62] solved both steady state 
and transient problems in simple shell structures by this method. Davey and 
Turner pointed out that the SIBC could also be used in finite element and finite 
difference calculations. The application of BIE/SIBC methods to flaw detection 
was developed by Beissner [63],[64],[65] who used reciprocity to write the 
impedance change in terms of scalar potentials. Beissner and Graves [66] 
extended this boundary element solution to ferrite cored probes. Unfortunately, 
the BIE expressions become singular inside a closed crack and numerical 
evaluations of Beissner*s model by Ogilvy et al. [67] had to be restricted to open 
notches. However, agreement with experimental measurements on an EDM notch 
was good.

In its usual form, therefore, the SIBC is not applicable to a surface broken 
by a fatigue crack, which is a major limitation on its use in NDT. The main original 
work contained in this thesis is an extension of the surface impedance boundary 
condition to incorporate the presence of a surface breaking fatigue crack. The 
crack is considered to act as a line source of magnetic flux, with a strength 
proportional to the cross-crack potential difference. The justification for this 
approach is given in chapter 3. It is also shown that, under certain conditions, the 
model reduces to the Bom approximation used by Auld et al.
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In order to find crack depth, eddy current probes are sometimes calibrated 
against a set of notches of various depths, cut in a block made of the same material 
as the test-piece. An objection to this method is that it is not known if an open 
notch changes the probe impedance in the same way as a closed crack. In chapter 
3 it is shown that a correction factor can be included in the extended surface 
impedance model to take account of finite notch opening. Using calibration 
against notches, Oaten and Blitz [68] were able to size fatigue cracks in mild steel 
by the touch method. This consists of lowering the eddy current probe vertically 
onto the metal surface. Their success is consistent with the fact that the correction 
factor to the SIBC model of chapter 3 is, under some circumstances, negligible 
in ferromagnetic materials.

Fatigue cracks can occur in thin metal sheets as well as in bulk components. 
When a.c. fields are used to inspect this type of test piece it is possible for the 
skin-depth to be thicker that the test-piece. An analytical model of this situation, 
proposed by S K Burke and Rose [69], is valid for cracks much longer than the 
coil diameter. More recently, they have developed a general theory [70],[71] in 
which the crack is represented by a line of vortices in the current field. The plate 
was shown to be characterised by a length scale b2/h where h is the plate thickness 
and 8 the skin-depth. They presented solutions for the limiting cases valid when 
the crack is long or short compared with this length and gave a numerical solution 
for the intermediate case. Burke [72] also extended the solution to the problem 
of two thin conducting plates separated by an insulating layer, one of the plates 
being cracked. All of these models were verified experimentally. The basic 
problem of a crack penetrating a thin plate was also treated by Rodger [73] using 
FEM.

Finally, it should be mentioned that some models of potential difference 
crack measurement, discussed in the next section, have been applied to eddy 
current systems. An example is the work of Sad^eghi and Mirshekar-Syahkal 
[74],[75] which uses the unfolding theory of Collins, Dover and Michael, 
discussed in detail in the next section, to model an eddy-current probe employing 
a single wire U-shaped inducer. The ACFM probe described in chapter 4 also 
uses a crack depth inversion scheme based on the unfolding theory.
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2.4 Modelling of Potential Difference Methods
Calibration of DCPD measurements traditionally relied on comparison with 

some analogous electrical system that had an adjustable feature to represent the 
crack, for example, a thin foil with a razor slit or a tank of electrolyte in which 
was suspended a sheet of insulating material [76]. Direct currents flowing in a 
good conductor obey the 3-dimensional Laplace equation for each component,

W = o .
dx2 dy2 3z2

(2.4.1)

Since Laplace’s equation does not contain any material constants, calibration 
analogues can be made from any homogeneous conducting material of 
appropriate geometry. Such calibrations require tedious experimental work which 
may have to be repeated if there is any change in the DCPD test conditions. 
Moreover, it is often difficult to achieve the same accuracy in the calibration 
measurements as can be achieved in the DCPD test itself. Mathematical modelling 
is used to overcome these difficulties by eliminating the need for calibration.

Fig. 2.3 Equipotentials (broken) and streamlines (solid) for a DCPD test
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Translationally symmetric problems, where there is no variation on z, have 
currents obeying the 2-dimensional Laplace equation which is satisfied if the 
components of the field E are the x  and y  derivatives of a potential that itself 
satisfies Laplace’s equation or, equivalently, the real and imaginary parts of an 
analytic function (fig.2.3). Johnson [77] found a suitable function to model DCPD 
systems using as a boundary condition the requirement that no current can cross 
the crack. He considered in particular the growth of a fatigue crack from a starter 
notch, showing that the crack length can be inferred from the ratio of potential 
differences measured on the specimen in the cracked and uncracked state. It is 
not necessary to know the conductivity or field strength to evaluate his formula. 
The estimate of crack length is given in proportion to the specimen width (the 
meanings of the terms "crack length" and "crack depth" depend on the geometry 
of the sample and are used in different ways by different authors). Picking a 
suitable analytic function that satisfies the appropriate boundary conditions is 
equivalent to finding a conformal mapping that transforms the problem of interest 
into one for which a solution is known. This analytic approach has the advantage 
that it often gives the solutions in closed form. Schwalbe and Hellmann [78] 
pointed out that Johnson’s formula gives an approximate model for DCPD 
measurements on the most common laboratory test geometries: the 
centre-cracked tension (CCT), single-edge-notched bend (SEN) and compact 
tension (CT) specimens.

Numerical methods have also been used to model DCPD in more detail. 
Ritchie and Bathe [79] used the finite element method to calibrate DCPD and 
Aronson and Ritchie [80] used this type of calculation to optimize the positioning 
of the contacts in a compact tension specimen. Nath [81] et al. Used both FEM 
and BIE methods for DCPD in CT and SEN specimens and concluded that 
Johnson’s formula underestimates crack depth in the CT specimen. Unlike the 
conformal mapping method, FEM is not restricted to 2-dimensional problems, 
however, the computation times for 2-d cases are much shorter.
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Fig. 2.4 Crack depth measurement using ACPD.

A particularly simple 1-dimensional formula exists for crack depth 
measurements by the ACPD method (fig.2.4) when the skin-depth is small, if the 
crack is of uniform depth. The p.d. measured in the uncracked region by a probe 
of length / is

where E is the field strength. When the probe straddles a crack of depth b, the 
currents must follow a longer path and the p.d. is therefore increased to

Solving the simultaneous equations 2.4.2 and 2.4.3, one obtains the crack depth

This formula is only applicable-if  the-ficld if the field is uniform. In particular, 
if the crack is short (in the direction perpendicular to the plane of the paper in 
fig.2.4), some of the current will go around the ends, rather than underneath, so 
that the 1-d formula 2.4.4 underestimates the crack depth. Fig.2.5 shows a section 
through a test-piece with such a crack; the electric field is applied in they direction.

Vr = El, (2.4.2)

Vc = E(l+2b). (2.4.3)

(2.4.4)
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section
Fig. 2.5 Section through a test-piece with a short crack

A great deal of experimental and theoretical work on ACPD has been 
performed at University College London by Dover, Collins, Michael and 
co-workers. This was prompted by the need to measure fatigue crack growth in 
welded steel tubular joints, of the type used in off-shore structures. The tubes 
concerned are of the order of 0.5m in diameter and, as explained above, the DCPD 
technique is unsuitable for use in such large objects. Having developed the 
technique for this purpose, they also applied it to other types of test-piece, 
including non-ferromagnetic ones. One of the aims of this thesis is to show that 
much of the theory of ACPD developed in this programme is relevant to 
eddy-current testing and vice versa. Most ACPD modelling assumes that the 
incident field is uniform, so it is most readily applicable to uniform field 
eddy-current probes.

In their original paper on ACPD, Dover, Charles worth, Taylor, Collins and 
Michael [21] derive a correction factor to the one-dimensional formula 2.4.4. 
Their analysis begins with the eddy-current equation

^ E
■ = r E (2.4.5)

dx2 dy2 dz2

for the field inside the metal. In this equation k2 = ifiaco is assumed to be constant.

In order to describe the thin layer of current they took a Laplace transform on z, 
that is to say, they assumed a z dependency of the form exp(s'z), so that
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(2.4.6)

They then observed that for a uniform field s=k and, since s and k are independent 
of x  and y, infer that s=k also for a uniform field perturbed by the presence of a 
crack. This is not strictly correct, because the field in general will include 
contributions from modes with different values of s, including modes that are 
zero in the unperturbed region but have s not equal to k. When s is taken to be 
equal to k everywhere, 2.4.6 reduces to the two-dimensional Laplace equation.

Fig. 2.6 The unfolding model

Dover et al. considered the two-dimensional Laplace equation to apply to 
the fields on the surface of the test-piece and also on the two faces of the crack, 
with the field components continuous at the crack mouth (BOD in fig.2.5) and 
the crack bottom-edge (BCD in fig.2.5). The field was found by solving a 
two-dimensional potential problem over the top surface and crack faces subject 
to the boundary condition of a uniform incident field. Continuity of the field 
components on BOD is ensured automatically and continuity across BCD is

unfolded problem
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imposed by making the electric potential zero on ABCDE so that the bottom edge 
is a line of symmetry. Fig.2.6 shows the resulting field on one side of ABCDE; 
the broken lines are electric equipotentials and the solid lines are currents. They 
referred to their solution as the "unfolding" model because the surface of fig.2.6 
is produced by unfolding the surface of fig.2.5 along the line ABODE. Using this 
unfolding model and conformal mapping, Dover et al. calculated correction 
factors to the ACPD one-dimensional formula for a crack of circular-arc form. 
In chapter 3, it is shown that the unfolding model can be derived as a limiting 
case of the extended surface impedance model. The relevant limit occurs for short 
cracks in strongly ferromagnetic metals, which explains why Dover et al. reported 
good agreement with experimental measurements in mild steel plates. It must be 
stressed that Laplace’s equation in ACPD is not applied in the same way as it is 
in DCPD and the rationale for its use is quite different.

Different conformal maps provide models of other shapes of crack. The 
Schwarz-Christoffel transformation [82] is a well known algorithm for generating 
conformal maps of polygonal shapes and was used to model rectangular and 
triangular [83] cracks. Whilst these shapes are not encountered in practice, they 
give potential differences that differ very little from those given by more realistic 
shapes. Shang et al. [84] used the Schwarz-Christoffel transformation in an 
approximate analysis of the fields near a crack in the comer of a specimen. In the 
original circular-arc model a two-stage trigonometric mapping was used, but the 
same field can be generated in a single step by using an algebraic mapping called 
the Kdrmdn-Trefftz transformation. A second application of this mapping gives 
the field near the bow-shaped crack formed by two cracks running into each other 
[85], which is of common occurrence in practice. Sometimes, especially on 
tubular welded joints, cracks occur with a thin line of metal bridging the two 
faces. Michael and Collins [86] gave a simple algebraic transformation that can 
be used to find the fields near such a line contact on a uniformly deep crack. It 
is also possible to combine this map with, for example, the Karman-Trefftz to 
give a circular arc with a line contact. Two other useful mappings were given in 
the same paper. The first transforms fields that are zero at infinity to fields with 
periodic boundary conditions, which occur on the surface of cylindrical
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test-pieces. The second is applicable to a crack that penetrates right through a 
plate. Such through-crack problems were discussed in detail in a more recent 
paper [87].

It is, of course, possible to use other methods of solving the two-dimensional 
Laplace equation in the unfolding model. In particular, a Fourier series solution 
was derived by Collins et al. [88],[89] for semi-elliptical cracks, which yields 
potentials that are slightly different from those of a circular arc of the same aspect 
ratio. Using finite differences, Haq et al. [90] solved the unfolded problem for 
overlapping rectangular cracks. Whatever method is used, the advantage of the 
unfolding model is that the surface field distributions can be found by solving a 
two-dimensional problem only.

Given sufficiently detailed and accurate measurements of the cross- crack 
potential difference, it is possible to infer the complete profile of the crack. An 
iterative algorithm, which relies in part on the intuition of the user, was developed 
by Connolly et al. [85] to invert in this way. He used the boundary element method 
to solve the unfolded problem at each stage of the iteration. Bipolar coordinates 
were used to handle singularities at the crack ends. More recently, a single-step 
inversion algorithm was published by Mclver [91], which requires the user to 
give only one parameter. Both of these algorithms use the unfolding concept and 
so are valid only for short cracks in ferromagnetic metals. Shape inversion seems 
to be numerically unstable in principle, so it is always necessary to include some 
artificial smoothing. It is shown in chapter 3 that the potential difference across 
a semi-elliptical jcrack differs by, at most, about 5% from the p.d. across a 
rectangular crack. Very accurate measurements are therefore needed if inversion 
routines are to show the bottom comers of a rectangle. This conclusion is also 
true of the volume integral inversion routine of Sabbagh and Sabbagh [50] for 
circumferential notches, described above.

When an a.c. field is of sufficiently low frequency that the skin-depth is 
much greater than the crack depth, the right-hand side of 2.4.5 is negligible and 
the field may be regarded as a d.c. field for theoretical purposes. This can happen 
even at kHz frequencies in a poorly conducting non-magnetic metal. Michael et 
al. [92] modelled ACPD tests on threaded bolts made of titanium and Inconel in
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this way, mapping the thread shape onto a straight line. Thin-skin ACPD gives 
a depth measurement according to the one (or two) dimensional path only and is 
therefore insensitive to the angle 0 which the crack face makes with the metal 
surface. In situations where this is likely to differ significantly from 90°, it is thus 
not possible to say, from the thin-skin data alone, whether the crack is close to 
penetrating through the test-piece. Lugg et al. [93] investigated the use of 
thicker-skin fields to measure crack inclination. An important practical 
conclusion from this work was that an inclined crack could be immediately 
recognized by the asymmetric shape of the ACPD signal as the probe traverses 
the crack.

Fig. 2.7 Comparison of the crack depth estimates given by ACPD and TOFD.

This inability of thin-skin ACPD to determine crack inclination is a 
limitation that applies to all high frequency techniques, as will be shown from 
the SIBC model in chapter 3. Although a detailed comparison of the various NDT 
methods for measuring crack depth is beyond the scope of this thesis, it is 
worthwhile contrasting the depth estimates of ACPD and ultrasonic time of flight 
diffraction (TOFD) [94]. The former gives the distance in the plane of the crack 
face from the surface to the crack tip whilst TOFD gives the vertical distance 
from the surface to the crack tip. The TOFD depth estimate (fig.2.7) is found by 
measuring the time taken for an ultrasonic wave to propagate between two 
transducers T via the crack tip. The transducers are moved, keeping their 
separation constant, until the time of flight is a minimum, which indicates that
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they are symmetrically positioned about the crack tip, and the depth dt is then 
inferred by triangulation. Crack inclination could be deduced by making an ACPD 
depth measurement dt and using the formula

e = cos~\djda). (2.4.7)

The two techniques are also complementary in the sense of relying on different 
material properties. A discrepancy between the two depths should not, therefore, 
be interpreted as an indication of crack inclination until the possibility of local 
changes in material properties has been eliminated.

It is impossible in practice to construct a probe that only measures the surface 
electric potential difference. Inevitably there is always some inductive coupling 
as well, although it can be minimized by careful probe design. This effect is 
especially strong in non-magnetic materials where the flux density outside the 
metal is of the same order of magnitude as it is inside the metal. When ACPD 
measurements are made on open notches, rather than closed cracks, a finite 
inductance arises just from the geometry of the test-piece. Mirshekar-Syahkal et 
al. [95] derived a correction to the one- dimensional formula which allows for 
the voltage induced by the magnetic field in a notch or because of probe design. 
The notch correction factor is incorporated into the extended SIBC model in 
chapter 3.

2.5 Modelling of Flux Leakage Methods
Flux leakage methods are discussed here rather briefly because they are less 

relevant to the remainder of the thesis and because the literature has been reviewed 
recently by Jiles [96].

Calculations of leakage fields from cracks in ferromagnetic metals were 
made by Zatsepin, Shcherbinin [97],[98],[99] and other workers in the Soviet 
Union from 1966. At this time, computers powerful enough to solve complex 
magnetostatic problems numerically were unavailable so they used approximate 
analytical solutions in which the flaws were modelled as point, line or strip 
dipoles. Verifying experiments were also conducted.
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Hwang and Lord [100] applied finite element analysis to leakage field 
calculations and this method has been further developed by Lord et al. [ 101] and 
Atherton et al. [102],[103]. An important advantage of FEM for this application 
is that it is potentially possible to allow for the non-linear and hy steretic behaviour 
of strongly magnetised materials. Flux leakage is quite different in this respect 
from eddy-current NDT, where the magnetisation is always much smaller than 
that required for saturation and it is reasonable to neglect these effects. Forster 
[104] reported poor agreement between Hall probe field mapping experiments 
and FEM calculations.

It might have been imagined from the development of the subject that the 
possibility of finding analytic solutions had by now been completely exhausted. 
However, in 1986 Edwards and Palmer [105] used the method of images to find 
the surface polarity inside a long semi-elliptical notch and showed that the polarity 
inside a narrow notch or crack is nearly constant, as assumed by Zatsepin and 
Scherbinin [97]. They also calculated the magnitude of the polarity in terms of 
the applied field and predicted the field outside the notch by substituting this 
dipole strength into the expressions of Zatsepin and Scherbinin. This prediction 
was confirmed by Hall probe measurements. Edwards and Palmer also discussed 
the significance of their results for practical MPI testing and concluded that an 
applied field strength of the order of hundreds or thousands of Am'1 is needed to 
detect a crack. For comparison, the British Standard [24] in most circumstances 
recommends that the field exceed 2400Am1.

Magnetic particle inspection is a quantitative technique only insofar as it 
shows the crack length on the surface - only a crude estimate can be made of the 
crack depth. Modelling studies are therefore conducted with the aim of optimizing 
sensitivity and reliability [106] rather than of determining crack profiles. McCoy 
and Tanner [107] used the magnetic field of Edwards and Palmer to find the 
equations of motion of small magnetic particles in a viscous fluid. From a 
computer simulation of the MPI process, based on these equations, they concluded 
that 20|im particles gave better contrast then 10|im particles and that the optimum 
viscosity of the carrier fluid was around 0.7 mPa s, close to that of the light oils 
used in practice.
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3 Theory of the Extended Surface Impedance Model
3.1 Introduction

Beginning from Maxwell’s equations, this chapter explains how the field 
near a crack in the surface of a metal object may be derived from a scalar potential 
and how the field inside the metal may be accounted for by using the surface 
impedance. The effect of the crack itself is modelled by considering it to act as 
a line source, described mathematically using a Dirac delta function. A boundary 
condition on the scalar potential is derivedfrerrrthes&-principles-. It is also shown 
that on the crack face itself, the field obeys Laplace’s equation in two dimensions.

Two important limiting cases are then discussed, governed by the 
dimensionless parameter m = a/(qr5) where a is the length scale of the problem. 
When m is large, the new boundary condition is shown to reduce to the simple 
requirement that the component of magnetic flux normal to the metal surface is 
zero. This is the condition that was used by Auld et al. in their Bom approximation 
model. Conversely, when m is small, it is shown that the new boundary condition 
implies that the field on the metal surface obeys Laplace’s equation in two 
dimensions, just as it does on the crack face. Therefore, if the scalar potential is 
symmetric about the crack line, the unfolding model of Collins, Dover and 
Michael is correct.

The model is further developed for the specific example of a crack in a half 
space, interrogated by a uniform field. It is shown by symmetry that a uniform 
field parallel to the crack is not perturbed at all, so only the component of the 
uniform field perpendicular to the crack is considered. A Fourier transform 
solution is obtained which enables the scalar potential to be written in terms of 
the cross-crack potential difference. In the limiting cases, it is shown that the field 
at any point in the three-dimensional space outside the crack can then be found 
immediately by using the existing solutions, the conditions for their validity now 
being known. For the intermediate case, new solutions, using series methods, are 
given for rectangular and semi-elliptical cracks, and they are shown to be in 
agreement with the earlier models in the limiting cases. A brief description of a 
boundary element solution, due to Mclver, is also given.
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Fig. 3.1 Coordinate system and terminology.

The coordinate system and terminology for the different parts of the crack shown 
in fig. 3.1 will be used throughout the thesis, except where stated otherwise.

3.2 Derivation of the Surface Impedance Boundary Condition
Classical electromagnetic fields obey Maxwell’s equations

div D =p, 

div B =0,

i p  3B curl E = ——,
ot

. 9D 
curl H =J+-^->

(3.2.1)

(3.2.2)

(3.2.3)

(3.2.4)

together with the relationships
B = pH, (3.2.5)

D = eE, (3.2.6)

which are used to account for the effects of the dipoles of media. In this thesis, 
only isotropic media will be considered, so the permeability p and conductivity 
a  are scalars. It will also be assumed that the media are homogeneous, so p and 
a  are constants. As discussed in chapter 2, it is usually the practice to work with 
individual frequency components when making NDT measurements, so a time 
dependence of the form exp(icor) will be assumed. Assuming the test-piece is 
surrounded by air, or some other medium whose electromagnetic properties
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closely resemble those of free-space, the charge and current densities are zero 
and Maxwell’s equations in the external region, for each frequency component, 
are

div E =0, (3.2.7)

div B =0, (3.2.8)

curl E = -icoB, (3.2.9)

curl B = icojioeoE. (3.2.10)

It is well-known that solutions to these equations may be written in terms of 
travelling electromagnetic waves with speed c = (p êo)-172, the speed of light. 
However, in NDT problems the free-space wavelengths are always much larger 
than the scale of the problem, so the time taken for a wave to propagate over the 
region of interest is negligible compared with 1/co. For example, the minimum 
free-space wavelength likely to be encountered is about 10m, corresponding to 
a frequency of 30MHz and the fatigue cracks must usually be detected when they 
are no more than a few millimetres long and sometimes less than 1mm long, 
depending on the metal in question. For NDT purposes, therefore, the propagation 
speed may be regarded as infinite and the right-hand side of 3.2.10 taken to be 
zero. Such fields are said to be quasistatic and are distinguished from truly static
fields because Faraday’s law, equation 3.2.3, maintains time dependence. The
term that is neglected originates from the second term on the right-hand side of 
3.2.4, known as the displacement current.

Quasistatic magnetic fields are irrotational, that is to say, they obey
curl H = 0, (3.2.11)

and may therefore be described, without loss of generality, by a scalar potential 
\j/ where

H = V\j/. (3.2.12)

Substitution of 3.2.12 and 3.2.5 into 3.2.8 shows that \j/ obeys Laplace’s equation

VV  = 0 (3.2.13)

in the external region.
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Next, consider the region inside the test-piece. The metal will be assumed 
to be isotropic and homogeneous as far as its conductivity a  and relative 
permeability i^are concerned. Ohm’s law

j = cE (3.2.14)

is obeyed, if the magnetic field is never strong enough to deflect the conduction 
electrons significantly. The internal charge density p will be assumed to be zero, 
since metals are good conductors. For the same reason, the conduction current 
density j will always far exceed the displacement current density, which can again 
be ignored. Maxwell’s equations inside the test-piece are therefore

div E =0, (3.2.15)

divB =0, (3.2.16)

curl E = -icoB, (3.2.17)

c u rlB = p aE . (3.2.18)

Taking the curl of 3.2.18
curl curl B = pa  curl E (3.2.19)

and substituting in 3.2.17, one obtains
curl curl B =-icopaB. (3.2.20)

A vector identity is

curl curl B = grad ( div B ) -  V2B. (3.2.21)

From 3.2.20, 3.2.21 and 3.2.16, it follows that B inside the metal obeys the 
Helmholtz equation

V2B = k2fi, (3.2.22)

where

k2 -  ioopo. (3.2.23)

Note that the assumption of zero charge density implicit in 3.2.15 is not actually 
required in deriving 3.2.22. However, by taking the curl of 3.2.17 in a similar 
way and using 3.2.18 and 3.2.15, it may be shown that E and hence, from 3.2.14, 
j  also obey the Helmholtz equation.

A field that is uniform in the x and y directions satisfies 3.2.22 if
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B = B0e*2, (3.2.24)

where B0 is the value of B at z = 0 (the surface) and it is understood that the sign 
of the real part of k is positive, in order to keep B bounded as z —»-©o deep inside 
the metal. If the frequency is high, the exponential decay length 5 = 1/Re(£), 
known as the skin depth, is small and the field is effectively confined to a layer 
near the surface - the skin effect mentioned in the previous chapter. These 
statements also apply to the fields E and j, since they obey the same differential 
equations and boundary conditions. The flux contained in the thin layer, per unit 
transverse length, is

o

j B„e“ d z = f 2. (3.2.25)

Considering the surface of the test-piece near the crack, but not actually on 
the crack line itself, one may expect the perturbation of the field to occupy a 
length comparable with the crack length. When the skin depth is much smaller 
than this, contributions to V2B from changes in the tangential direction are 
negligible compared with contributions from the changes in the normal direction 
caused by the skin-effect. Therefore, the exponential decay profile of the fields 
inside the metal is essentially unaffected by the presence of the crack, except in 
the region within a distance 8 of the crack line.

On the interface between the metal and the space above, the standard 
boundary conditions [1] apply: tangential components of H and normal 
components of B are continuous. The B field inside the metal can therefore be 
written in terms of the derivative of the scalar potential \j/ on z = +0 as

' & K . . 3 V V I  (3.2.26)B = Hoe*! ^ 'd x ’^ 'd y 'd z

so that 3.2.16 implies that

S + S + 1 1T = 0- 0.2.27)dx dy Hr

This is the usual surface impedance boundary condition, written in terms of the 
scalar potential \|/.

49



F o r  an a  L te rn .a £ i've a p p r o a c h  t o  thrs  co ntzCiii'oh one rna  ̂
In order to obtain the alternative- form of the SIBC, it is simply necessary to- 
consider the x  and y components of 3.2.18 inside the test-piece

dBz dBy
3 7 - 3 7 = ^ ’ (3 -2 -2 8 )

dBx dB,
a T - a 7 = ^ -  (3-Z29)

If the tangential derivatives are neglected as before then
Ex = - Z f l y, (3.2.30)

Ey =+Z,HX, (3.2.31)

where

Z' = r ^ r -  <3-2-32)

Since the parallel components of E are also continuous at the interface [1], 3.2.30 
and 3.2.31 apply to the fields immediately outside the test-piece as well.

3.3 Extension to Cracked Test-Pieces
In the thin-skin limit, the fields decay exponentially from the crack faces in 

the same manner as they decay from the top surface, except for small regions 
near the mouth and near the bottom edge (this point is made clearer by reference 
to figure 2.1 which shows schematically how the fields inside the test-piece vary 
with frequency as the thin-skin limit is approached). The SIBC therefore applies 
on the crack faces, the appropriate equations being

on y  = -0 and

^ + f ! _ i ^  = 0 (3.3.2)
dx dz Mr dy

on y  = +0. For a closed crack, continuity of By implies that 3.3.1 and 3.3.2 can 
only be consistent if \j/ obeys the two-dimensional Laplace equation

^ + ^  = 0. (3.3.3)
dx2 3z
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On the crack faces, 3.2.30 and 3.2.31 still hold, it being understood that±z must 

be substituted for y on y = ±0. Therefore, from 3.3.3

BE, dEx _ 
d x ~ 1 7 ~ 0' (3.3.4)

This is a sufficient condition to enable (EX,EZ) to be written in terms of a potential 

<!>>

E . - Z *
x 'dx

(3.3.5)

3<b
E = -Z

'dz
(3.3.6)

The magnetic flux lines and electric field lines on the two faces are shown in fig.
3.2.

y=-o

<— E '

y=+o

Fig. 3.2 Fields on opposite crack faces.

The potential $ is related to the potential \|f by the Cauchy-Riemann equations

(3.3.7)

3({) _  d y
(3.3.8)
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which, in this context, follow immediately from 3.2.30,3.2.31 and the definitions 
of the potentials. For a closed crack, the measured a.c. potential difference is 
equal to the line integral of E between the probe points, and the contribution from 
the crack is equal to the difference in the potential (J) across the crack, multiplied 
by Zs. The electric fields on the two faces are antisymmetric, so the arbitrary 
constant in the definition of (j) can most conveniently be chosen to give (j) 
antisymmetric also. The value of (J) on the line z=0 will be denoted by <J)0 so, the 
cross-crack potential difference is 2<|>0Zr

The field on the faces, which obeys the two-dimensional Laplace equation, 
couples with the field outside the metal, which obeys the three-dimensional 
Laplace equation. This coupling can be modelled by thinking of the crack as a 
line source. Begin by considering a small element of the thin-skin layer of area 
AxAy and centred on the point (x,y). The net flux leaving this region in the x 
direction is, from 3.2.25,

p.3V
k dx :

Similarly, the net flux leaving in the y direction is

f  AjOBx x + — ~BXx — r-
V 2 ) l  2 j

T — AxA y. (3.3.9)

I *
B, y +

Ay
-fi. y -

Ay __ P-dV
k dy

2AxAy.

The flux leaving in the z direction is

chi/
Mo^AxAy.

(3.3.10)

(3.3.11)

The total flux leaving a region of the surface away from the crack is the sum of 
3.3.9, 3.3.10 and 3.3.11

(3.3.12)3V  3V  
dx* + d f

3\i/[
+ M.g4A*Ay.

The effect of the crack can be included simply by adding to 3.3.12 the contribution 
of the flux from the two crack faces, which is

-yB,(x,0)Ax = -^ H J x ,0 )A x  
k k

(3.3.13)
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where Ht(x,z) is the field on the crack face. Therefore, conservation of flux implies 
that

for all points on the test-piece surface except on the crack mouth where

where 8(y) is the Dirac delta function {not skin-depth in this equation). The 
perturbation due to the crack depends on the normal component of the field in 
the crack mouth or, equivalently, on the derivative parallel to the crack line of

Equation 3.3.18 is the extended surface impedance boundary condition which 
can be used to find the flux coupling with a receiver coil in terms of the cross-crack 
potential difference. It constitutes a fundamental connection between the 
eddy-current and ACPD methods of NDT. An important feature of the analysis 
given above is that the coupling between the two-dimensional and 
three-dimensional fields is independent of the angle at which the crack meets the 
surface. Consequently, thin-skin field methods give no information about crack 
inclination, as stated in the previous chapter.

(3.3.14)

+ |i0̂ fA x A )’ - ^ H ,( x ,0 )A x  = 0. (3.3.15)
O Z I K

d v l
dz J

(3.3.16)

+ ^ 1 + =  2Hz(x,0)8(y), (3.3.17)

(3.3.18)
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3.4 The parameter m
The relationship of the new model to the existing Bom approximation and 

unfolding models can best be understood with reference to the parameter

a \k\a . ,vm =  — = L-L7=- • (3.4.1)
UrS IVV2

In this equation, a is a parameter giving the length-scale of the crack and it can 
be given a more precise definition for a particular problem. For example, 2a will 
be used in sections 3.7 and 3.8 to mean the surface length of rectangular and 
semi-elliptical cracks respectively. In equation 3.3.18, the orders of magnitude 
of the terms on the left-hand side are

0 A 2 )
ox By 

k B\if k
 \}fla. (3.4.3)

M Z  Mr
The ratio of these two orders of magnitude is 1/m . As explained in the previous 
section, 3.4.2 originates from the flux in the thin surface layer and 3.4.3 originates 
from the flux that leaves the surface layer and goes into the exterior space. The 
parameter m is therefore a measure of the ratio of the exterior flux to the interior 
flux. In the limit as m becomes infinite, the boundary condition 3.3.18 becomes

(3.4.4)
oz m ox

The perturbation part of the field caused by the line source is of order 1/m and 
may be neglected when solving for the potential on the crack face. This is exactly 
the algorithm of the Bom approximation. Therefore, when m is very large the 
Bom approximation is always valid. Conversely, when m is small 3.3.18 becomes

!p +! ? - 2 3 N '  »A5>
which is exactly the equation that would have been obtained if the crack had been 
coupled to a field obeying the two-dimensional Laplace equation, as in the 
unfolding model. In non-magnetic metals, for any field of high enough frequency 
to be in the thin-skin limit, m is large and the Bom approximation is valid. In
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ferromagnetic metals, when the frequency is only just high enough for the 
thin-skin condition 8 «  a to be true, m is small and the unfolding theory is valid. 
At rather higher frequencies, when m is of order 1, the full three-dimensional 
model must be used and at still higher frequencies the Bom approximation is 
applicable.

An important feature of the unfolding limit is that the parameters \i and a  
do not appear in the boundary condition 3.4.5. In a magnetic metal for which 
approximate values of these quantities are known, the operating frequency may 
be chosen so that m is small and one may then calculate the fields without knowing 
precise values for these material constants. It is therefore possible, in principle, 
to measure the crack depth without calibration. The practical implementation of 
this idea is described in chapter 5.

ze h

z :

Fig. 3.3 Detail of the fields near the crack mouth.

To further clarify the significance of 3.3.18, it is helpful to examine the 
joining conditions linking the fields on the crack faces, on the top surface and in 
the exterior. Equation 3.2.11 implies that the H field integrated around the loop 
PQRS in fig. 3.3 should be zero, regardless of the value of m. If the loop is drawn 
very near to the crack mouth y=z=0 then the contributions to the integral around 
PQRS from the portions along QR and SP are small and the x  component of the 
exterior magnetic field H^ must be continuous with the x  component of the 
magnetic field inside the crack H£. From the surface impedance equations (3.2.30 
and 3.2.31 on the top surface and the analogous expressions in x  and z on the
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crack face) this corresponds to saying that the y component of the exterior electric 
field and the z component of the electric field inside the crack Ezi are 
continuous. Equivalently, continuity of Eye and Ezi may be inferred from the fact 
that the corresponding current densities jye and jzimust be continuous because the 
conductivity is too high to allow charges to build up on the crack lip.

However, the magnetic flux that comes out of the two thin-layers just behind 
the crack faces is, in general, channelled partly into the thin-layer just below the 
top surface and partly into the exterior space, so that Hye is not continuous with 
Hxi. From 3.2.25, the flux that leaks into the exterior per unit transverse length is

The e.m.f. induced around the loop TUVW by this leaking flux is given by 
Faraday’s Law 3.2.3 as

From 3.2.23, 3.2.30 (and the analogous equation in x and z) and 3.2.32, this is 
exactly equal to the discontinuity in the x components of E.

In the limit as m approaches zero, the term in 3.3.18 which originates from 
the flux that goes into the exterior space is negligible. Consequently, it may be 
inferred that all the flux that comes out of the crack is channelled into the top 
surface layer and that Hye and Hzi are then continuous. To summarise, whilst 
continuity of and must always be imposed, continuity of Hye and Hzi is 
only imposed in the small m limit when the unfolding model is valid.

3.5 Modifications for Open Notches
For the purpose of experimental testing and calibration, it is common 

practice to make measurements on narrow saw-cut or electric discharge machined 
(EDM) notches, which are used as simulated cracks. The theory developed above 
for cracks may be applied to this type of artificial flaw, providing that the notch 
opening h is small enough, as may be seen from the following argument.

(3.4.6)

(3.4.7)

-Z,(H,i - H yJ  = Ex. - E xi. (3.4.8)
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The crack theory will only be applicable if the field distribution on the notch 
faces obeys the two-dimensional Laplace equation. From 3.3.1 and 3.3.2, a 
non-Laplacian field on the face implies a sharp change in they component across 
the notch,

ay ay _ y
dx2 + dz2 ~ 2

(3.5.1)

To first order, this difference is (ass*ntnj f  u*-rics on a scale of order a)

ay
| ( y = - H » - | o = V 3y

■ha. (3.5.2)

However, since \\f obeys the three-dimensional form of Laplace’s equation inside 
the gap between the faces,

ay_ay dV
ay2 dz2 dx2

so that, from 3.5.1, 3.5.2 and 3.5.3

ay+ay hy
2

ay ay
dz2 dx2

(3.5.3)

(3.5.4)
dz2 dx2

This relationship is self-consistent if the dimensionless ratio hy/2 is of the order 
of 1. However, if hy/2 is much less than 1, then 3.5.4 is only self-consistent if \y 
obeys the two-dimensional Laplace equation. It is therefore reasonable to assume 
that if h is small enough to make /ry/2 small, then open notches behave like cracks 
in the sense that the two-dimensional Laplace equation is obeyed over the flaw 
faces. In other circumstances, the notch opening will probably be wide enough 
to enable BIE methods to be applied over the whole of the test-piece surface, 
including the interior of the notch, as in the calculations of Beissner [66] and 
Ogilvy et al. [67] mentioned in chapter 2.
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Notches also differ from cracks because the volume between the notch faces 
contains magnetic flux which contributes to the strength of the line source 
representing the flaw. Even when the notch is narrow enough for the crack model 
to be applicable, it is still necessary to include a correction factor to take account 
of this. Assuming that is continuous across the notch mouth, the extra 
contribution to 3.3.13 is

//,(* ,0)/i^Ax. (3.5.4)

Consequently, 3.3.18 should be modified to

5 +P+y?=2̂(i+w- (3 -5 -5)

The correction term /ry/2 is exactly the quantity required above to be small in 
order for the crack model to be valid. Therefore, in circumstances where the crack 
model is applicable, the correction for notch opening will always be small.

The notch correction factor given here was originally derived by 
Mirshekar-Syakhal et al. [95] for ACPD, but it is clearly applicable to eddy current 
testing as well. Finally, it must be emphasised that fatigue cracks may also behave 
differently from -notches if-a-fmc contaeHs-'preseak-

narrow notches h€ca.u£e? on t i g u e  cr&clfs  ̂
i t  is fj>r t h e  forces t  o he on e^^cirt'cnf

U
b r /'ai. J  € £  ̂ ^  VI 0 Uj VI S Ll w  & C O n ^ d C
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3.6 A Crack in a Thick Flat Plate with a Uniform Incident Field
The new model is relatively easy to solve for the example of a crack in a 

half-space interrogated by a uniform field. This should be a good model of a crack 
in a flat plate that is much thicker than the skin-depth and much larger than the 
crack length, with an applied field that is uniform in the uncracked region. Since 
non-linear magnetic effects have been ignored, the field may be considered as a 
superposition of the unperturbed uniform field and a disturbance caused by the 
flaw. Similarly, the total incident field may be thought of as the sum of a uniform 
field in the x  direction and a uniform field in the y direction. By symmetry, the 
component of the uniform electric field that is parallel to x  causes no potential 
difference across the crack. The basic equation of the model, 3.3.18, then implies 
that there is no perturbation of this field by the crack. Therefore, there is no loss 
of generality in considering only the effect of a uniform electric field parallel to 
y, corresponding to a uniform magnetic field parallel to x .

The total scalar potential is written

The unperturbed potential HqX trivially satisfies Laplace’s equation 3.2.13, 
therefore the perturbed part \jfc must also satisfy it. Consider the two-dimensional 
Fourier transform of \jfc on a plane of constant z

\|/ = \|fc + H0x. (3.6.1)

\\fc(kx,ky,z) = j^ \\rc(x,y,z)e ***e ^d x d y . (3.6.2)

Consider also the transform of Laplace’s equation

(3.6.3)

By integrating twice by parts on both x  and y one obtains

(3.6.5)
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If the differentiation on z is taken outside the integral, 3.6.5 may be rewritten in 
terms of the transform as

a2̂  2  ~

V Y  = *,VC, (3.6.6)
oz

where

k] = k] + k] . (3.6.7)

The general solution to this differential equation is a linear combination of 
growing and decaying exponentials but in this problem the growing solutions are 
forbidden, because the field must be bounded as z -> ©o. In terms of the transform 
on z=0, the transform at arbitrary positive z is therefore

\j/c(fcx,£y,z) = \jjrc(fcx,fcy,0)exp(-| kz\ z), (3.6.7)

so, by the Fourier inversion theorem, the total scalar potential at any point in 
space is

V(x,y,z)=~~2j ^ j ~ y c(kl:,ky,0)e'i-,e*>ye ^ J'dkzdk} +Hat . (3.6. 8)

The equations 3.6.2-3.6.8 are true for any bounded quasistatic fields above 
a flat plate. The new boundary condition for a cracked flat plate may be 
incorporated by taking the transform of both sides of 3.3.18,

f~ f-TdVc dVc jtyj
J-~ ^ dx2 + dy2+ ^ dz

3(J)c

\
-ik x  - i k y

e e y dxdy =
J

(3.6.9)

and the delta function may be integrated directly to give

r r f ^  ^
J— dx2 dy2 dz

-ikxx  - ik  y
e e y dxdy =

£
’ 0<bo -\k  x
2 ^ e  ‘ dx. (3.6.10)

O X
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If the z derivative is taken outside the integral and both sides are integrated by 
parts, 3.6.10 becomes

From 3.6.5 and 3.6.2, the left-hand side may be written in terms of \frc so that

The formula 3.6.13 may then be substituted into 3.6.8 in order to find the magnetic 
scalar potential in terms of the cross-crack electric potential difference. The 
magnetic field can then be found by differentiation. Numerically, 3.6.8 may be 
evaluated using a Fast Fourier Transform (FFT) [108]. The whole field can be 
generated with a two-dimensional FFT or the field values on a line of constant* 
ory at a particular height z can be found using a one-dimensional FFT.

Magnetic fields can be calculated for the limiting cases by using the Bom 
approximation and the unfolding model to calculate <J)0. In the general m case, the 
function <j)0 is determined by the crack shape and the requirement that Hx on the 
line y=z=0 be consistent with the three-dimensional solution. That is to say, a 
two-dimensional potential problem must be solved on the crack face subject to 
the condition that when <])0 is substituted into 3.6.14 and used in 3.6.13 and 3.6.8, 
the same function Hx(x,0,0) is given by the two-dimensional and 
three-dimensional solutions. Without loss of generality, continuity of Hx may be 
ensured by imposing continuity of the scalar potential \jr. The presence of the 
exterior three-dimensional space can therefore be allowed for by imposing the 
following boundary condition on the potentials inside the crack:

(3.6.12)

On rearranging 3.6.12, one obtains \|fc in the form

(3.6.13)

where

(3.6.14)
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v(*.0) = ̂ /" ik j ( k x) U K ) * ’Xte ,+ H lpc (3.6.15)
where

t f+ y \k z
(3.6.16)

In Appendix A this expression is integrated analytically. The function ik j f i k )  

is plotted in fig. 3.4.

ikjF(kx)
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Fig. 3.4 Boundary condition function.

To get a better understanding of 3.6.15 it may be rewritten using the convolution 
theorem as

\\f(x,0rf) = j  Ht(x-x',0)F(x')Ax'+Hji. (3.6.17)

Equation 3.6.17 is a relationship between vj/ and its derivative Hz on the crack lip 
which is a boundary condition for the two-dimensional problem. It has the unusual 
feature of being non-local, since it relates \\r at a particular point to Hz at all points
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on the lip. For numerical purposes, it is better to work with the potential <j)0 than 
the field Hv because the latter is discontinuous at the crack ends. The boundary 
condition is then a relationship between the potentials

\|/(x,0,0) = J  (3.6.18)

For closed cracks, the magnetic fields on the two crack faces must be equal, 
as shown in figure 3.2, or 3.2.11 would be violated. Consequently, on the bottom 
edge of the crack, the component of flux normal to the edge must be zero or else 
there would a net divergence in flux density, which is forbidden by 3.2.2. In terms 
of the potentials, the normal derivative of \|/ and the tangential derivative of <J> are 
zero on the bottom edge. This means, in particular, that the bottom edge is a line 
of constant <]). In section 3.3 the arbitrary constant in the definition of <|> was chosen 
so that <|> was antisymmetric across the faces, which implies that, on the bottom 
edge, <J) = 0.
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3.7 Series Solution for a Rectangular Crack
Solutions already exist for the limiting cases when m is very small [83] or 

very large [38]. In this section, a series solution is presented for a rectangular 
crack shape, as shown in fig. 3.5, that is valid for general m. The more realistic 
example of a semi-elliptical crack is treated in the next section.

:=-a x=a

0=0

2=-b0=0

Fig. 3.5 Potential problem on a rectangular crack face.

Without loss of generality, the scalar potential y  can be written as a Fourier 
series inside the crack. For a uniform incident field, \j/ is antisymmetric in x so 
the appropriate series is

-  Bn sin[(2« -  l)7uc/2a] cosh[(2« -  l)7i(z + b)/2a\
\ i/=  y --------------------------------------------------------------------  (3.7.1)
T n = i (2n -  l)sinh[(2rt -  l)nb/2a]

and the conjugate potential is
~ -B ncos[(2/i -  l)nx/2a] sinh[(2« -  l)7t(z +b)/2a]

( 2 n - l )  sinh[(2n - \ ) n b l2 a ]  '

It is straightforward to verify that the Cauchy-Riemann equations and bottom 
edge boundary conditions are satisfied. The factors in the denominators have 
been included to make all of the coefficients Bn of the same order of magnitude. 
If this precaution is not taken, small errors in the numerical evaluation of the 
lower order coefficients can cause large errors in the higher terms.
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In order to apply the general m model, one must first take the Fourier 
transform 3.6.14 of the crack potential $ on the line z=0. This function is given 
by the Fourier series 3.7.2 for | jc| < a but is zero by definition when\x\ > a. The 
required transform is therefore

-BM K)
m ) =  s 2/2-1 *

(3.7.3)

where
a

W  = s  cos[(2/i -  \)Tvd2a\ exp(-iAyr)dbc
-a

(-l)"a(2/i -  l)ncos(kxa)

kxa2- [ n - 1- )V
for kM * n ~2  V LJ

n

= a for Ka =
S ~ 2 ,

K.

Substituting 3.7.3 and 3.7.1 into 3.6.15, one obtains

Bn sin[(2/z -  lynx/la] coth[(2/i -  \)nb!2a\ 1 ?  £  BnIn{kx) .
In rn 1

(3.7.4)

2 /2 - 1

(3.7.5)

Multiplication by sin(2/~1)itt and integration over [ - a , a ] gives

I a,Uere 1 =  1 , 2 , 3 ............ )
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aBf 
213jCoth[(2/ -  \)nb!2a\ £  BMkx)I\(kx)^^F(k,)<ikx

2q2( - 1 ) U

(/-i)V ’

where

/'«& )= f
J —i

Integration of 3.7.7 shows that

. (2/ — 1 )nx ik x
sm   e ax.2 a

ikra

(/-i) 7C
so 3.7.6 can be rewritten in terms of the / ', alone as

^ (2i-iyxb „ B ~ ia~ -

— r ~ +J ,  4^ J  =- p j

(3.7.6)

(3.7.7)

(3.7.8)

aB/COth-
2/"

2a2(-l) '//0

H ) v '

(3.7.9)

The coefficients Bn are determined by the infinite set of linear simultaneous 
equations given in 3.7.9. In order to solve numerically for the Bn, the following 
approximations were made:

5 = 0  for n > N , (3.7.10)

\ 4a;
'J j?
v4 a ,

(3.7.11)

That is to say, the linear set was truncated at n = N  and the integral was discretized. 
The choice of kx = jn/(4a) is equivalent to imposing the condition \j/ = 0 at x  = 
4a and neglecting the influence of that part of the field that lies beyond this 
distance.

In discrete form, the simultaneous equations are
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where it is understood that the summation on j  is taken for all j  in the indicated 
range except

Because cos(/7t/4) = 0, these values of j  give zero contribution to the sum except 

when n = /, when their contribution is taken account of by the inclusion of the 
second term on the left-hand side.

One of the most time-consuming steps in evaluating the model is the 
calculation of the N2 summations on j. Fortunately, it is only actually necessary 
to calculate 2N  independent sums because of the relationship

which is true for all n * /. All the necessary sums can be found by evaluating the 

N  sums Srand the N  sums for which n=l.
To get a good representation of the field outside the crack, it is necessary 

to consider values of kx large enough to make thel'(kx) small. On examination of 
3.7.4, it is apparent that this happens when

j  = An- 2  and j  = 4/ — 2 (3.7.13)

y ------------------------------------------= -------------------------------
L/'2 — (4/ — 2)21 (4n - 2 f  -(41 - 2):>2 (A 1

(3.7.14)

where

(3.7.15)

kxa »  I - -  n
\

(3.7.16)

or in the discrete implementation when

J » A N - 2 . (3.7.17)
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A Microvax II computer takes less than 30 seconds to find the crack-lip potential 
<J>0 with J=512 and N=64, using LU decomposition [108] to solve the simultaneous 
equations. The accuracy was assessed by comparing the general solution, 
evaluated at m -0, with a Schwarz-Christoffel solution of the unfolded 
two-dimensional Laplace equation problem. The two solutions agreed to within 
1%. A description of the method used to evaluate the Schwarz-Christoffel 
mapping is given in Appendix B together with a detailed comparison of the results. 
In the limit as m —»<*> the model reduces to the Bom approximation as expected 
because F(kx) is very small for all fc*relevant to the problem and the integrals on 
the left-hand side of 3.7.9 vanish.

Results from this evaluation of the general m model are shown in fig. 3.6 
for a rectangle with aspect ratio b/a- 1 . The functional form of the crack-lip 
potential is essentially the same, regardless of the value of m, but its magnitude 
increases as m is varied between the two limits, the most rapid change occurring 
when m is of the order of 1.

0.7

0.2 0.4 0.6 0.6

xla

Fig. 3.6 Potential <J)0 for a rectangle a=b=1.
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When the model is evaluated at other aspect ratios, the dependence on m is 
seen to become weaker as bla falls, so that when b/a=0 the one-dimensional 
solution <J)0= Hob is recovered for all values of m. This limit can also be confirmed 
directly from 3.7.9 because as b/a falls to zero, the hyperbolic cotangents approach

 —----  (3.7.18)
( 2 1 K

and the terms in F(kx) become negligible by comparison. The solution of 3.7.9

is then

B. = -(-l)'4i> — (3.7.19)
71

and the series 3.7.2 becomes

A 4W„fc -  (-l)"cos[(2n -  \)Kxl2d\
9 = ------ 2, ------------------ 5-----------  (3.7.20)

It » = 1 2/1 — 1

which is just the standard Fourier series representation of
§ = HJb |*| <a,

= 0 |*| =a.

(3.7.21)

Values of the real part of <J>0 at *=0 for various aspect ratios are given in table 3.1, 
for the two limiting cases and for m=l. The general trend is for 4>0 at*=0 to increase 
as the crack gets deeper, but the rate of increase falls off.
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Table 3.1 Crack Lip Centre Potentials for a Rectangle

bla (J>o at x=0 
m=0

(J)0 at *=0 
m= 1

<J)0 at x=0 
m= 1010

0.1 0.093168400 0.096218064 0.099975243

0.2 0.1712335 0.1818736 0.1998494

0.3 0.2339059 0.2539705 0.2973872

0.4 0.2826807 0.3120656 0.3872032

0.5 0.3198386 0.3574695 0.4650054

0.6 0.3477511 0.3922271 0.5293525

0.7 0.3685275 0.4184639 0.5808350

0.8 0.3838997 0.4380792 0.6210479

0.9 0.3952284 0.4526467 0.6519101

1.0 0.4035550 0.4634146 0.6752898

The m dependent behaviour described here has been observed experimentally, 
as will be described in chapter 4.
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3.8 Series Solution for a Semi-Elliptical Crack 

-a -c fc=o c a

Fig. 3.7 Plane elliptical coordinate system.

A semi-elliptical shape is a much better representation of a typical fatigue 
crack then a rectangular shape. Plane elliptical coordinates as shown in fig. 3.7

x - c  cosh ̂  cosT|, (3.8.1)

z = c sinh ̂  sinr|, (3.8.2)

are used here to develop a series solution for this shape for arbitrary m. The foci 
of the ellipse are at the points

x - ± c \  z = 0  (3.8.3)

which correspond to
£ = 0; r\ = —7t, 0. (3.8.4)

The semi-major and semi-minor axes are of lengths
a = ccosha (3.8.5)

and
& =csinha (3.8.6)

respectively and the bottom edge of the crack is at

5 = a, - 7t < T) < 0. (3.8.7)
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Now if <|>,\j/ satisfy the Cauchy-Riemann equations in x,y coordinates then 

they must also satisfy them in J;,q coordinates. In order to prove this, consider 
first

d y  _dx dy  d zdy
3£ d% dx dt, dz ( ' - )

so that from 3.8.1 and 3.8.2

“ r = c sinh £ cos q + c cosh £ sin q ̂ . (3.8.9)
dq ox dz

Similar relationships apply for the other derivatives,

^  = -c  c o sh £ s in q ^ + c  sinh£cosq^-, (3.8.10)
dq dx dz

^  = c s in h £ co sq ^  + cco sh £ s in q ^ , (3.8.11)
dq dx dz

^  = -c c o sh £ s in q ^  + c s in h ^ co sq ^ . (3.8.12)
dq dx dz

By the Cauchy-Riemann equations in Cartesian coordinates, 3.3.7 and 3.3.8, it 
follows from 3.8.9-3.8.12 that

! - ! •  < 3 8 - i 3 >

! ; - ! ? •  <3 « 14>3rj 3E,

which are the Cauchy-Riemann equations in elliptical coordinates. The general 
m problem can therefore be solved by finding solutions of 3.8.13 and 3.8.14 
which satisfy all the boundary conditions.

Solutions of the form coshrc^sinrcq and sinhft^cos/iq are forbidden in this 
problem because they give infinite fields at the foci, as may be seen from 
3.8.9-3.8.12, but solutions of the form sinhrc^sintfq and cosh^cos/zq are allowed. 
Since q lies in the interval [-rc,0] the solutions can be restricted to integer n without 
loss of generality. For a uniform incident field, is symmetric about q=-7t/2 and 
\|f is antisymmetric, so the correct series are
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~ ^  cosh(2rt - 2 )%cos(2k -2 )r | ~ sinh(2ft -  l)^sin(2fl — l)r|
«= i n cosh(2«-2)a n = i n sin h (2 « -l)a

(3.8.15)

sinh(2ft — 2)% sin(2ft -  2)t| cosh(2ft -  l)^cos(2/i -  l)r)
cosh(2/z -  2)a sinh(2« -  l)a

(3.8.16)

For the rectangle, the boundary condition <|> = 0 on the crack bottom edge was 

imposed by the choice of functions in the series expansion. Unfortunately, it is 
not possible to do this in the semi-elliptical case because some of the forbidden 
solutions mentioned above would have to be included. Instead, the boundary 
condition is imposed by finding a relationship between the two sets of coefficients 
An and Bn. Substituting (j) = 0 on ^ = a  into 3.8.15, one obtains

Multiplication by sin(2/-l)rj and integration over [-71,0] yield the required 
relationship

The remaining boundary condition has been written as a convolution on the x 
coordinate in equation 3.6.18 or as a relationship between Fourier transforms on 
x  in equation 3.6.15, but in either form it is awkward to write in the plane elliptical 
coordinates. It is therefore appropriate to rewrite the series for the potentials in 
terms of x  on the line z -0. In Appendix C it is shown that they become power 
series

E An cos(2n -  2)q = X Bn sin(2« -  l)rj. (3.8.17)
n = 1

(J) — X  P2/-2CO^/> 1 = 1
(3.8.19)

(3.8.20)

where the Pr are polynomial functions defined by
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r  _ (x  + '!x* ^c i )' + ( x - ^ x 2- c 2)' (3 8 21)
(a+b)' + (- \)r( a - b J

The formula 3.8.21 is valid for | x\ >c and also for | x\ <c where the square roots

are imaginary. The boundary condition 3.6.18 becomes

£  / V . W  = H0x + i  f Pv . 2(x - x O ^ n r U d x '.  (3.8.22)
1 = 1 n = 1 J  u X

The coefficients An and Bn are determined by the simultaneous equations 3.8.18 
and 3.8.22. As in the rectangular case, the equations were solved by numerical 
approximation and truncation of the set at n=N. The polynomials were evaluated 
at the points

(3.8.23)

where

5 = 1,2,3 S (3.8.24)

and

A = y .  (3.8.25)

The discrete form of 3.8.22 is therefore

I  / V , (*,)£, = I  DsnAn+H0xs. (3.8.26)
/=1 n=1

where Dsn is a matrix of discrete convolutions defined by

D,* = A (3-8'27)

Since the transform of F is already known, it is convenient to evaluate the 
convolutions by the Fast Fourier Transform (FFT) method [108] so that the 
boundary condition was, in effect, applied as a discrete form of 3.6.15. Combining 
3.8.18 and 3.8.26, one obtains the linear set

B  8 - 2 8 )
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in which there is one equation for each point on the crack lip. By analogy with 
the rectangle, it was assumed that the fields were best represented by taking a 
much larger number of terms S in the discrete convolutions than the number of 
coefficients N, so that the simultaneous equations 3.8.28 form an overdetermined 
linear problem from which the coefficients A„may be found; the potential <|> can 
then be obtained by direct evaluation of 3.8.15. For 5=512, N= 32 a Microvax II 
computer took about one minute to find the cross-crack potential. NAG routine 
C06FRF was used for the FFT calculations and NAG routine F04JGF was used 
to solve the overdetermined linear problem by the least-squares method [109]. 
Results for the semi-circle are shown in fig. 3.8.

0.7

0.2 0.4 0.6 0.8

xla

Fig. 3.8 Potential <J)0 for a semi-ellipse a=b= 1.
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In the limiting cases, the general m solution agreed with the existing Bom 
approximation [89] and unfolding solutions [88] to order 1%; detailed figures 
are given in Appendix D. There is very little difference between the solutions for 
the rectangular and semi-elliptical cracks as can be seen in fig. 3.9 which shows 
the real and imaginary parts of the potentials for a=2b and m -1. The rectangle 
gives the larger signal, as might be expected from the fact that its area is greater, 
but the difference between the potentials for the two shapes is only of the order 
of 5% whilst the ratio of the areas is 4In, which suggests that the bottom comers 
of the rectangle have very little effect on the field (Muennemann et al. [38] drew 
the same conclusion, for non-uniform fields in the Bom limit).
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0.35
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Imaginary parts

0.7 0.8 0.90.1 0.2 0.3 0.4 0.5 0.6

x/a

Fig 3.9 Crack lip potential calculated from series solutions for m= 1. 
Rectangle a/b=2 (solid line)
Semi-ellipse a!b=2 (broken line)

The real part of <|)o at jc=0 is given in table 3.2 for the same aspect ratios and m 

values as in table 3.1.
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Table 3.2 Crack Lip Centre Potentials for a Semi-Ellipse

bla <t>0 at x=0 

m=0
(|>o at jc=0 

m= 1

<|>0 atjc=0 

m=1010

0.1 0.090675339 0.093721680 0.099498749

0.2 0.1641954 0.1741654 0.1959595

0.3 0.2227121 0.2410264 0.2862321

0.4 0.2684473 0.2950294 0.3673674

0.5 0.3036140 0.3376096 0.4374709

0.6 0.3304173 0.3706823 0.4960952

0.7 0.3507092 0.3960856 0.5439311

0.8 0.3660512 0.4155043 0.5823002

0.9 0.3774944 0.4301321 0.6127397

1.0 0.3863492 0.4415018 0.6367425
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3.9 Boundary Element Solution
Mclver [110] has also solved the general m problem for arbitrary crack 

shape by the boundary element method. The two-dimensional Green’s function

G =^-ln[(At - x ' f  + ( z - z ' f \  (3.9.1)
2k

is used, which has the property

^  = 0 atz = 0 ,z ' = 0. (3.9.2)
dz

The boundary integral equation, 2.3.4, is applied to the potential <J) with this 

Green’s function to give

= (3.9.3)

which may be rewritten as

«|i»,,0) = - J V» ,2 ) 9G(jC^ ’X,’0)<i?. (3.9.4)

A second Green’s function
Gj = G (jt,z,;t',z ')-G (;c,z,Jt',-z') (3.9.5)

is then constructed which has the property
G1(x,0,x 'tz') = 0. (3.9.6)

The conjugate function to Gx is
1 . j Z - z '  1 . jZ+z 'H , = —tan ------ ;— tan ------; (3.9.7)
n x - x  n x - x

so that Gj and H1 obey the Cauchy-Riemann equations in x  and z. The boundary 
integral equation, applied to \jf and Gx takes the form,

\|f(x',z') = J  (3.9.8)

and may be rewritten as

J
dH

y -^ - d s .  (3.9.9)
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Equations 3.9.4 and 3.9.9 can be very conveniently discretized because, if the 
potentials are approximated with simple constants over each element, the integrals 
become finite series. Together with the convolution boundary condition 3.6.18, 
they give a complete set of linear algebraic equations from which the potentials 
can be found. This boundary element solution was tested against the 
semi-elliptical and rectangular solutions and found to give very good agreement. 
Fig. 3.10 is a reproduction of fig. 3.9, with data points from Mclver’s program 
superimposed.
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Fig 3.10 Comparison of series and boundary element solutions for m - 1. 
Rectangle a/b=2 Series solution (solid line)

Boundary element solution (crosses) 
Semi-ellipse a/b=2 Series solution (broken line)

Boundary element solution (circles)
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4 Experiments 
4.1 Introduction

This chapter describes experimental work undertaken to verify the general 
m theory described in the last chapter. Thin-skin magnetic fields near 
surface-breaking cracks and notches were investigated in different materials and 
over a wide range of frequencies using search coils. A computer-controlled x-y 
table, driven by stepping motors and lead-screws was used to scan over flat-plate 
specimens at fixed height. New computer programs were written to control the 
measuring instrument, to synchronise measurements with the movements of the 
x-y table and to acquire data.

In order to compare the experimental results with the theoretical predictions 
of the previous chapter, it is necessary to know the value of the parameter m, 
which depends on the frequency, crack length and material properties. It is shown 
that the relevant material constant can be inferred from the ratio of the electric 
and magnetic fields on the test-piece surface. This ratio was measured over the 
required frequency range for a number of test-pieces, including the ones used for 
the detailed flaw-field investigations.

The m-dependent behaviour predicted by the theory is quantitatively 
confirmed by the experiments described in this chapter. Not only are the principal 
features of the signal observed, but some quite subtle features of the signal shape 
are correctly predicted as well. The main limitation of the theory is that it assumes 
that the test-piece is of infinite extent. In practice, even when the test-piece is 
large compared with the flaw size, significant effects are observed because of the 
edges of the test-piece. Likewise, the signals are also sensitive to non-uniformities 
in the applied field.
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4.2 Apparatus

—stepper motor driver 
|— controller 
pconverter/^v.
J rRS232f  ̂ \

PIB

gain phase 
ana lyzer

computer

induction
coils

receiver coil 
te s t  piece

Fig. 4.1 Principal Experimental Apparatus.

The basic experimental arrangement is shown in fig. 4.1; modifications for 
specific experiments are explained individually below. The system is based on 
a Hewlett-Packard 4194A Impedance/Gain-Phase Analyzer, used both to provide 
the exciting current and to measure the voltage across the search coils. In fig.4.1, 
the receiver coil is shown as being connected to the test channel of the analyzer, 
marked "t", and one side of the dual output oscillator is connected to the reference 
channel, marked "r"; the other side of the oscillator is connected to the induction 
coils. The analyzer was configured to measure the gain and phase between the 
test and reference channels. A direct connection is also shown between the 
test-piece and the instrument case, this is a precaution against interference and 
is discussed below. The search coils were made very much smaller that the flaw 
lengths and were designed so that, as far as possible, they did not change the 
fields in which they were placed. The use of small coils eliminates the need to 
average the theoretical predictions over the sampling volume and gives spatially
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detailed maps of the fields. However, the signals obtained from the coils are in 
proportion to their area and their number of turns, so the price of using small coils 
is that the voltages that need to be measured are also small and very careful 
precautions have to be taken to eliminate interference. The search coils were 
wound from very thin wire, in order to get as many turns as possible in a given 
volume. The signal strength could also have been increased by using ferrite-cored 
receiver coils, but the magnetic field distribution would have been altered by the 
presence of the ferromagnetic cores and the signals would not have been directly 
proportional to the theoretical field values as calculated in the previous chapter. 
For this reason, the coils were constructed with cores of nylon or perspex. The 
presence of a thick coaxial cable near the test-piece might also conceivably alter 
the field, so each coil was connected to its cable via a few centimetres of 
unscreened twisted wire pair.

The theoretical models to be tested assume that the unperturbed field is 
uniform, so an important requirement of the apparatus is the production of such 
a field. It is well-known that a pair of Helmholtz Coils, coaxial circular coils 
separated by one radius length, give a highly uniform field in the free-space region 
near the centre. Unfortunately, no such simple arrangement is known that gives 
a uniform field in the presence of a metal test-piece at all frequencies. Therefore, 
an empirical approach was adopted in which two long rectangular coils were 
placed along the specimen sides and moved around until the field was reasonably 
uniform, in the absence of a flaw.

Strictly speaking, the reference channel should be connected to a reading 
of the applied field strength, for example from a second search coil. It could be 
argued that movements of the x-y table would alter the impedance of the induction 
coils and thus change the applied field strength achieved for a given oscillator 
voltage. However, in practice the impedance of the coils was not measurably 
affected by table movement and the arrangement of fig. 4.1 was satisfactory.

The coils were energized by connecting them directly to the analyzer’s own 
oscillator, which is designed to supply up to 4.4V to a load matched with the 
oscillator’s 50£2 output impedance. The purpose of matching the impedance of 
the load to the impedance of the oscillator is to couple as much power as possible 
into the load, but this is not necessarily a critical factor in very low voltage 
measurement. It is much more important to ensure that the energizing currents
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do not cause the instrument ground to deviate excessively as the oscillator output 
is changed [111], because all the measured signals are referred to this ground. In 
the experiments described here, the typical signals were of the order of 20jiV, or 
five orders of magnitude below the oscillator voltage, so very great care was 
needed to avoid interference. Fortunately, ground errors cause large 
common-mode interference which can be detected easily when using phase 
sensitive instruments because the signal does not reverse sign when the measuring 
coil is reversed.

To overcome the ground fluctuation problem, it was necessary to find a way 
to couple a relatively high current into the test-piece whilst drawing as low a 
current as possible from the instrument. In order to do this, energizing coils with 
a large number of turns were used. (Another method would have been to use a 
buffer output stage, drawing current from a power supply with a separate ground, 
e.g. a battery). For the lower frequencies, below 150kHz, a set of coils with about 
400 turns each were found to give acceptable common-mode errors. In order to 
obtain a wide range of m values it was necessary to go to frequencies well above 
the resonant point of this coil set. At these frequencies, hardly any signal is coupled 
into the specimen by the 400 turn coils because stray capacitances short them 
out. A second set of coils with only 20 turns were made for the higher frequencies, 
up to about 1.5MHz. Ground errors did not occur on these higher frequency 
measurements because the inductive reactance of the 20 turn coils was sufficient 
to keep the output current low and the measured voltages across the search coils 
were higher.
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o

Fig. 4.2 Correct and incorrect wiring of induction coils

Another source of common-mode errors in low voltage measurements is the 
finite common-mode rejection ratio of the measuring amplifier. As mentioned 
above, the signals to be measured were much smaller than the oscillator output 
voltage so this type of common-mode error was a serious problem, especially 
when the probes made electrical contact with the test-piece. For the higher 
frequencies, where capacitive coupling between the search coils and the test-piece 
was large, common-mode errors occurred even without electrical contact. The 
energizing coil sets were originally made with both coils wound with the same 
chirality and connected in series. This arrangement was found to be unsatisfactory 
because the test-piece was then in a plane at about half the oscillator voltage. A 
much better arrangement was adopted (fig. 4.2) with the two coils wound with 
opposite chirality (one right-handed and one left-handed) and connected in 
parallel so that the test-piece was in a plane at about ground voltage, greatly 
decreasing the common-mode errors. In the experiments where only 
non-contacting probes were used, additional protection was obtained by 
connecting the test-piece directly to instrument ground. It was not possible to do 
this when a probe made contact with the test-piece because a ground-loop [111] 
would have been formed.
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At the time the experiments were began, in March 1989, a stepper motor 
driven x-y table was in existence in the Mechanical Engineering Department 
which had been set up by Dr Darius Mirshekar-Syahkal for the purpose of 
verifying ACPD models with a fixed frequency instrument. Computer control 
was effected using a PDP-11 computer and a digital to analogue converter which 
produced clock pulses to trigger the stepper motor drive circuitry. Some of the 
control programs were written in assembler code. It would have been possible to 
incorporate the HP-4194A analyzer into this system, but it was decided instead 
to modernize the computer control arrangement in order to eliminate the need 
for assembler programming, to guard against failure of the old hardware and to 
allow for the addition of other equipment in the future.

The basis of the system is a GPIB interface across which both the x-y table 
and the analyzer are controlled and data is transmitted. Other instruments can be 
connected to the interface if necessary, without changes to the hardware. A 
Tastronics TAS016 GPIB to RS232 converter is used to connect the system to a 
computer with a standard RS232 serial port. An IBM PS/2 model 50 was used 
for the measurements reported here, because it happened to be available, but 
almost any personal computer would suffice. All the software was written in 
interpretedB ASIC. The GPIB is a parallel bus which allows data to be transmitted 
at a higher rate than the serial line. However, in these low voltage measurements 
it is necessary to allow a fairly long time for the analyzer to acquire the primary 
data, in order to eliminate random noise, so the transmission speed on the serial 
line makes a negligible contribution to the total time taken. For example, a single 
complex number data point is typically measured in about 7s, stored as eight 
bytes of eight bits each and takes only 0.013s to transmit at 4800 baud. Use of 
the RS232 serial port to connect the system enables it to be controlled from many 
metres away if necessary, eliminates the need to install additional circuit boards 
in the computer and allows the computer to be replaced easily. However, by far 
the greatest advantage of the system is the simplicity of the control programs. 
The 4194A analyzer can measure up to 401 points in each sweep, which gives a 
data set that is small enough to be accommodated directly by the computer’s 
input buffer without the need for handshaking, providing that the interpreter is 
invoked with a qualifier instructing the computer to enlarge the buffer.
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The stepper motors are driven from a 24V supply by two Parker Digiplan 
LD2 drive boards via 44Q current-limiting resistors. Manual controls are 
provided for initial positioning when setting up experiments. This part of the 
system is essentially unchanged from Mirshekar-Syahkal’s original apparatus. 
In the new system, a Parker Digiplan 1185 A control board is used to connect the 
stepper drive boards to the GPIB. This circuit has the ability to control a third 
stepper motor if needed. The LD2 drive boards are operated in the half-step mode 
in which the currents are of full and half strengths alternately, giving 400 steps 
per revolution. Lead screws with a pitch of 4mm converted the rotations of the 
stepper motors into translational motion with a resolution of 0.01mm. No errors 
were detected when the table was instructed to move repeatedly through 
prescribed lengths alongside a rule. The speed of the x-y table was in the range 
8111ms*1 to 12mms*\ but it was not a critical factor in maintaining precision.

Movement of the probes in a vertical direction was not controlled 
automatically, so scans were restricted to constant lift-off. A non-conducting, 
non-magnetic Vernier caliper was screwed to the head of the x-y table and the 
receiver coil attached with putty, allowing the lift-off to be controlled with a 
resolution of 0.05mm. In the most careful series of experiments, described in 
section 4.5, the test-piece was ground flat and paper shims were used to level it 
so that the same lift-off was measured at all points over the surface. Lift-off was 
taken to be the distance from the plate surface to the centre of the receiver coil.
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4.3 Measurement of the Material Constants

In order to test the model it is necessary know the value of m. From 3.4.1, 
m can be calculated given the crack length and the quantity jir8, which, from 
2.1.2, depends on the material constant |i /g  and the operating frequency. The 
surface tangential electric field E and magnetic field H, apart from at the crack 
line itself, obey the usual equations of the surface impedance boundary condition,

is the surface impedance. Therefore, by measuring E and H on the surface for a 
given frequency it is possible to infer the value of the constant

This technique has the advantage that it may be used on any shape of 
test-piece, providing that it has a small flat area to which the necessary probes 
can be attached. It is important that the field strength is kept small, as in the flaw 
measurements themselves, so that the correct incremental permeability is 
measured. The values obtained apply on the surface of the metal only and are not 
necessarily valid deep inside the test-piece.

A field with a region of high uniformity was induced in the test piece with 
a pair of rectangular induction coils, as explained above. The analyzer was 
configured to measure the gain and phase between two input channels VE and 
VH. The head of the x-y table was not moved during the material constant 
measurements, but it provided a convenient support for the probes.

(4.3.1)

(4.3.2)

where x,y are the coordinates tangential to the metal surface and

(4.3.3)
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Fig. 4.3 Experimental apparatus for material constant measurement.

Two contacts placed a distance lE apart on the test-piece surface in the 
uniform-field region, well away from any flaws, were connected to the first 
channel as in fig.4.3 so that

V E =  k E y ~  2 7 U /IW (4.3.4)

where A is the area of the loop formed by the probe leads and the test piece. No 
connection was made to instrument-ground, in order to avoid forming a 
ground-loop. The probe was designed to keep A as small as possible. A coil of 
width height h with N  turns, placed immediately adjacent to the contacting 
probe was connected to the second channel so that

(4.3.5)

From 4.3.1, 4.3.4 and 4.3.5, the gain/phase measured between the two channels 
was therefore

VE/V„ = C - %  .  
+ -■ ■■ ■ :l„hN lHhN  2jc/Ho l„hN 2 l„hN

(4.3.6)

The coaxial cable connecting the probes to the analyzer was kept as short as 
possible ( about 300mm ) to reduce electrostatic interference. After one sweep 
through the desired frequency range, the induction coils were interchanged, to 
reverse the sign of the field with respect to the phase of the oscillator and the
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sweep was then repeated. The final value for Ve/Vh was taken as the average of 
the two complex numbers representing the readings for the two senses, so that 
any remaining common-mode errors were eliminated.

The real and imaginary parts of Ve/Vh were plotted against f mover a range

of frequencies in a variety of materials. If the permeability and conductivity are 
simple constants, independent of field strength, direction and frequency, the 
gradients should be equal and opposite and of magnitude

—  [L 5ylf= - . (4.3.7)
2lHN h ^ r J 2lHNh V TipoCJ v }

In all the samples tested, the plots were close to straight lines as expected; some 
examples are shown in figs.4.4-4.7. Values for the constant \\J<5 were found from 
the data by least squares fitting. The line for the imaginary part was constrained 
to pass through the origin but the line for the real part was offset, in order to 
allow for the term in A. Probe dimensions are given in table 4.1.

Table 4.1 Dimensions of probes

Ih 19.15 ± 0.02mm

h 20.0 ± 0.5mm
N 28
h 2.89 ± 0.01mm

In the following figures, the solid lines are the experimental data and the broken 
lines are the least-squares straight line fits.
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Fig. 4.6
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Fig. 4.7 Vb/Vh for Dural NS8

The probe lengths lE and lH were made nearly equal so that the two fields 
were being measured over the same region. Random noise, as indicated by the 
standard deviation associated with fitting the straight lines, was negligible. The 
gain/phase was measured with the exciting coils in both orientations and the mean 
values of the two senses, for each of the real and imaginary parts, were used for 
line fitting. A lower bound on the experimental accuracy is 2.5%, the error in the 
measurement of the probe length lE.

Results for several materials are shown in table 4.2. Structural steel 50D is 
a material used for making large welded-steel structures, such as oil-rigs. 
High-strength steel AISI-4145 is another material used in the oil industry, for 
making drilling equipment. Dural NS8 is an aluminium-based alloy of a type 
common in the aerospace industry. Austenitic stainless steel is a common metal, 
of interest because it is ferrous but not ferromagnetic.

The values of for the ferromagnetic metals 50D, mild-steel and 
AISI-4145 are much greater than for the other two materials, as one would expect. 
All the phase values are close to 135 which is the theoretical phase for isotropic, 
homogeneous and non-hysteretic materials. The value of |xj<5 for the Dural is
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effectively just the resistivity 1/a because the material is non-magnetic. For 
comparison, the resistivity of pure A1 is 2.55 x 10“8Qm [2], The bandwidth over 
which measurements in Dural were practicable was low because the voltages on 
the contacting probe were very small. In general, the technique works better on 
ferromagnetic metals in which it is easier to induce a field. The low frequency 
\xj(5 of 50D is lower in the heat affected zone than in the parent material. This 
effect it probably caused by a reduction of the permeability by the heating process, 
since Thompson, Allen and Turner [112] found a similar reduction for the d.c. 
permeability. However, the high frequency fiJo  is higher in the heat affected 
zone than in the parent metal.

A useful conclusion from these experiments is the approximate rule that 
|ir8/1/2 in ferromagnetic steels is typically about 2000mmVHz. For a given 
expected size of fatigue crack, it is therefore possible to pick an operating 
frequency such that the unfolding model applies.
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Table 4.2 Results of Material Constant Measurements

Material f/kHz
ylf

mmVHz phase
V-JG

lÔQm

Structural steel 50D 1-150

100-1500

2181

1859

131.1°

134.2°

18.78

13.64

High strength steel 
AISI-4145

1-150 2078 137.9° 17.05

Heat affected zone of 
weld in 50D

1-150

100-1500

1785

2155

136.7°

137.6°

12.58

18.33

Dural NS8 1-70 97.29 131.8° 0.03737

Austenitic stainless 
steel

1-150 378.6 135.8° 0.5659

Mild steel plate 
(used in section 4.5)

1-500

50-1500

2124

2196

134.6°

132.1°

17.82

19.04
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4.4 Experiments to Verify the Asymptotic Limits
Before the general m solutions had been found, experiments were conducted 

with Mirshekar-Syahkal’s apparatus to verify the limiting cases. The measuring 
instrument was a "Crack Microgauge" (an ACPD device of the type developed 
by Dover et al. and mentioned in section 2.2) with a search coil substituted for 
the contacting probe. The Microgauge is designed to inject a 2A current directly 
into the test-piece, so it was not necessary to use induction coils. The phase control 
was adjusted to maximise the response to the upstream field. This means that the 
measured fields signals were proportional to the part of the fields in phase with 
the upstream field (the real part). Data were acquired by the PDP-11 computer 
with an analogue to digital converter connected to the analogue output of the 
Microgauge. No modifications were made to the original software at this stage. 
A mild steel plate with a fatigue crack was used as an example of a flaw in the 
small m limit and a Dural plate with a semi-circular spark eroded notch of 0.8mm 
opening was used as an example of a flaw in the large m limit. The fatigue crack 
length was measured by magnetic particle inspection and its depth by 
conventional ACPD, using the one-dimensional formula 2.4.4.

Table 4.3 Flaws used in the Limiting Case Studies

Material Block Size 
(mm)

Crack 
length 2 a 

(mm)

Crack 
depth b 
(mm)

(mm)
m

Mild steel 354x85x12.5 37 3.0 31.4 0.588

Dural NS8 310x201x25.6 40.35 20.0 1.26 16.0

(The value of m for the Dural block is based on the more accurate material 
constant measurements made with the new apparatus). Experimental 
measurements of H* for the two flawed blocks are shown as crosses in fig.4.8 and 
4.9. The Bom approximation model is shown as a broken line and the unfolding 
model is shown as a solid line. Clearly, the field over the steel block follows the 
unfolding model and the field over the Dural block follows the Bom 
approximation model, as expected. Fig. 4.10 and 4.11 show similar data for the
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y  component and, once again, the behaviour is as expected. Note that in all four 
plots the physically observed field corresponds to the model which gives the 
smaller perturbation. The theoretical data in the figures are more accurate than 
the theoretical data as published in reference [89] because these older calculations 
used the discontinuous function Hz(;t,0) rather than the continuous function (J)0 to 
generate the fields. However, the essential features are unaffected.
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4.5 Measurements of the Field Near a Rectangular Notch at 
General m

Once the general m solutions of the previous chapter had been obtained, it 
became desirable to verify the predicted behaviour for intermediate values of m. 
A rectangular electric discharge machined notch of length 2a=30mm, depth 
b=15mm and opening /i=0.75mm was made in a mild steel plate of dimensions 
152x202x19mm in thex,y and z directions respectively and the plate was ground 
flat.

The material constant |i Jg was measured by the method of section 4.3, on 
part of the surface well removed from the notch. Using the average value for the 
two frequency ranges in table 4.2, pr8=2160mm, frequencies were selected to 
give the values of m shown in table 4.4.

Table 4.4 Test frequencies and m values

f/kHz m Line style in figures

5.184 0.5 solid

20.736 1 broken

82.944 2 dotted

331.776 4 dot-dashed

1 327.104 8 dot-dot-dashed

Search coils were wound on perspex formers with overall coil dimensions 
in mm shown in table 4.5. (They coil is just the x coil reorientated). Measurements 
of all three field components were made at the frequencies given in table 4.4, at 
a lift-off of 2.0mm, with the coils traversed through 120 steps of 0.5mm in the 
x  direction. Similar scans were then conducted in the y direction. Once again, 
the final data are averages of readings conducted in both senses, to eliminate any 
residual common-mode errors. The theoretical predictions are given in terms of 
the applied field, so all the measurements were referred to the average field at 
y=2a, where the perturbation due to the flaw was small enough to be ignored.
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Table 4.5 Dimensions of measuring coils

orientation x  dimension y dimension z dimension Number of turns

X 3 2 2 200

y 2 3 2 200

z 4 2 1.5 100

Plots of the real parts of the x, y and z components of the field as calculated 
from the theory are given in figs.4.12a, 4.13a and 4.14a, for varying x  at fixed 
y. The corresponding experimental measurements are shown in figs.4.12b, 4.13b 
and 4.14b. The line-styles for the various frequencies are listed in table 4.4. There 
is general agreement between theory and experiment to within about 5% of the 
applied field strength and the signals are correctly ranked with m. Fig. 4.15,4.16 
and 4.17 show the three components at fixed x , as y is varied. Once again, the 
observed field is as predicted by the theory.

Some subtle features of the fields are also correctly predicted. In fig.4.12a, 
the plot of Hx against x, the signal is flatter in the centre for large m, where the 
Bom approximation is valid, and the flattening is seen in the experimental plot 
4.12b. In fig. 4.13b, the gradient dHy/dx is slightly smaller at *=0 than at x=0.5a, 
as expected from the theoretical signal 4.13a. A similar change is seen in fig. 
4.14a and 4.14b. An important feature of the fields is the quadrupole symmetry 
of they component, that is to say, it is antisymmetric in bothy and*, In particular, 
there is an abrupt change in sign on crossing the crack line near each of the crack 
ends, as shown in fig. 4.16a and 4.16b.

The theoretical field values also have a small imaginary part, so there ought 
to be a signal in quadrature with the applied field. Although it was too small to 
measure accurately, the quadrature signal was observed and the readings are 
shown in fig.4.18b, with theoretical values in fig.4.18a. The order of magnitude 
is correct and the maximum signal occurs for intermediate m, as predicted by 
theory.
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The main departures from the calculated fields occur near the edges of the 
plots and may be attributed to non-uniformity in the applied field near the 
test-piece edges. These effects were found to be sensitive to the position of the 
induction coils. If the coils were brought up close to the sides of the test-piece, 
the non-uniformities were more severe. However, if the induction coils were 
moved too far away, the applied field strength became too weak to give an 
accurately measurable signal. Positioning the induction coils at about 25mm from 
the test-piece gave an acceptable compromise. In order to discriminate the flaw 
signal from the non-uniformity in the applied field, the exact quantity plotted in 
fig. 4.12b is

Hx( y = 0 ) - H x(y=2a)
1 + -----7777-----------   (4*5*1)< Hx(y = 2a) >

and in fig. 4.13b it is

H-(y = 0 A a ) - H J y  =-OAa) 
y y (4.5.2)

2Hx(y =2a,

In figs. 4.12b and 4.15b, the H* signal from the crack at large m is less than 
that expected from the theory and examining fig.4.15b in particular, one may 
discern a local perturbation in the signal at y=0. In section 3.5, it was shown that 
the first order correction for notch opening was valid providing that /ry/2 is small. 
For the rectangular notch under consideration, the magnitude of this quantity is 
about 0.035m, so that is equal to 0.28 at m=8. It is therefore reasonable to expect 
some second-order perturbations to be observed and the discrepancies in 
figs.4.12b and 4.15b are probably effects of this kind.

In addition to the spatial scans plotted above, experiments were conducted 
in which the parameter m was varied, for fixed position, by varying the frequency. 
In fig. 4.19 experimental values of the real part of H* at *=0, y=0 for varying 
values of m are shown as circles and the corresponding theoretically predicted 
field is shown as a solid line. The imaginary part is shown in fig. 4.20. This 
experiment was conducted before computer control had been implemented, so 
there are fewer data points. The search coil was also rather less sensitive than 
those of table 4.5 and only the two lowest frequency measurements were 
conducted in both senses. For these reasons, the data are not quite as good as the 
data in figs.4.12-4.18.
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4.6 Parallel Currents
One of the main predictions of chapter 3 is that a uniform field applied so 

that the currents are in the x  direction (parallel to the crack) is not perturbed at 
all, providing the crack is tightly closed. This implies that for parallel currents 
interrogating a closed crack, the unfolding theorem does not apply, even when 
m is small. On the other hand, for notches that are sufficiently wide to allow 
different values of the magnetic scalar potential on the two faces, one would 
expect the unfolding theory to be valid in the small m limit. The equipotentials 
and streamlines are simply interchanged from their positions for the 
perpendicular interrogating current. In section 3.5, it was shown that the theory 
for closed cracks interrogated by a perpendicular current is only valid for open 
notches if the parameter /ry/2 is small. In a similar fashion, it is possible to deduce 
how wide a notch must be to perturb parallel currents.

From 3.2.11, we have
dHx dHy

• (4A1)oy ox

For parallel currents, Hx should be antisymmetric in y so that
dHx 2Hx 
dy h

Therefore, from 4.6.1,
2 Hx 
h a

Whatever the direction of the interrogating current, the surface impedance 
boundary condition applies on the faces of the crack,

Considering the orders of magnitude of the terms in this equation, one may see 
that

Hx k
(4.6.5)

a p, y

If the field components Hx and Hy are non-zero, 4.6.3 and 4.6.5 are only 
self-consistent if

(4.6.2)

(4.6.3)
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For cracks, and narrow notches for which criterion 4.6.7 cannot be satisfied

unless m is much less than 1. The minimum possible value of m which can occur 
in practice is of the order of 0.01, because the relative permeability of a metal is 
never much greater than 1000 and m is only meaningful when 5 « a. For a crack 
longer than 10mm, equation 4.6.7 can only be satisfied if h is of the order of 
0.1mm, but fatigue cracks are usually closed much more tightly, especially if a 
compressive load is applied. Therefore, it is not possible for a closed crack to 
perturb parallel currents. To summarise, parallel currents are not perturbed by 
cracks and narrow notches in non-magnetic metals or by tightly closed cracks in 
magnetic metals but they may be perturbed by open cracks or notches in magnetic 
metals.

This phenomenon was investigated experimentally with a 10mm contacting 
probe aligned along the x axis. Current was induced in the specimens from a 
second plate placed underneath the test-piece and insulated from it, energized by 
injection of 2A from a Crack Microgauge ACPD instrument. The HP-4194A 
analyzer and x-y table were used to plot the signal as before. This method of 
induction is more suitable for non-magnetic test-pieces where it is difficult to 
couple in a strong field from coils. The experiment was conducted on three 
test-pieces with flaw dimensions given in table 4.6.

Table 4.6 Flaw dimensions for parallel current experiment

Material Flaw type Length 
2a/mm

Depth
A/mm

Opening 
himm

Ima/mm
(approx.)

Mild steel crack 50 3.3 <0.1 50

Mild steel notch 50 5.0 0.71 50

Dural notch 20 3.0 0.27 160



In these scans it was particularly important to subtract the field away from the 
crack, because the aim was to detect whether there was any small perturbation 
of this field. Results are shown in figs. 4.21, 4.22 and 4.23. Of the three flaws, 
the notch in the mild steel is the nearest to satisfying criterion 4.6.7 and it is the 
only one that appreciably perturbs the parallel currents, as expected from the 
theory.

0.3

0.2

o.i

-o.i

- 0.2

-0.3
70

jc/mm
Fig 4.21 Excaused by a parallel current interrogating a crack in mild steel
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EJE*
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- 0.1
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10040

jt/mm
Fig 4.22 Ex caused by a parallel current interrogating a notch in mild steel

EJEj
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- 0.1

- 0.2
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Fig 4.23 £* caused by a parallel current interrogating a notch in Dural
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4.7 Accuracy and Precision
For the purpose of this discussion, accuracy means the extent to which the 

measurements are free from systematic error and precision means the extent to 
which they are free from random error.

Non-uniformity in the applied field is a cause of loss of accuracy. The field 
will be truly uniform if all the flux that enters the top surface of the block from 
one induction coil passes straight across and goes into the induction coil on the 
far side. In practice, some of the flux leaves the top surface and returns around 
the back of the first coil, so that the field is stronger at the edges of the block than 
in the centre. By careful positioning of the coils, it was possible to reduce this 
non-uniformity so that the field at x=0 was only about 15% lower than the field 
at x=2a, in an unflawed part of the test-piece. The departure of the flaw fields 
from theory at the edges of plots 4.12b-4.17b is typically about 3% of the applied 
field strength, so that it seems reasonable to interpret it as being caused by the 
edges as well.

A second possible cause of loss of accuracy is non-linearity in the measuring 
instrument. The manufacturer’s estimated accuracy (and precision) for the 
HP-4194 A at 20p,V is only about 45% in gain readings and 16° in phase. If taken 
at face value, these figures would imply that search coil measurements made at 
these signal levels are virtually meaningless. However, the manufacturer’s figures 
are not necessarily a good estimate of the accuracy in the experiments described 
above, where careful precautions were taken to eliminate interference. Moreover, 
the apparent agreement between theory and experiment suggests that the actual 
instrument performance was much better. Clearly, it is essential to get a realistic 
estimate of the instrumental accuracy in order to know if the experiments 
constitute a valid verification of the theory.

All the readings were referred to the upstream field value, so the absolute 
accuracy of the voltage measurements is immaterial, providing that the instrument 
is linear over the required range. An indication of the linearity was found by 
making a measurement of Bx and varying the oscillator voltage V from 0.05 V to 
the operating value. This procedure was performed for the minimum and 
maximum frequencies used: f= 5184Hz with an operating voltage of 1.0V and
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/= 1327104Hz with an operating voltage of 0.5 V. If the instrument was perfectly 
linear, the gain g should be a constant. The non-linearity was estimated by fitting 
a quadratic

g = g 2V2 + glV + g0 (4.7.1)

to the results, by the method of least-squares. Results are shown in table 4.7.

Table 4.7 Linearity of measuring instrument

//kHz Part g j v 2 s./v1 go

5.184

5.184
1327.104
1327.104

Real
Imaginary

Real
Imaginary

-7.8946x10' l0 
-3.8724 x 10‘7 
1.6328 xlO”6 
2.1708 x lO '5

1.1611 xlO-7 
4.6677 x 10'7 
2.2831 xlO-6 
-1.9447 x10s

1.4550 xlO’5 
2.0536 x lO '5 
1.3299 x lO '3 
1.4321 x 10'3

Note that the imaginary part is the part in quadrature with the oscillator voltage. 
It should not be confused with the part in quadrature with the applied field, plotted 
in figs.4.18 and 4.20. The maximum error caused by the non-linearity over the 
range of the results will be of the order (g2 + £i)/£o- F°r both frequencies, it is the 
imaginary part which is worst affected, the maximum error being 4.2% at the 
lower frequency and 2.9% at the higher frequency.

In figs.4.12b-4.18b, there appears to be some random noise on the low 
frequency data, but much less on the high frequency data. The low frequency 
noise is about 0.5% of the applied field. A measurement of Bx upstream was 
repeated 50 times without moving the probe and the standard deviation was found 
to be 0.066% of the mean, for the real part, and 0.039% of the mean, for the 
imaginary part, which is too small to explain the noise on the low frequency plots. 
The noise cannot be attributed to errors in the positioning system, because these 
would affect the high frequency data as well. Movement of the connecting cables 
did not seem to produce significant noise either. A scan of the upstream field was 
performed twice, without otherwise altering the apparatus, in order to see if the 
apparently random variations on the signal were reproducible, which would 
indicate that they were due to variations in the test-piece. It was difficult to 
interpret the data, but most of the local variations were not reproduced.
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To summarise, the accuracy of the measurements is limited to 3 or 4% by 
the linearity of the instrument at the low signal strengths used, and by the difficulty 
of obtaining a uniform field. The precision of the measurements at low frequencies 
is limited to about 0.5%, but the precise cause of the noise is not known.
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5 Applications

5.1 Introduction
The previous two chapters described the calculation and measurement of 

the magnetic field near a crack in the presence of a uniform applied field. In this 
chapter, it is explained how the theoretical model has been used to develop an 
algorithm for the estimation of crack length and crack depth from the 
high-frequency magnetic field measurements. The technique is referred to as a.c. 
field measurement (ACFM), to distinguish it from the d.c. flux leakage method 
and from the contacting a.c. potential difference method.

Two examples of the application of ACFM in the petroleum industry are 
given. The first example is a system to detect and size cracks in the screw-threaded 
joints of a "drill-string". This is the technical term for the train of strong steel 
pipes which are used to provide power to the drill-bit. The second example is a 
probe, for use underwater, to detect and size fatigue cracks at the welded joints 
of tubular steel off-shore structures.

5.2 Drill-string threaded connections
Fracture of drill-strings due to fatigue is a persistent and expensive problem 

in the oil industry. Drill-string failure increases equipment cost, wastes rig time 
and, in some circumstances, can even lead to the abandonment of a well. At 
present, magnetic particle inspection is used to examine the drill pipe, but its 
performance has been disappointing. For example, Dale and Moyer [113] 
presented results of field evaluations of MPI for drill pipe in which the probability 
of detecting a 25mm long crack was as low as 50%. Fig. 5.1 is a diagram of a 
typical threaded connection, the outer diameter is typically about 150mm.

\  w  w  Vv-H

5.1 Drill-String Threaded Connection.
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An extensive programme of work was undertaken by UCL in collaboration 
with several industrial companies to address the drill-string fatigue problem. In 
addition to fatigue crack growth studies and stress analysis studies, measurement 
of the a.c. magnetic field was proposed as a means of detecting and sizing cracks. 
A dedicated inspection machine was made by Hunting Offshore Services Ltd. 
with a probe, containing search coils and an induction coil, which engages with 
the thread and is driven around the pipe by pneumatic actuators. The whole of 
the thread length is thus scanned and the tangential and radial magnetic field 
components measured using suitably orientated search coils (fig. 5.2). Separate 
machines were built to inspect both the "pin" or male part of the joint and the 
"box" or female part. The ACFM circuitry was originally made by Inspectorate 
Unit Inspection Ltd. and subsequently developed by Technical Software 
Consultants Ltd. using a crack sizing algorithm described in section 5.4.

Fig. 5.2 Search coils measuring tangential and radial field components near a 
drill-string thread.

Most drill pipe is manufactured from ferromagnetic high tensile-strength 
steel, such as the AISI-4145 material mentioned in the previous chapter. Special 
non-magnetic steel pipes are used at certain points on the drill-string where 
instruments have been placed to take readings of the earth’s magnetic field for 
use in steering during directional drilling operations. (Oil wells are not always 
sunk vertically but are often made to follow oblique or even curved paths, in 
order to make best use of the field). The ACFM technique should be suitable for 
either magnetic or non-magnetic pipes; MPI is restricted to magnetic ones. An 
interesting feature of this application is that both the high and low m limiting 
cases are likely to occur in practice. For the magnetic drill-pipe, it is best to operate 
in the low m limit so that no material constant measurements are necessary. For 
the non-magnetic drill-pipe, if the skin-depth is small, the values of m will always 
be high.

118



The drill-string inspection instrument produces estimates of crack length 
and depth from the flaw signal using the flat plate model for a semi-elliptical 
crack as an approximate model of the fields near the cracked thread. The sizing 
algorithm may be used for either limiting case, details are given in section 5.4. 
At the time of writing, trials have only been conducted with magnetic drill-pipe 
but work on non-magnetic drill-pipe is planned. Details of the construction of 
the inspection system and examples of results may be found in reference [114]. 
Reliable detection has been achieved for cracks as small as 8mm long and 0.5mm 
deep.

5.3 Welded steel tubular joints
Since sea-water, by comparison with steel, is effectively an insulator, 

electromagnetic methods can also be applied under the sea. One important 
application is to the detection of fatigue cracks in off-shore structures made from 
welded steel tubes. In this case, the fatigue cracks grow because of the cyclic 
load caused by sea-waves. The usual site of crack formation is at the "toe" of a 
weld, that is, at the line joining the weld metal with the parent metal. As a rule, 
it is more common for the crack to propagate into the parent metal rather than 
into the weld. Fig.5.3 shows some typical geometries of joint, named after the 
letters of the alphabet T,Y and K that they resemble. The tube diameter D is of 
the order of 0.5m or greater.

Fig. 5.3 Some typical tubular joints.

Conventional practice is to use a team of divers to inspect the weld toes 
using MPI. If a crack is found, it may be sized with contacting ACPD or by 
ultrasonic means. This sort of inspection is both laborious and expensive, since
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oil-rigs may be very large indeed; for example, greater than 250m in height. It is 
necessary to remove marine growth and clean down to bare metal to obtain reliable 
MPI results and the divers may also have to spend a considerable amount of time 
in decompression, all of which adds to the expense. There is therefore a strong 
incentive to develop a faster inspection method and to eliminate tasks that can 
only be performed by hand, so that eventually the entire inspection can be carried 
out using a remotely operated vehicle.

One serious problem in using ACFM for tubular joints is that the cracks 
encountered may be as long as 200mm. It is virtually impossible to design a probe 
to generate a near-uniform field over this length in a wide variety of tubular joint 
geometries. Furthermore, for reasonable operating frequencies, the cracks will 
tend to fall in the intermediate range of m values.

It was initially decided to proceed in the same manner as for the drill-string 
project, in spite of these difficulties. A probe was constructed to fit onto the tubular 
joints in such a way that the coils were stationed just above the weld toe (fig.5.4). 
The field was induced by a magnetising yoke of mild steel, carrying 2A from an 
ACPD Crack Microgauge. One receiver coil was orientated parallel to the weld 
line (referred to as the x  coil) and one was orientated to be roughly normal to the 
weld metal surface (referred to as the z coil). The width of the inducing yoke is 
about 50mm. There is no reason to believe that the signal measured by the z coil 
will be proportional to the z component as calculated in the flat plate model. The 
probe was built so that the receiver coils could be removed and replaced.

inducing coil

BX,BZ sensor

crack

Fig.5.4 Tubular joint inspection probe.
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The probe was used to inspect eight cracked tubular joints in the UCL 
"library" of specimens situated at The City University. The welds in question 
were not permanently labelled, in order to preserve the integrity of the library for 
blind inspection tests. Readings from both the z and x  coils were taken at 10mm 
intervals using receiver coils of 2mm diameter. The measurements were then 
repeated with receiver coils of 3mm and 5mm diameters. The probe was 
insufficiently robust and had to be repaired and reinforced several times. The 
2mm diameter coil did not survive.

A second set of readings was taken from five of the eight cracks, with 
measurements made at 5mm intervals with the 5mm diameter coil only. One extra 
set of readings was also taken with the 3mm coil. In these more detailed 
measurements, the region beyond the crack ends was also inspected, in order to 
assess how clearly the crack signal could be seen above the background noise. 
Finally, the ratio of the sensitivities of the z and x  coils was measured, by 
comparing their responses to a roughly uniform field above a flat plate, when 
each coil was orientated to give its maximum signal.

Fig.5.5 shows the x  signal and fig.5.6 the z signal from one of the shorter 
cracks. The signals display the characteristic shapes expected from the flat plate 
theory (figs.4.12 and 4.14) so that the presence of a crack can be inferred. Fig.5.7 
and fig.5.8 are plots of the same signals for one of the longer cracks and they 
show that the system is much less effective for such flaws. This may well be a 
serious disadvantage, because the longer flaws will, in general, be the most 
dangerous ones.

Table 5.1 shows crack length and depth measurements by ACFM using the 
x  coil, as compared with contacting ACPD, for the tubular joints. The ACFM 
figures were calculated by the method described in section 5.4, assuming the 
flaws were in the unfolding limit. The length measurements are all reasonably 
good and a useful estimate of depth is also obtained from the x  signal. Table 5.2 
shows size estimates made with the z coil alone- the depths are all too small. On 
the basis of these results, a more robust version of the ACFM probe was built 
and is undergoing off-shore trials.
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Fig. 5.6 ACFM probe z coil response from a tubular joint crack 

Length 2^=65 mm depth 6=5.2mm
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Table 5.1 Crack sizing in tubular joints by ACPD 
and by ACFM using Bx for depth and Bz for length. 

(All dimensions in mm)

Crack No. Coil
diameter

2a ACFM b ACFM 2a ACPD b ACPD

4 5 60.7 4.4 65 5.2

6 5 28.6 2.4 30 1.9

7 5 34.1 3.1 50 4.4

8 5 96.8 9.8 125 8.7

5 5 62.8 5.6 65 5.8

7 3 33.9 3.2 50 4.4

7 2 42.0 3.4 50 4.4

8 3 100.8 10.2 125 8.7

8 2 110 13.5 125 8.7

Table 5.2 Crack sizing in tubular joints by ACPD 
and by ACFM using Bz for depth and length. 

(All dimensions in mm)

Crack No. Coil
diameter

2a ACFM b ACFM 2a ACPD b ACPD

4 5 60.7 2.3 65 5.2

6 5 28.6 2.1 30 1.9

7 5 34.1 2.6 50 4.4

8 5 96.8 2.1 125 8.7

7 3 33.9 2.0 50 4.4

8 3 100.8 2.6 125 8.7

124



5.4 Method of crack sizing
Evaluation of the theoretical models for different depths of crack showed 

that the signals were always of the general forms plotted in figs. 4.12-4.18, but 
that the magnitude of the peaks and troughs increased monotonically with crack 
depth, without exception. This implies that the depth is uniquely determined by 
the signal magnitude, when all of the other parameters are fixed. Fatigue crack 
measurement is not, of course, only conducted in flat plates. It is important to 
know if the flat-plate model will give a reasonable approximation for the geometry 
of test-piece used in each application. As explained in chapter 3, in the unfolding 
limit the fields are independent of the material constants, so in magnetic metals 
it is highly desirable to select a frequency that puts the flaws in this limit. The 
data below are all evaluated for the unfolding limit, except where stated otherwise.

It is not immediately obvious how to orientate the sense-coil in order to get 
the most reliable estimate of crack depth and length or whether different 
orientations should be used for detection and for sizing. Since a measurement 
must be made of the applied field in the x direction, an advantage of using the 
magnitude of the x component is that the same coil may be used for readings in 
both the flawed and unflawed parts. There is then no need to measure the relative 
sensitivities of two separate coils. However, a possible disadvantage of this 
method is that the crack signal is a small perturbation of a large signal, so the 
signal to noise ratio must be good if the measurement is to be reliable. The central 
trough of the plot of Bx against x (fig. 4.12) spreads over most of the crack length, 
so that smoothing by the measuring coil should not significantly alter the reading. 
Moreover, because it consists mainly of contributions from the low spatial 
frequencies in the transform, the depth of the central trough varies only slowly 
with lift-off. The y component has the important feature of changing sign on 
crossing the crack. If the component geometry allows measurement on both side 
of the crack, it may be possible to take advantage of this anti-symmetry by 
measuring the difference in the y component across the crack, possibly reducing 
the effects of field non-uniformities. On the other hand, a small error in coil 
position might cause a gross error in the depth estimate, because the field strength 
changes rapidly with y. The perturbation magnitude of the z component is larger 
than that for the other components. This suggests that the z component is the most 
suitable for detection purposes.
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The first step in developing an inversion procedure was to run the theoretical 
model, form=0, for a variety of relative lift-off values and aspect ratios. No simple 
equation could be found that accurately fitted the data, so it was decided instead 
to store the results and interpolate. A crude estimate of crack length can be 
obtained immediately by measuring the distance between peak and trough of Bz 
that occur at the crack ends. This distance will be referred to as 2 a .  The crack-end 
peaks of the x  signal could also be used for this purpose, but it was found 
experimentally that they tended to be less well-marked than the z signal crack-end 
features. The y component has not so-far been used for sizing, because both for 
the welded tubular joints and for the drill-string threads it was impractical to make 
measurements on either side of the crack.

The crack depth is a function of peak magnitude, aspect ratio b/a and lift-off 
ratio z/a. However, initially all that is known is the peak magnitude and the ratio 
of the lift-off to the approximate crack length 2 a .  In general, one would expect 
the interpolation to be quite complicated, because the ratio at a may be dependent 
on the aspect ratio, which is initially unknown. Fortunately, according to the 
theoretical model, a/a is almost independent of aspect ratio, varying by only 
about 3% over the whole range of aspect ratios from 0 to 1, so the interpolation 
process can be made relatively simple by ignoring this slight variation and 
working with the mean ata value.

The unfolding solution for a semi-elliptical crack was evaluated for
Z?/a=0.05,0.1,......1 and z/a=0.05,0.125,.......0.725. The peak value of Bzand the
central trough value of Bx were calculated, giving 400 tabulated values overall. 
The position of the peak of Bz was selected as the clearest indication of the crack 
ends and 10 values of ata were found for each aspect ratio. The 10 mean values 
of ata* over the aspect ratios were tabulated against the measurable quantity zta. 
The sizing algorithm begins by finding the half-length a from z/a*, by using linear 
interpolation, and then infers the lift-off ratio z/a. Beginning from the smallest 
tabulated aspect-ratio, the predicted peak magnitude for the relevant field 
component is found by linear interpolation between the two z/a values that bound 
the one that has just been calculated. This process is repeated for increasing bta 
until a peak magnitude is found that is greater than the observed peak magnitude. 
The correct aspect ratio bfa for the crack being measured is then found by a final 
linear interpolation. Fig. 5.9 shows plots of the perturbation part of Bx, normalised 
to the incident field strength, against bta for the zja values given above. The higher
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field values correspond to smaller lift-offs, so that the sensitivity is better for 
smaller lift-offs, as one might expect. The dependence on aspect ratio b/a is close 
to linear for shallow cracks and becomes weaker as the aspect ratio rises.

Bx/Bxo

0.35

0.3

0.25

0.2

0.15

0.1

0.05

0.3 0.5 0.6 0.7 0.8 0.90.2 0.4

z/a

i

b/a

Fig. 5.9 Variation of signal strength with aspect ratio 
for 10 values of lift-off ratio
z/a -  0.05,0.125,.... 0.725
Unfolding limit

A self-consistency test was conducted on this interpolation scheme in which 
peak values and positions predicted by the model were used as input data for the 
sizing program. The length estimates from the peaks of the z signal were found 
to be consistent with the input lengths to within 2.25% as shown in table 5.3. The 
depths from the central trough of the x signal were consistent with the input 
depths to within 1.5% (table 5.4). Depth estimates from the z signal were not 
quite as good, one value being in error by 5.2% (table 5.5), because of the greater 
sensitivity to lift-off.
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Table 5.3 Self-consistency check on length estimate

depth b length 2a 2 a estimated
length

% error

0.5 8 7.125 8.169 +2.11

1.0 8 7.125 8.169 +2.11

2.0 8 6.875 7.852 -1.85

1.0 16 14.25 16.36 +2.25

2.0 16 14.25 16.36 +2.25

3.0 16 13.75 15.81 -1.19

1.0 24 21.375 24.10 +0.42

2.0 24 21.375 24.10 +0.42

3.0 24 21.375 24.10 +0.42
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Table 5.4 Self consistency check on depth estimate by x component

depth b length 2a Bx (peak) 2 a estimated
depth

% error

0.5 8 0.9630802 7.125 0.5014 +0.28

1.0 8 0.9349023 7.125 0.9946 -0.54

2.0 8 0.8988158 6.875 2.030 +1.5

1.0 16 0.9403898 14.25 1.011 +1.1

2.0 16 0.8944303 14.25 2.007 +0.35

3.0 16 0.8599268 13.75 2.983 -0.57

1.0 24 0.9508463 21.375 1.004 +0.40

2.0 24 0.9092289 21.375 2.001 +0.05

3.0 24 0.8742926 21.375 2.989 -0.37
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Table 5.5 Self consistency check on depth estimate by z component

depth b length 2 a Bz(peak) 2 a estimated
depth

% error

0.5 8 0.043983899 7.125 0.4956 -0.88

1.0 8 0.077089399 7.125 0.9813 -1.9

2.0 8 0.1186514 6.875 2.050 +2.5

1.0 16 0.094825536 14.25 0.9778 -2.2

2.0 16 0.1659807 14.25 1.932 -3.4

3.0 16 0.2178786 13.75 2.931 -2.3

1.0 24 0.095024139 21.375 0.9614 -3.9

2.0 24 0.1741818 21.375 1.904 -4.8

3.0 24 0.2388117 21.375 2.843 -5.2
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A robustness check was carried out in which the peak position a was 
deliberately made 5% too big or too small, to see the effect on sizing. For both 
length and depth estimates, the error in sizing was first order in the error in input 
data, the z signal being more sensitive than the x  signal. Results are in table 5.6 
and 5.7.

Table 5.6 Sensitivity of z size estimates to small enrors

depth b length
2a

2 d estimated
depth
(using
1.05a*)

estimated
length
(using
1.05a)

estimated
depth
(using
0.95a)

estimated
length
(using
0.95a*)

0.5 8 7.125 0.4824 8.600 0.5084 7.710

1 8 7.125 0.9455 8.600 1.058 7.395

2 8 6.875 1.878 8.282 2.288 7.395

1 16 14.25 0.9726 17.14 1.017 15.57

2 16 14.25 1.909 17.14 1.971 15.57

3 16 13.75 2.841 16.57 3.062 15.05

1 24 21.375 0.9657 25.25 0.9607 22.95

2 24 21.375 1.899 25.25 1.917 22.95

3 24 21.375 2.830 25.25 2.868 22.95
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Table 5.7 Sensitivity of x depth estimates to small errors

depth b length 
2a

2 d estimated 
depth 

(using 1.05 a )

estimated 
depth 

(using 0.95a*)

0.5 8 7.125 0.4824 0.5084

1 8 7.125 0.9455 1.058

2 8 6.875 1.878 2.288

1 16 14.25 0.9726 1.017

2 16 14.25 1.909 1.971

3 16 13.75 2.841 3.062

1 24 21.375 0.9657 0.9607

2 24 21.375 1.899 1.917

3 24 21.375 2.830 2.868

From all these tests, it was concluded that the sizing algorithm was 
self-consistent and robust to within the accuracy required for engineering 
purposes and that it was not necessary to use a higher order interpolation scheme. 
The first versions of the software for the ferromagnetic drill-strings and for the 
tubular joints used the algoritm exactly as described here.
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An improved program was written for the second prototype tubular joint 
probe, incorporating a correction for the finite size of the measuring coil (as 
discussed in section 6.5), so that small cracks can be sized with the 5mm diameter 
probe. Since the coil size defines an absolute length scale, it was necessary to 
evaluate the model for various absolute lengths, instead of working with the 
dimensionless ratio z/a, The x coil was taken to be approximately cuboidal and 
the coil-size correction factor was of the form

PxK  . Pyky . L PzK sc A t \smc —r— smc ——- sinch —— (5.4.1)
2 2 2

for each spatial frequency kx,ky where the coil dimensions are p ^ y  and p z. The 
function sinch is just the hyperbolic analogue of sine. The correction factor for 
a cylindrical coil of diameter /^orientated in the z direction is

Ji(p A/2)
2 I 7-  sinch (M /2). (5.4.2)p dkJ2

where is the first order Bessel function. Note that both these coil-size correction 
factors reduce to 1 for an ideally small coil. The look-up table was generated by 
running the unfolding model for semi-elliptical cracks with aspect ratios
b/a=0.02,0.04,....0.98 and lengths 2a=4,6,8,.....100 mm giving 2401 values of
Bz(peak) and Bx(peak), with 49 values of a .

When the sizing algorithm is used in the Bom limit, there is the slight 
additional complication that the predicted signal strength depends on the length 
Pr8 and also on the notch width, where applicable. It is necessary to be more
careful about defining the phase of the signals because the perturbation is not in
phase with the applied field. Fig. 5.10 shows plots of the normalised perturbation 
part of Bx against aspect ratio, for the same lift-off ratios as fig. 5.9. The normalised 
Bx, which is always purely real, is calculated by dividing by the upstream Bx and 
also by a factor

u.5 + h - iu r5 
{yJk + hll)l a = —— -— — . (5.4.3)

2 a

The sizing program first infers a from the peak positions, as in the small m case. 
Given the value of (^8, the normalised Bx (or Bz) is inferred from the real part of 
the signal using 5.4.3. The program then proceeds to size the crack by interpolation 
in the same way as the program for the small m limit. It is also possible to work 
with the imaginary part of the signal if desired, providing the notch width h is 
known. In the large m limit, the real and imaginary parts of the field are equal if 
the crack is closed, i.e. if h=0.
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B,

normal
ised

Fig. 5.10

Finally, in the large m limit, if both real and imaginary parts of any component 
of the magnetic field are known it is possible to infer h using 5.4.3,

h =n,5[|/te(fl)| /\lm(B)\ -1]. (5.4.4)

At the time of writing, no experimental data is available for the nonmagnetic 
materials.

The main advantage of the interpolation method described in this chapter 
is that very little arithmetic is required to obtain the crack size once the data has 
been tabulated over the required range, so that a personal computer can give size 
estimates almost instantaneously. Calculation of the data tables usually requires 
several hours processing on a minicomputer. A general m depth inversion program 
based on the same method would need data tables with an additional degree of 
freedom, which are likely to take a prohibitive length of time to compute. 
However, it may be possible to devise a general m depth calculation, based on 
an iterative use of the rectangular solution of chapter 3, which would take longer 
to run than the interpolation algorithm but which would not require a lengthy 
preliminary calculation.
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6  Impedance of a Circular Coil Near a Crack

6.1 Introduction
In chapter 3, solutions were presented for the field near a flat plate with a 

uniform incident field but the same concepts can also be used to model more 
conventional eddy-current tests. In this chapter, the new model is used to calculate 
the impedance change for a circular air-cored coil with its axis perpendicular to 
a flat plate with a uniformly deep, infinitely long fatigue crack. The final 
expression for the impedance change is evaluated using numerical integration 
and the results are expressed in terms of the parameter m=rj\y$ where r0 is the 
coil radius. The analysis for a single-coil system is generalised to treat a two-coil 
system with an exciter coil and a receiver coil.

6.2 Solution for the Fourier transform of the scalar potential

crad
mo ut

bottomedge

Fig. 6.1 Circular coil near a uniform crack

The Fourier transform method was used in chapter 3 to solve the 
uniform-field problem for a flat plate but it is equally applicable to non-uniform
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fields. Auld’s student Riaziat [115] has discussed in detail how the behaviour of 
an arbitrary coil near a flat plate may be understood using spatial Fourier 
transforms and the analysis given here combines his method with the surface 
impedance method of chapter 3.

Let the coil radius be r0, let the lift-off be z0, the horizontal offset be y0, let 
there be N  turns and let the crack depth be b, as shown in fig.6.1. It will be 
assumed that the coil wire is thin compared to the coil diameter. The impedance 
change for a coil with windings of finite cross-section can be found by integrating 
the field of the thin-coil over the cross-section.

The scalar potential \j/ may be considered in two parts: \|ff, the potential that 
would exist if the coil were situated in free space and y ,, the perturbation caused 
by the cracked plate,

As usual, each component of the two-dimensional Fourier transforms, \|/y

and \Jjfp must decay exponentially, as the distance from the coil increases and 
as the distance from the plate increases. At a height z, the potentials are 

therefore

On the plane z=0, the extended surface impedance boundary condition, 3.3.17, 
applies to the total scalar potential,

Writing this equation in terms of the transforms and remembering that \jff  and \j/p 

decay in opposite directions, one obtains

(6.2.1)

V/z) = V/z 0) expH J z -  z01), 

y p(z) = y,(0)expH ;zz),

(6.2.2)

(6.2.3)

where

(6.2.4)

(x,0)8(y), (6.2.5)

y=(i + l)/pr5. (6.2.6)

i-k] -  k , iw ,  + (-*,2 + K iN f  = , ( M )  = 2 J //,(*, 0)e"Mdx. (6.2.7)
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¥  = , 2 . . /  ’ (6-2-8)

In 6.2.7, Hz(kxi 0) is the one-dimensional transform of the vertical component of

magnetic field inside the crack. Equation 6.2.1 can be used to eliminate \jfp from
6.2.7 so that the transform of the total potential is

2ykzy f - 2 H z(kx,0) 
kf+ yk ,

This equation can be usefully arranged in a slightly different form with the 
exponential factors made explicit,

Y -*.~  2Hz(kx,0)
V(0) = ¥/(zo) exp(-fczz0) + —— 1\\ff (z0) exp (~kzz0) — —— — . (6.2.9)

y  • tcz y/cz

The second term on the right-hand side of 6.2.9 has the typical form of a reflection 
coefficient and is the perturbation caused by the uncracked plate. The third term 
is the additional perturbation due to the crack. The potential at coil height can be 
inferred by multiplying each term in 6.2.9 by its appropriate exponential factor,

y —k 2H (k 0)
¥ (zo)= ¥ / zo)+ r77T¥/(zo)exP(~2 ẑzo) — , 2  X\  exp(-fc,z0) . (6.2.10) r + *z kz "t* y/cz

6.3 Effect of the crack
On the crack faces, the conditions of chapter 3 apply: the potential r must 

satisfy the two-dimensional Laplace equation, it must be continuous with the 
exterior potential on the line z=0 and it must have zero normal derivative on the 
crack bottom edge. A suitable form that satisfies these conditions is

1 f ~f ~cosh[kx(z+b)] ^
V = —; ¥ ------ --;7— — e dkxdky. (6.3.1)

4n‘L L  cosh (kxb) x y

Differentiating with respect to z on the line z=0, one obtains

tf.Cx.O) = - ^  J" ̂ k < y m h ( k xb )e ^ d k ydkx, (6.3.2)

so that the one-dimensional transform on x  of Hz(x,0) is

Hz(kx, 0) = ̂  kxy\anh(kxb)dkr  (6.3.3)
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If 6.2.8 is substituted into 6.3.3, it may be seen that
H z{kx, 0) = kx tanh kxb [I(kx)+F(kx)Hz(kx, 0)], (6.3.4)

where

1 f  °° 2y\\ff  exp(-fcrz0)
(6.3.5)

and

(6.3.6)

is the boundary condition function of chapter 3, discussed in Appendix A. 
Equation 6.3.4 can be rearranged to give

Hz{jc,0) and the impedance change caused by the crack will therefore depend on 
Hz(jc,0) also. The free-space part of the potential \|ff  drives the solution via the 
integral I(kx) of equation 6.3.5.

6.4 Free-space field of the coil
The field of an air-cored coil of arbitrary shape can be expressed as an 

integral of elementary dipole fields. Each dipole corresponds to a infinitesimal 
current loop and the coil is built up by combining the loops edge to edge so that 
the currents cancel along all the edges except the outer edge of the coil.

The scalar potential distance r from a unit dipole orientated in the z direction
is

The transform of this potential is

H M  \ - F ( k x)kx\wh(kxb) '
kx tanh^b )I(kx)

(6.3.7)

In 6.2.9, the part of the scalar potential caused by the crack is proportional to

(6.4.2)

which expressed in polar coordinates, centred on the point (x',y')> is

rdrd0. (6.4.3)
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The integral on 0 is a definition of the Bessel function J0 and the integral on r is 
given in standard tables (formula 6.554.4 in reference [116]),

1 -i{kxx '+ k  y ') f  (Z  “  Z0) J Q( k z r )  1 _*| z _ zj _ j (k x '+ k  y')

v ‘ ~ v  ■ <6A4>

The transform of the potential due to the whole coil is the integral of 6.4.4 over 
the area of the coil

= J  e *** e *’’ dx'dy', (6.4.5)
coilcurea

For the particular case of a circular coil of N  turns, radius r0, centre (0 j 0), carrying 
a current 7C, the transform of the field is

r0 2ic

N = J  J  e“/c“ Vdrde, (6.4.6)
0 0

'o
V/2) = J  rJ0(Kr)dr, (6.4.7)

0

which is another standard integral (5.52.2 in [116]), so that

\yf(z) = nr;NIce ^ -— ----- . (6.4.8)
Kzr0

In optics textbooks, for example [117], the same integral appears in the calculation 
of the diffraction pattern of a circular aperture, which is a related problem.
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6.5 Voltage measured across the coil
The measured voltage is given by Faraday’s Law

(6.5.1)
coilarea

Each spatial frequency (kx,ky) makes a contribution

V ( k „ k >)  =  ^ M M z a) J  e ^ e ^ d x d y , (6.5.2)
coilarea

which is the complex conjugate of the integral that appears in 6.4.5, so that for 
a circular coil

The formal resemblance between the behaviour of the coil as an exciter and its 
behaviour as a receiver does not depend on the shape of the coil. For example, it 
is well-known that the mutual inductance of a transformer is the same regardless 
of which coil is regarded as the primary. Burrows [32] gave a derivation of this 
theorem, with initial assumptions applicable to eddy-current NDE, based on the 
Lorentz reciprocity relationship

Auld [38],[39] has shown that it is possible to use 6.5.7 to calculate the impedance 
change from the fields in the region of the flaw only, without working out 
explicitly how the magnetic field induces a voltage in the receiver coil. However, 
in the case under consideration here, the direct calculation was straightforward.

Equation 6.5.6 can also be used to correct for the finite size of a cylindrical 
measuring coil, perpendicular to the test-piece surface, when the inducing field 
is uniform. This correction was incorporated into the tubular joint program 
described in the previous chapter. A correction factor for a coil with its axis 
perpendicular to the test-piece was also mentioned, which was derived in a similar 
way, except that the coil shape was assumed to be cuboidal to simplify the 
integration.

V (kxi ky) = N7ir02iG)|v
^  O T  ( I s  r \

(6.5.6)

V- (E1x H2- E 2x H1) = 0. (6.5.7)
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6.6 Impedance change due to the crack
To summarise the calculation so far, the general interaction of a coil with a 

cracked flat plate was modelled using the surface impedance boundary condition 
and Fourier transforms, the specific fields for a uniform crack and a circular 
inducing coil were calculated, finally the voltage measured across a circular 
receiver coil was calculated for each Fourier component. It is now possible to 
find the impedance change of the coil caused by the crack.

In 6.2.9, the contribution to the transform of the scalar potential from the 
crack, which will be denoted was

2Hz(kx,0) 
kf+yk,

This formula applies to the potential on the test-piece surface. At measuring coil 
height,

-k .z n

 • (6-6-2)
2H,(k„0)e '•  

kf + yk,

Substitution of 6.6.2 into 6.5.6 gives the voltage Vpe induced in the measuring 

coil by each component of the field due to the flaw,

2J1(^r0)2 //I( ^ ,0 ) ^ lZo+̂ °
Vpc = N n r f ia ^  -    . (6.6.3)

' e  kzr0 kz+y

The mouth field Hz(kxy0) is given by 6.3.7, so that

#  _ w 2. 2J.ferp)2e~lA^ ’y° kxtmh(kj})i(k,)
nr°'m^  Kra (K+i) [ l-* /(fc ,)tan h (* ^ j| '

(6.6.4)

For a circular coil, the integral I(kx) is obtained by substituting 6.4.8 into 6.3.5 

to give

t„ s  2. , ,  ?e~Vocosfc)ry0JI(<:!r0) 
m  = r0NIc Y j - ^  j— dky (6-6.5)

141



The measured voltage across the coil is given by inverting 6.6.4, i.e. dividing it 
by 47t2 and integrating it over all (kx,ky). Because of the reciprocity relationship, 
the integral on ky turns out to be exactly the same as the integral in 6.6.5. The 
impedance change in a single coil system is

Similarly, for a system of two concentric coils, the mutual inductive reactance 
would be

current. It is immediately clear that the mutual inductance is unaffected by 
interchanging the exciter and receiver coils, as expected from the reciprocity 
theorem.

In order to show more clearly the dependence on the various different 
parameters it is helpful to write 6.6.7 and 6.6.8 in terms of the following 
dimensionless functions and variables

AZ =V  / / ,p c  p c '  c> (6.6.6)

so that in this case

2icopio 7* I 2(kx)kxtanh(kxb)
TryI? j  1 -  kxF(kx) tcinhi^b)

(6.6.7)

\ - k xF(kz)Xanh(kJ))
(6.6.8)

where / x and / 2 are calculated from 6.6.5 for each of the two coils and for unit
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m = r0y/(i+l), (6.6.9)

II (6.6.10)

■aTIIe (6.6.11)

i /i2P=k,r0 = (l +« ) . (6.6.12)

>II5*2 (6.6.13)

t = blr0, (6.6.14)

II£ (6.6.15)

V7 \  C e p c o s ( h v v )  2J1(p) 
J[p+ (i+ l)m ] p

(6.6.16)

f(m/l) = kxF(kx). (6.6.17)

The expressions 6.6.7 and 6.6.8 for the impedance change, in terms of these 
dimensionless quantities, are

, / •  n  r.. *72 ? / ( / , /« ,5 ,w)/tanh(/0Jf 
AZ,c = 4(l- l ) r / ^ m J  i _/(„,//) ta„h(/r) «“ •

(6.6.18)

f j j 2ltonh(lt)
^  = 4 ( i - l W , ^ J 1_ /(m//)tanh(, ()d/ )

(6.6.19)

where
h  =j(lrl/r0,mrl/r0,z1/rliy1/rl) (6.6.20)

and
j2 = j( lr2/ro’mr2/r0,z2/r2,y:2/r2) (6.6.20)

In these equations rx and r2 are the radii of the two coils and Nx and N2 are their 
numbers of turns. Any arbitrary length scale can be used for r0, providing that it 
is used consistently, but it is natural to pick one representative of the problem, 
such as the mean of the two coil radii, so that m has its usual significance.
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In 6.6.7, the dependence on crack depth is expressed by the hyperbolic 
tangents. The sensitivity of the impedance to depth becomes weak as the crack 
depth becomes large compared with the coil size because tan h (^ ) asymptotically 
approaches 1. The variation of impedance change with crack depth for m= 1, is 
shown in fig.6.2, the form of the signal seen on crossing the crack is shown in 
fig.6.3, and the variation with m is shown in fig.6.4. These results were calculated 
by using Simpson’s rule to evaluate 6.6.16 and 6.6.18 and are given in terms of 
Z0 = 4/rojio/V2 with the real parts shown solid and the imaginary parts shown 
broken.

On examination of 6.6.16-6.6.18, it is apparent that, in the large m limit, the 
crack signal becomes proportional to Mm in the same way as it did in the uniform 
field problem. However, in contrast to the uniform field case, in the small m limit 
the signal becomes proportional to m instead of independent of it. The maximum 
impedance change occurs near m= 1.
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6.7 Impedance change due to the uncracked plate
For the sake of completeness, the calculation of the impedance change on 

bringing the coil from free-space up to the uncracked plate will now be explained. 
In equation 6.2.10, the relevant perturbation is

^ ^ = y + f c ^ exp^ Z°^ (6*7*1)

The measured voltage due to this perturbation is obtained by substituting 6.7.1 
into 6.5.6 to give

0 2J,(Lr0) -2kz„y-kz ~
V ft) = N n r f a v o - T ^ K e  ‘ ^  VyGfc) • (6-7.2)

K z r o

As before, the free-space potential is substituted in from 6.4.8 to give

Ji&ro)
V(lc,) = 2N2K2rXi<m, kSo\  % o y

The impedance change follows, by inversion
*  • ( 6 '7 3 )

j  V(k,W,dky, (6.7.4)

A Z = ^ - J V (* ,) d * ,  . (6.7.5)
C 0

Finally, substitution of 6.7.3 into 6.7.5 gives

AZ = Af2Jtr02icom, f[J,(Vo)] . (6.7.6)
o

Cheng [118] derived an expression for the impedance change caused by a flat 
plate for arbitrary skin-depth, using the vector potential, and his formula becomes 
equal to 6.7.6 in the thin-skin limit, as expected.
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7 Some extensions to other geometries

7.1 Introduction
All of the systems discussed so far had in common that there was only one 

crack in each test-piece, that the test-pieces were flat plates and that the receiver 
coils were air-cored. In this chapter, three examples are given where each of these 
restrictions is relaxed, without altering the basis of the modelling. In the first 
example, the flaw is a pair of identical overlapping fatigue cracks in a flat plate. 
In the second example, the crack is situated in the interior comer of an angled 
test-piece. In the final example, a semi-empirical analysis is given for crack depth 
measurement in mild steel plates using a ferrite-cored measuring probe.

7.2 Overlapping cracks

H,x y f

crackili|
ii
! 21*-Xr a -x,+a 11■ i•1 i

1 i| I
GracH

x ,-a V  a

7«

Fig. 7.1 ’Overlapping crack-parameters- ^ ^
Uro. -  a f f “ * Cr^ < f

The crack separation is 2y0 and the offset is 2jc0, as shown in fig. 7.1. The same 
analysis applies for truly overlapping cracks (x0<a) and offset cracks (x0>a). For 
the sake of simplicity, it will be assumed that the applied field is uniform. The 
contributions of both the cross-crack potential differences, and 2<J)2, must be 
included, so the surface impedance boundary condition is
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If the two cracks have identical profiles then the flawed test-piece has rotational 
symmetry of order two about the z axis. The two potentials 2 and 2<J>2 can 
therefore be written in terms of a common potential 0,

<J)t =  (J)Cx +  jc0) (7.2.2)

and
02 = 0(-x + jc0). (7.2.3)

The boundary condition 7.2.1 becomes

a V  d V  +*o) c/ v „ <ty(“*  +*o) e/ . x
= 2 ^ ^ 5(y+y»)+ 2 — a r ~ 5(y- ^  ( 7 -2 -4 )

The Fourier transform solution of Laplace’s equation, subject to this boundary 
condition, is

= + (7-2-5)
z ŷ z

In the large m limit, the Bom approximation remains valid because the 
perturbation of the uniform field by the two-crack system is of order 1/m, just as
it is for the single crack. To generate the scalar potential it is simply necessary
to solve the usual two-dimensional Bom approximation problem and incorporate 
the additional complex exponentials of 7.2.5 before inverting the transform.

In the small m limit, the unfolded plane does not have lines of symmetry 
along the crack bottom edges. Consequently, the unfolding algorithm predicts a 
discontinuity in the scalar potential across each crack. This is forbidden because 
it would imply non-zero divergence of the magnetic flux. The numerical solutions 
of the unfolded problem published by Haq et al. [90] must therefore be regarded 
as approximate only.
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A solution for general m, including both limits, can be obtained by the 
method of chapter 3. The appropriate boundary condition for the two-dimensional 
problem is found by inversion of 7.2.5 along one of the crack mouths,

V(x,yo,0) = 1- j  2ikx$(kx)F(kx) + + ( - i ) £ ( y « \ + ^ .  (7-2.6)

where

<7 2 7 >n £  k ;+ykz

Although this frequency domain boundary condition is slightly different from 
the previous one, methods similar to those of chapter 3 could, in principle, be 
used to find the potential (J) and hence the whole field. The space domain form of
7.2.7 is

oo oo

V ( x > ; y o > 0 )  =  / / o X  +  J  F (x -x ')§  (x')dx' + J l ( x +  x')$(x')dx'. (7.2.8)

The first integral is the same convolution as before; the second integral is called 
a correlation and corresponds to the scattering of the field between the two cracks, 
i.e. the effect that the presence of one crack has on the internal field of the other 
one. In the small m limit, L(kx) can be found analytically,

1 ?  exp(2i^y0)
L (kx) = J 2 y dky = -exp(-| 2kxy0\) /1 kx\ . (7.2.9)
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Fig. 7.2 Overlapping cracks in the large m limit

Fig. 7.2 shows calculated by the Bom approximation, for a pair of identical 
overlapping semi-elliptical fatigue cracks with m=100, <2=1, £=0.5, 2x0=0.5, 
2y0=0.1,y=0, z=0.1.
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7.3 Crack in an interior corner

e=a

e=-a

Fig. 7.3 Crack in an interior comer

A serious practical limitation of the flat plate theory is that fatigue cracks 
usually grow in a region where the local stress is much higher than the global 
stress of the test-piece. The centre of a large flat plate is not a likely site for such 
a stress concentration. Unfortunately, the sort of irregular geometric features that 
are often the cause of high stress concentration factors are also the ones that may 
be expected to be least amenable to analytic solution. The best strategy for 
overcoming this problem may well be to combine the extended surface impedance 
boundary condition of chapter 3 with boundary element or finite element methods. 
However, limiting case solutions can be found analytically for one quite realistic 
case: the interior comer of an angled test-piece.

The problem can be written in cylindrical polar coordinates as shown in 
fig.7.3. Laplace’s equation in this coordinate system is



By the method of separation of variables, a solution for 7.3.1 that is symmetric 
in 0 as required may be shown to be

y = c o s(« 0 )e^ K I,(V )+ B .K .(V )], (7.3.2)

where I„ and K„ are modified Bessel functions. To find the potential of the field 
near a crack it is necessary to combine solutions of this form, with coefficients 
An and Bn chosen to satisfy the surface impedance boundary condition.

In the small m limit, the external field does not influence the surface field 
at all, so the potential on 0 = ±a is given by the same unfolding model that was 
used for the flat plate, but with z=0 and y replaced by r. A suitable Fourier 
transform solution can be found by putting m- 0 in the general solution of chapter 
3, which gives

ikr «¥ 1 C ~\k r| \k x

= " • * - 2 (7-3-3)

2+ T T  = 0 (7-3.4)

It may easily be verified that the two-dimensional Laplace equation

dr2 dx

is obeyed and the normal and tangential field components are continuous at the 
crack mouth, as required in the unfolding model.

Now the exponential decay function can be written as a sum of modified 
Bessel functions (equation 9.6.38 in reference [119]),

e**  = \(kxr) + 2 2  I.(kjr)(-1)". (7.3.5)
n = 1

A combination of solutions of the form 7.3.2 which reduces to 7.3.3 on 0 = ±a 

is therefore

T ~  £  X , , W  cos/20
. , ? t

Vi, e dk.

(7.3.6)

The modified Bessel functions \n{kjr) become infinite as k s  becomes infinite and 
the series itself only decays to zero because the terms alternate. It would be very 
difficult to evaluate 7.3.6 because the results would tend to be dominated by 
rounding errors.
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In the large m limit, the correct combination of solutions is determined from 
the behaviour of the magnetic flux. On the metal surfaces 0 = ±a, the normal 
component of flux is zero so that HQ = 0 for all r (at the crack itself, the flux

Thu c o n d i t i o *  he e n t i s f / e d f - f o r  cult 9j
coming out is directed radially). AH-ef-the-tcrms of the4brm-7r3:2~are'ther6ferer"
b \  <K,tCou)ii14 o*(u eke ter*hs u/itU *-C  0 0  7-3'2 •

gero-exeepr the4ewest-order-. The term in IQ{kjr) must be zero to keep the field 
bounded as r becomes infinite, so the solution is

v  = H0x + j  Bo^JKod k/1  )eiV‘dkx. (7.3.7)

Note that this solution is independent of 0. The coefficient B0 may be inferred 
by conservation of flux. Since HQ=0 on 0 = ±a, no flux enters or leaves the 
test-piece except at the crack, so all the flux that leaves the crack mouth from one 
side of the plane x=x0 must enter into the crack on the other side. As explained 
in chapter 3, the flux per unit length coming out of the crack is 2Hz(x,0)/y so that

OO oo *0

2ia J  JBoOyrjytofl kxr \)e“xdrdJt, = 2/-yfH,(x,0)dx = 2<t>Oc0)/y. (7.3.8)
—oo 0 —a

Taking the Fourier transform on x gives

2mokJB0(kx) J  rKoQ kxr\ )dr = ${kx)ly (7.3.9)
o

and the integral on r is equal to 1 lkx (standard form (5.52.2 in reference [116]) 

so that
ikx&(kx)

( 7 - 3 1 0 )

The final form for the potential is therefore

(7.3.11)

The flat plate is a special case of the interior comer with a  = ti/2 s o  that the flat 

plate solution given in section 3.6 should reproduce formula 7.3.11 for this angle. 
The large m limit of 3.6.13 substituted into 3.6.8 is

JJ  . . .  ikxtyiK) ik x  ik y - k  z]  C C U x ik y —k z

k ^ T e ‘ e e ' ( 73-12)
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Another standard integral (3.961.2 in [116]) gives
oo

V = H ax -  J r  J  i* i(£JK <( ^ / + z 2)e“' X ,  (7.3.13)

which corresponds to 7.3.11 for a  = 7t/2, as expected.

7.4 Ferrite-cored probe

c r ack
f a c e

Fig. 7.4 Dimensions of the ferrite cored probe (mm)

Unlike a small air-cored search coil, a ferrite-cored coil changes the field 
that it is measuring. In general, to find the fields in the presence of a ferrite-core, 
a new three-dimensional solution is required, for example using finite element 
or volume integral methods. However, the unfolding model can still provide a 
useful approximation for the fields on the surface of a ferromagnetic test-piece 
with a ferrite-cored measuring probe. Fig.7.4 shows a U-shaped ferrite-cored coil 
measuring the field on the surface of a uniformly deep crack.

The flux coupling with the coil will be partly from the surface of the 
test-piece and partly from the surrounding air. If the probe is well shielded, then 
the flux comes from the test-piece only and this is, presumably, the optimum 
mode for inspection. In the small m limit it may be assumed, as before, that no 
flux leaves the metal surface except directly underneath the probe. The skin depth 
in a ferromagnetic metal at reasonable frequencies will typically be of the order
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of 0.1mm so the cross-sectional area of the ferrite core is much greater than the 
cross-sectional area of the thin-skin near the crack. Therefore, since the 
permeabilities of the ferrite and the test-piece are comparable, the reluctance of 
the magnetic circuit shown in fig. 7.4 as a broken line is dominated by the 
reluctance of the thin-skin layer within the test-piece. That is to say, the magnetic 
field inside the test-piece is much higher than the field in the core, so the line 
integral of H around the broken line is dominated by the section inside the 
test-piece. Let xj/j be the potential under one end of the U core and \jf2 be the 
potential under the other end then

In particular, if the current in the coil is zero, the scalar potentials under the two 
core ends are equal, that is to say, the ferrite core acts as a magnetic short circuit.

The ferrite-cored coil can be used as a conventional eddy-current probe or 
it can be used as measuring coil with an externally applied uniform field. In both 
cases it should be possible to calculate the crack signal by using the unfolding 
model and imposing the condition 7.4.2 on the regions immediately under the 
core ends. The arbitrary constant in \|t is most conveniently chosen so that y  is 
antisymmetric in x. The unfolded problem for a uniform applied field is shown 
in fig.7.5.

(7.4.1)

If the coil current is Ic and there are N  turns then, by Ampere’s law,

¥ i -V2=W«- (7.4.2)

V l = V 2 - (7.4.3)
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Fig. 7.5 Unfolded problem for the ferrite-cored probe {or 1 e - ^ -

z=-b

A!©

Fig. 7.6 Approximate model for the ferrite-cored probe

As a general guide to the feasibility of this method, a semi-empirical model 
(fig.7.6) was proposed in which one end of the core is considered to act like two 
point-sources of flux at points A(-s,q) and A'(-s,-q) on either side of the crack 
and the other end of the core to act like two corresponding sinks at points C(s,q) 
and CiSy-q) where s and q are empirically adjustable distances. Since the potential 
at each point source is infinite, the potential under the negative x  core-end was
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considered to be equal to the potential at the points B(~s,p) adjacent to A and 
adjacent to A' where p was also chosen empirically. The corresponding 

points on the positive x  side are D(.s,p) and D'(s,-p).
By symmetry, all four sources must be of equal strength d> so that the flux 

coupling with the coil is 2AO.The magnetic scalar potential due to one of the 
point sources is

V = ̂ l n r ,  (7.4.4)

at distance r from the source. The voltage measured across the coil is
V = -2icoON. (7.4.5)

Equation 7.4.2 becomes

Vi-Y2 = V*-V i>=Vi'-Vb'=M «- (7.4.6)

For symmetric problems, 7.4.6 implies that

2 yB = 2\|tB. = -2  Yd = -2 y D, = NIC. (7.4.7)

In principle, the model can be applied either if the probe is used in the single-coil 
eddy-current mode or if there is a separate applied field. Consider first the case 
where there is a separate uniform applied field Hq and the coil current /c is zero. 
The potential at the reference points B, B', D and D' consists of contributions 
from the four sources and from the uniform applied field. Equation 7.4.7 gives

\|f = Has + | “ jln|<7 ~P\  +ln(<7 +P + 2 b ) - ^ \ n [ ( p - q f  + 4s*\ - ^ l n [ ( p  + q  + 2 b f  + 4s2]

(7.4.8)

Let Vc be the voltage with the probe placed evenly across the crack and Vr be the 
voltage with the probe far from the crack, equivalent to b=0 then, from 7.4.5

The eddy-current case is very similar, except that the uniform field term HqS 
must be removed from 7.4.8 and the left-hand side must have a term from the 
driving current. From 7.4.2 and 7.4.6 with \jf antisymmetric,

V  =  NIJ2 =  2” |ln | q-p\+ ln(<7 +  P +  2b) - 1 ln [ (p  - q f  + 4s:*1 - i I n [{p +  q -I- 2b f  +  4 s .

(7 .4 .10)
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Formula 7.4.9 therefore applies equally well to the eddy current case if Ve and Vr 
are replaced with Zc and Zr. An appealing feature of this simple model is that 
7.4.9 can be rearranged to give an explicit formula for the crack depth

sb = -  (q +p)/2.

(7.4.11)

The response to shallow cracks can be found from a Taylor expansion about b=0

4 bVcvr1 ( . v+p) 1 + ia + p f
4s '

In 1 + 4s

( a + p f -
1 + 4s

i a - p f -

(7.4.12)

which is equivalent to the response of an ACPD probe of length

/  = ( q + p ) 1 + ( q + p f
4 s2

In 1 + 4s4 1 + 4s'4
i q - p f \

(7.4.13)
( q + P ?  J

As the crack depth increases the sensitivity becomes progressively weaker until 
no further increase in coil voltage is seen. The maximum coil voltage may easily 
be found by allowing b to become infinite in 7.4.9,

In
V J V - 1 =

In

1 +

1 +
4 s '

(a-pfl

(7.4.14)

Fig. 7.7 shows a least-squares fit of the theoretically predicted signal VJVr -  1 to

experimentally measured data on notches in mild steel plates with a uniform 
applied field at 1kHz. Shielding the probe with multiple layers of aluminium foil 
had only a very small effect on the signal. The best values for the adjustable 
constants are /?=2.71mm, ^=5.52mm and 5=7.24mm, which are reasonable for 
the probe dimensions shown in figure 7.4. The equivalent ACPD probe length 
for shallow cracks is 25.7mm and the maximum signal as the crack depth becomes 
infinite is VJVr -  1=0.425. The response of the ferrite-cored coil as a single-coil 
eddy-current probe was not well modelled by the approximate theory because it 
was found to be much more sensitive to notch opening than the response with a 
uniform applied field. A more theoretical model of the ferrite-cored probe could 
be based on a solution of the unfolded problem shown in fig 7.5, for example
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using finite-difference, finite element or boundary element methods. An 
important question to investigate is the validity of the unfolding model for 
shielded and unshielded probes over a range of frequencies.

VJVT-l

Fig. 7.7

0.4

0.35

0.3

0.25

0.2

0.15

0.05

b/mm
Response of the ferrite-cored probe
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8  Concluding remarks
A variety of electromagnetic methods of non-destructive testing can be used 

to find and measure metal fatigue cracks. High frequency methods, where the 
skin-depth is small compared to the crack depth, have been examined in detail. The 
behaviour of the electromagnetic field can be modelled mathematically without a 
detailed analysis of the region inside the metal by using the surface impedance 
approximation. Although this method is not immediately applicable to a cracked 
test-piece it is possible to modify it to take account of the source of flux represented 
by the crack. In general this leads to a coupled system consisting of a potential which 
obeys the three-dimensional Laplace equation outside the test-piece and a potential 
which obeys the two-dimensional Laplace equation on the crack faces.

For very high frequencies or non-magnetic test-pieces the flux from the crack 
has a small effect on the exterior field and the Bom approximation, previously used 
by Auld and his co-workers, is valid. In ferromagnetic test-pieces, if the frequency 
is not too high, the flux in the exterior region is small compared with the flux inside 
the metal so that the two-dimensional potential on the crack face is effectively 
coupled with a two-dimensional potential on the unflawed surface of the test-piece. 
It is then possible to "unfold” the problem and find the fields by solving a standard 
two-dimensional potential problem, an algorithm previously used by Collins, 
Michael and co-workers. The transition between these two limiting cases is governed 
by a dimensionless parameter m=al\L$. When m is very small the unfolding theory 
is valid and when m is very large the Bom approximation is valid.

For a flat plate test-piece a solution of the three-dimensional problem for general 
m can be found using Fourier transforms and this solution has been used to develop 
models of the response of air-cored measuring coils to fatigue cracks for both uniform 
and non-uniform applied fields. It is possible to extend the models to cases where 
there is more than one crack. Crack depth can be calculated by tabulating results 
from the models for a range of parameters and interpolating. This method has already 
undergone trials for two petroleum industry applications: drill-string threaded 
connections and welded tubular joints.
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The methods developed for flat plates and air-cored coils have limited scope 
for extension to other geometries but it should still be possible to use the surface 
impedance boundary condition, modified to take account of the fatigue crack, for 
irregular test-pieces and ferrite-cored probes. For example, the finite element and 
boundary element methods could be applied if special elements were used to take 
account of the boundary conditions on the cracked test-piece surface. The flat-plate 
solutions are useful as tests of the accuracy of such numerical models.
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Appendix A The Boundary Condition Function for a Flat Plate
The boundary condition function is defined in equation 3.6.16 as

No difficulties are caused by the complex constant y because the definite integral is 
evaluated directly from the indefinite integral without the assumption that the 
constant is real. For the purpose of computation it is convenient to rewrite A5 in 
logarithmic form because complex arctangents are not supported by most compilers. 
Let the complex number w be defined so that

(Al)

where

(A2)

and the sign of kx is positive. It may be integrated using the substitution

ky 21
(A3)

I kx\ 1 - t 2

which transforms the integral into an elementary arctangent form

(A4)

(A5)

(A6)

and

(A7)

then

(A8)
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From A6 and A7

sin 2w = V 1 -  (y!kxf  (A9)

and

cos 2 w = y/| , (A 10)

so that

2iw = ln(y/| kx\ + V (y/fc,)2 “  l) • (AH)

Therefore, the final form of the boundary condition function for a flat plate is

21i/y/| kx\ + ̂ (ylkxf -  1 
F(/L) =  v  , I  . (A 12)

i y  W (y ^ )2- !
It is possible to obtain this expression directly from A4 using the method of partial 
fractions. The asymptotic forms are

In the Bom limit F{kx) —» 0 as | y!kx\ —> «>,

In the Laplace limit F{kx) —> -1/| kx\ as | y/kx\ —> 0. (A 13)

Whilst the transform of F is useful in its own right, it is also possible to find 
an analytic form for the function itself by inverting 3.6.16

1 f a°Cek̂ 6kxdky
FW=- ^ J  h ^ r  ’ (A14)

m 2x
\ C C  c o s ( j c  k, cos 0)d0cW:z

^ —  ■ (a i s

™ • <A 1 6 »n J k,+y  o * 1

F (x )= -j[H 0(y lx l) -Y 0(ylxl)] (A17)

where J0 is the Bessel function of order zero, H0 is the Struve function of order zero 
and Y0is the Neumann function of order zero. The integrals in A16 and A17 are 
given in reference [116] formulae 8.411.1 and 6.562.2 respectively. For numerical 
purposes, the function F may be evaluated by numerical integration, e.g. of A16 or 
of the Fourier inversion integral. Finally, it should be pointed out that when the flaw 
is not tightly closed, F must be multiplied by the notch-opening correction factor 
described in section 3.5.
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Appendix B Comparison between the general m model and the 
Schwarz-Christoffel model

z p l ane w plane 
•**

N

- a + i b a+ib

/
/

/
\
\

-a j| o 1 a

-a 0 a
Fig. B Schwarz-Christoffel transformation for a rectangular crack

The Schwarz-Christoffel mapping [82] is defined by the complex differential 
equation

and has the effect of mapping the interior of a polygon onto a half plane. It may be 
understood as being built from the basic mapping

which is trivially analytic except at the pole w = wh where an angle of -n{K in the z 
plane is mapped onto a straight line in the w plane. Repeated applications simply 
follow the chain rule of ordinary differentiation. The angles generated in previous 
applications are unaffected by repeating the transformation because of the 
angle-preserving or conformal property of analytic mappings. It is possible to map 
open polygonal shapes (those with corners at infinity) if the sum of the n, is not equal

The unfolded plane for a rectangular crack (fig.B) may be mapped onto a 
half-plane by the Schwarz-Christoffel transformation [87]

—  = (w -w 0) (w-Wj) (w -  w2) (Bl)

(B2)

to 2.

(B3)
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The constant K has been taken outside the integral in order to fix two of the poles

the real and imaginary parts of Kw respectively. That is to say, i is used here with a 
different significance from its meaning in the general m problem, where imaginary 
numbers are used to represent quantities in quadrature with the applied field. 
However, in the m=0 limit all the fields are in phase, so no confusion arises.

From B3, the lengths of the crack axes are

The unknown constant a  is determined by the aspect ratio bla and in this work it 
was found numerically using binary splitting and Romberg integration [108]. Once 
a  was known, K was found from B4.

The crack mouth potential <J>0, corresponding to the imaginary part of Kw, was

line in the w plane. Binary splitting was used to pick the correct upper limit so that 
Im(z)=b. The process was repeated for the range of angles

to scan over one half of the crack mouth. A minor disadvantage of this method is 
that it produces values of <j)0 at irregular values of x, so that it is necessary to use 
linear interpolation when comparing with the results of the general m model, 
evaluated at m = 0 (see Table B overleaf).

at w = ±1. For a uniform incident field of unit strength, the potentials <|) and \\r are

   du = K  (a -  sin v) dv
Jo U - “ J i

(B4)

1

(B5)

found by integrating numerically along the path indicated in the figure by the diagonal

(B6)
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Table B Comparison of predicted <j)0 values

bla x/a General m 
(at m=0)

Schwarz-Christoffel
transformation

percentage
difference

1 0 0.4035550 0.3995636 0.99

1 0.25 0.3890130 0.3851734 0.99

1 0.5 0.3420294 0.3386706 0.98

1 0.75 0.2482318 0.2458875 0.94

0.5 0 0.3198386 0.3172663 0.81

0.5 0.25 0.3107702 0.3082848 0.80

0.5 0.5 0.2787881 0.2775653 0.79

0.5 0.75 0.2111717 0.2095802 0.75

0.25 0 0.2044294 0.2033342 0.54

0.25 0.25 0.2011250 0.2000567 0.53

0.25 0.5 0.1886389 0.1876464 0.53

0.25 0.75 0.1541072 0.1533639 0.48
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Appendix C Conversion from Plane Elliptical Coordinates to 
Plane Cartesian Coordinates

When the harmonic functions are rewritten in Cartesian coordinates on the line 
z=0 they simply become polynomials. The basic formula is

x  = cosh % cos T|. (Cl)

On the line segment ^=0, corresponding to the portion of the crack lip that lies 
between the foci, 3.8.15 and 3.8.16 give

~ cos(2fl -  2)t)
* »?i " cosh(2n -  2)a’ ( )

X b  cos(~2n ~ (C3)
y „Ti sinh(2n -  l)a  v

From Cl 

so that

Therefore

x — c COST], (C4)

Vc2-J t2 = csinr|. (C5)

x ±^lx2- c2 = c(cosT\±isinr\) = ce*n. (C6)

The terms in the numerator in 3.8.21 are therefore

( x + Ax2 -  c2) + ( x -  <x2- c 2) = 2cr cos rq , (C7)

which are equal to the terms in the numerators of C2 and C3, multiplied by cr. 
Between the positive focus and the positive end of the crack, Ti=0 and 3.8.15 and 
3.8.16 become

♦  = £ A . ? ^ ~ j £ , (C8)n = i cosh(2/z -  2)a

£  COShC*-!)^
Y i sinh(2n -  l)a  v '

Equation Cl gives

;t = ccosh{;, (CIO)

V*2 -  c2 = c sinh (Cll)

so the analogue of C7 is

{x + ̂ x 2- c 2) + (x  -Vjc2- c 2) = 2crcoshr£, (C12)
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which gives the correct numerators for C8 and C9. When C l2 is evaluated at £=a, 
it gives the correct denominators for C2 and C8

{a +b)r + (a - b ) r = 2crcoshra. (C13)

Similarly, CIO and Cl 1 also imply that

{a +b)r- (a  - b ) r = 2cr sinhra (C14)

which gives the correct denominators for C3 and C9 and completes the coordinate 
conversion. The formula in 3.8.21 is therefore valid on both sides of the positive 
focus. It is clear by inspection that 3.8.19, 3.8.20 and 3.8.21 give symmetric <J> and 
antisymmetric \|/ as required. Although the polynomials Prare real, they require the 
use of complex numbers to be evaluated directly, for points between the foci.
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Appendix D Comparison of Semi-Elliptical Model with 
Born and Unfolding Limits
Table D1 Comparison of predicted <t>0for m=0

b/a x/a General m Unfolding Solution percentage
difference

1 0 0.3863492 0.3850032 0.35

1 0.25 0.3716095 0.3705495 0.29

1 0.5 0.3244538 0.3244090 0.01

1 0.75 0.2315703 0.2342941 -1.2

0.5 0 0.3036140 0.3017056 0.63

0.5 0.25 0.2927256 0.2909374 0.61

0.5 0.5 0.2577421 0.2563680 0.53

0.5 0.75 0.1882142 0.1878694 0.18

0.25 0 0.1951917 0.1942280 0.49

0.25 0.25 0.1886791 0.1877479 0.49

0.25 0.5 0.1676824 0.1668580 0.49

0.25 0.75 0.1255118 0.1249190 0.47
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Table D2 Comparison of predicted (J)0 values for m -  1010

bla xla General m Bom
Approximation

percentage
difference

1 0 0.6367425 0.6366197 0.019

1 0.25 0.6098922 0.6097532 0.023

1 0.5 0.5247533 0.5245487 0.039

1 0.75 0.3617571 0.3613181 0.12

0.5 0 0.4374709 0.4374566 0.0033

0.5 0.25 0.4206926 0.4206730 0.0047

0.5 0.5 0.3668869 0.3668444 0.012

0.5 0.75 0.2608730 0.2607368 0.052

0.25 0 0.2420679 0.2420679 0

0.25 0.25 0.2338703 0.2338703 0

0.25 0.5 0.2073801 0.2073796 0.00024

0.25 0.75 0.1538450 0.1538409 0.0027
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